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RULES  AND  REGULATIONS 


Title  46— SHIPPING 

Chapter  I— Coast  Guard,  Department 
of  the  Treasury 

[OOFR  62-17] 

VESSEL  INSPECTION  REGULATIONS 

Miscellaneous  Amendments  and 
Editorial  Changes 

The  Merchant  Marine  Council  held  a 
public  hearing  on  March  12.  1962,  for 
the  purpose  of  receiving  comments, 
views  and  data  with  respect  to  miscel¬ 
laneous  vessel  inspection  proposals.  The 
notice  of  proposed  rule  making  was  pub¬ 
lished  in  the  Federal  Register  on  Janu¬ 
ary  23,  1962  (27  FH.  657-665).  The 
Merchant  Marine  Council  Public  Hear¬ 
ing  Agenda  (CG-249),  dated  March  12, 
1962,  sets  forth  the  proposed  regulations 
in  detail  and  copies  thereof  were  fur¬ 
nished  to  all  who  indicated  an  interest 
in  the  subjects  set  forth  therein. 

This  document  is  the  sixth  of  a  series 
regarding  the  regulations  and  actions 
considered  at  the  March  12,  1962,  Public 
Hearing  and  Annual  Session  of  the  Mer¬ 
chant  Marine  Council.  This  document 
contains  the  final  actions  taken  with 
respect  to  the  following  proposals: 

Item  III — Vessel  Operations  and  Inspections 

Prevention  of  oil  pollution  (CQ-249,  pages 
116-119). 

Inspection  of  foreign  vessels  of  unusual  de¬ 
sign  or  construction  (CX3-249,  pages  126- 
129). 

Vessel  plan  approval;  ventilation  and  huU 
opening  closures  (CQ-249.  pages  130-139). 
Drydocking  or  hauling  out  vessels;  authoriz¬ 
ing  administrative  extensions  of  time  (CG- 
249,  page  140) . 

Item  IV — Lifesaving  and  Fire  Protection 

Sp>eclfication  for  unicellular  plastic  ring  life¬ 
buoy  (CQ-249,  pages  161-164). 
Specifications  for  distress  signals  and 
shoulder  gun  type  line-throwing  appliance 
(CG-249,  pages  165-169). 

Fire  protection  equipment  (<XJ-249,  pages 
170-173). 

Portable  fire  extinguishers  (specification 
only)  (partial)  (CG-240,  pages  179-180). 

Item  V — Tank  Vessels 

Fire  retardant  construction  (CG-249,  pages 
183-189) . 

Pumproom  ventilation  (CQ-249,  pages  190- 
193). 

Item  VI — Marine  Engineering 

Materials — Maximum  allowable  stresses,  un¬ 
fired  pressure  vessels,  valves,  fittings,  weld¬ 
ing  and  stress  relieving  (CO-249,  pages 
198-225). 

Pressure  vessels,  dished  heads,  malleable  iron, 
piping,  bilge  pvunps  and  valves  (CG-249, 
pages  226-230) . 

Use  of  flexible  hose  (CX3-249,  pages  231-233). 
Unfired  pressure  vessels;  shop  inspections 
and  inspections  on  vessels  (CG-249,  pages 
236-239). 

Boiler  mountings  and  attachments  (CX3i-249, 
pages  240-241) . 

Those  proposals  in  Item  HI  regarding 
“Vessel  operations  and  inspections,”  as 
revised,  are  approved  with  respect  to 
prevention  of  oil  pollution.  The  pro¬ 
posals  designated  46  CFR  32.50-17  and 
55.10-35 (g)  were  not  adopted  and  in  lieu 
thereof  regulations  designated  46  CFR 
35.01-40,  78.85-1  and  97.75-1  regarding 
prevention  of  oil  pollution  as  operating 
requirements  were  added.  In  line  with 


comments  received,  changes  were  made 
in  the  proposals  designated  46  CFR 
55.07-25(u),  55.10-25(n),  93.13-1  to 

93.13-10,  inclusive,  and  167.20-35.  With 
respect  to  the  proposals  regarding  in¬ 
spection  of  foreign  vessels  of  unusual  de¬ 
sign  or  construction,  the  comments  re¬ 
ceived  were  rejected  and  the  proposals 
adopted.  The  procedures  regarding  in¬ 
spection  in  46  CFR  Part  2  were  revised 
to  bring  them  up  to  date  with  present 
practices.  In  line  with  several  comments 
received,  changes  were  made  in  46  CFR 
72.10-25(a),  78.45-1,  and  91.55-5(d)  re¬ 
garding  vessel  plan  approval,  ventilation 
and  hull  opening  closures.  In  line  with 
comments  received,  changes  were  made 
in  46  CFR  31.10-20(a),  71.50-l(a), 

91.40-l(a),  and  176.15-1  (a)  regarding 
authorizing  administrative  extensions  of 
time  with  respect  to  drydocking  or  haul¬ 
ing  out  vessels. 

Those  proposals  in  Item  IV  regarding 
“Lifesaving  and  fire  protection,”  as  re¬ 
vised,  are  approved.  In  line  with  com¬ 
ments  received,  46  CFR  160.050-2  and 
160.050-3  were  revised  with  respect  to 
dimensions  and  materials  for  unicellular 
plastic  ring  lifebuoy.  In  line  with  com¬ 
ments  received  concerning  cotton  or  flax 
line  now  provided  with  the  line-throwing 
appliance,  changes  were  made  in  46  CFR 
160.031-4  (b)  and  clarification  included 
in  46  CFR  33.55-10(b),  75.45-15 (b)  (3) , 
and  94.45-15(b)  (3).  The  comments 
were  not  accepted  with  respect  to  the 
proposals  regarding  fire  protection  equip¬ 
ment,  which  are  approved  without 
change.  The  proposals  regarding  in¬ 
spection  standards  for  a  portable  fire 
extinguisher  are  still  being  studied  and 
these  changes  will  be  published  at  a  later 
date.  With  respect  to  specific  require¬ 
ments  for  materials  in  46  CFR  162.028-3 
the  text  was  revised  to  reflect  changes 
based  on  certain  comments  which  were 
accepted.  The  proposal  to  discontinue 
the  requirement  for  a  safety  relief  on 
foam  type  extinguishers  in  46  CFR 
162.028-3  (i)  was  accepted  and  this 
change  was  also  included  in  amendments 
to  46  CFR  76.50-15(c),  95.50-15(c),  and 
167.45-70  (a). 

Those  proposals  in  Item  V  regarding 
“Tank  vessels,”  as  revised,  are  approved. 
With  respect  to  Are  retardant  construc¬ 
tion,  46  CFR  32.57-10 (d)  (6)  and  32.57- 
10(e)  were  revised.  With  respect  to 
pumproom  ventilation,  changes  were 
made  in  the  headnote  for  46  CFR  32.60- 
20  and  in  text  of  §  32.60-20  (c)  (3)  in  line 
with  comments  received.  The  proposals 
concerning  freeboard  for  tankers  above 
600  feet  in  length  were  adopted  without 
change  and  published  in  a  separate 
document. 

The  proposals  in  Item  VI  regarding 
“Marine  Engineering,”  as  revised,  are 
adopted.  In  line  with  comments  re¬ 
ceived,  changes  were  made  in  46  CFR 
51.01-10(b),  51.04-1,  51.13-1,  51.24-1, 
51.25-1,  51.34-1,  51.46-1,  51.49-1,  51.58-1, 
51.90-1,  52.05-10,  54.03-1  (C),  55.07-15, 
and  56.01-70  (h)  regarding  material 
specifications,  maximum  allowable 
stresses,  u^red  pressure  vessels,  valves, 
fittings,  welding  and  stress  relieving. 

Changes  were  made  in  46  CFR  55.07- 
1(e),  55.07-10(c),  and  55.10-25(d)  (3)  in 
line  with  comments  received  regarding 


pressure  vessels,  dished  heads,  malleable 
iron,  piping,  bilge  pumps  and  valves. 

The  proposals  regarding  use  of  flexible 
hose  are  adopted  without  change.  The 
proposals  regarding  boiler  mountings 
and  attachments  are  adopted  without 
change  and  comments  received  were  re¬ 
jected.  As  a  result  of  comments  re¬ 
ceived,  the  proposals  regarding  vent 
opening  closures  were  rejected  and  no 
change  will  be  made  in  the  regulations. 

The  regulations  in  these  parts  are  be-- 
ing  reviewed  to  bring  them  up  to  date 
pending  the  contemplated  issuance  of  a 
revision,  as  of  January  1,  1963,  of  the 
Code  of  Federal  Regulations  volumes 
containing  Parts  1  to  145  and  146  to  149, 
respectively,  of  Chapter  I  of  Title  46.  As 
necessary,  certain  ^itorial  changes  may 
be  made  without  prior  publication  in  the 
Federal  Register  of  each  individual 
change  so  that  these  regulations  will  be 
in  agreement  with  style  requirements  as 
set  forth  in  the  latest  edition  of  the  Style 
Manual,  published  by  the  United  States 
Government  Printing  Office,  which  will 
be  followed  with  respect  to  the  spelling 
of  words,  compounding  of  words,  punc¬ 
tuation,  and  abbreviations.  While  Web¬ 
ster’s  New  International  Dictionary  is 
the  general  guide  with  respect  to  spelling, 
it  may  not  always  be  followed  with  re¬ 
spect  to  compounding  of  words.  As  a 
general  rule  when  it  is  necessary  to  as¬ 
sure  proper  emphasis,  the  two-word 
form  will  be  used  rather  than  one-word, 
as  examples:  fog  bell,  load  lines,  motor 
lifeboat,  open  end,  sea  anchor,  side 
lights,  tank  vessels,  water  main,  wire 
rope,  and  wrought  iron.  The  following 
words  where  used  may  have  been  written 
either  as  one  or  two  words  and  will  be 
normally  written  as  one  word  as  set  forth 
in  the  Style  Manual : 


alongside 
backlash 
boatowner 
boilerplate 
boilerroom 
bowsprit 
bridgehouse 
bulkhead 
canalboat 
centerboard 
centerline 
drainpipe 
drydock 
firebell 
fireboat 
firefighting 
firehose 
firehouse 
fireline 
fireproof 
fireroom 
fiashpoint 
flashproof 
floorboard 
^  floorline 
floorplate 
foghorn 
freeboard 
gasline 
gastight 
guardrail 
guideline 
handhold 
handline 
handrail 
handtight 
hatchway 
hawsepipe 
helmsman 
houseboat 
lifeboat 
lifeboatman 


lifefloat 

lifejacket 

lifeline 

liferaft 

lifering 

lifesaving 

llfevest 

logbook 

longshoreman 

loudspeaker 

motorboat 

nameplate 

oarlock 

offshore 

oilproof 

oiltight 

overage 

overall 

paintroom 

panelboard 

percent 

pilothouse 

porthole 

powerboat 

pumproom 

radarman 

radarscope 

railguard 

raintight 

rowboat 

rowlock 

rudderpost 

rudderstock 

rustproof 

safeguard 

seaman 

seaworthy 

searchlight 

shipboard 

shipbuilder 

shipload 

shipwreck 
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splashproof 

vaportight 

subpena 

voltammeter 

steamplpe 

voltohmmeter 

steamship 

watchman 

steamtight 

watercraft 

stempost 

waterline 

Bternpost 

waterproof 

tankship 

watertight 

towboat 

weatherproof 

towline 

weathertight 

tugboat 

wheelhouse 

The  amendments  to  46  CFR  Parts  2 
to  181,  inclusive,  which  were  not 
described  in  the  Federal  Register  of 
January  23,  1962  (27  F.R.  657-665),  are 
considered  to  be  interpretations  of  law, 
procedures,  or  editorial  changes,  and  it 
is  hereby  found  that  compliance  with 
the  Administrative  Procedure  Act  (re¬ 
specting  notice  of  proposed  rule-making, 
public  rule -making  procedure  thereon, 
and  effective  date  requirements  thereon) 
is  imnecessary  with  respect  to  such 
changes. 

By  the  authority  invested  in  me  as 
Commandant,  United  States  Coast 
Guard,  by  Treasury  Department  Orders 
120,  dated  July  31,  1950  (15  F.R.  6521), 
167-9,  dated  August  3,  1954  (19  F.R. 
5195),  167-14  dated  November  26,  1954 
(19  F.R.  8026),  167-20,  dated  June  18, 
1956  (21  F.R.  4894) ,  CGFR  56-28,  dated 
July  24,  1956  (21  F.R.  5659),  167-38, 
dated  October  26,  1959  (24  F.R.  8857), 
and  167-46,  dated  November  6,  1961  (26 
F.R.  10609),  the  following  actions  are 
ordered: 

1.  The  vessel  inspection  regulations 
shall  be  amended  in  accordance  with  the 
changes  in  this  document. 

2.  Unless  specifically  specified  other¬ 
wise,  the  regulations  in  this  document 
shall  become  effective  on  and  after  the 


90th  day  following  the  date  of  publica¬ 
tion  of  this  document  in  the  Federal 
Register. 

3.  Regulations  containing  specific  ef¬ 
fective  dates  shall  become  effective  on 
and  after  such  dates. 

4.  The  regulations  in  this  document 
may  be  complied  with  on  and  after  the 
date  of  publication  of  this  document  in 
the  Federal  Register  in  lieu  of  existing 
requirements.  However,  the  new  or  re¬ 
vised  requirements  in  this  document 
shall  be  met  by  no  later  than  the  effec¬ 
tive  dates  specified  herein. 

SUBCHAPTER  A — PROCEDURES  APPLICABLE 
TO  THE  PUBLIC 

PART  2— VESSEL  INSPECTIONS 

1.  The  authority  for  Part  2  is  amended 
to  read  as  follows: 

Authoeitt;  §§2.01-1  to  2.95-10  Issued 
under  R.S.  4405,  as  amended,  4462,  as 
amended,  4462,  as  amended;  46  n.S.C.  375, 
416.  Interpret  sec.  3,  60  Stat.  238,  5  n.S.C. 
1002.  Treasury  Department  Order  120,  July 
31,  1950,  15  P.R.  6521,  Additional  authority 
cited  with  sections  affected. 

Subpart  2.01 — Inspecting  and 
Certificating  of  Vessels 

2.  Immediately  following  heading  for 
Subpart  2.01  insert  the  following  au¬ 
thority  note: 

Authoeitt:  §§  2.01-1  to  2.01-80  issued 
under  RJS.  4421,  as  amended.  4453,  as 
amended;  46  U.S.C.  399,  435;  E.O.  10402,  17 
F.R.  9917,  3  CFR,  1952  Supp.  Treasury  De¬ 
partment  Orders  167-14,  November  26,  1954, 
19  FJl.  8026;  167-20,  June  18.  1958,  21  FJt. 
4894;  CGFR  56-28,  July  24,  1956,  21  FJt. 
5659;  167-38,  October  26,  1959,  24  Fit.  8857. 

Table  2.01-7(8) 


3.  Section  2.01-1  is  amended  by  add¬ 
ing  at  the  end  thereof  a  new  paragraph 
(d)  reading  as  follows: 

§  2.01—1  Application  for  inspections. 

•  •  •  •  « 

(d)  Foreign-built  vessels.  (1)  Those 
foreign-built  vessels  which  are  specifi¬ 
cally  authorized  by  public  or  private 
laws  to  engage  in  the  coastwise  trade, 
and  those  foreign-built  vessels  which 
are  documented  to  engage  in  the  for¬ 
eign  trade  shall  be  inspected  and  cer¬ 
tificated  as  required  by  law  and/or  toe 
regulations  in  tois  chapter  which  are  ap. 
plicable  to  their  class  and  emplo3nnent. 

(2)  Under  certain  circumstances  as 
described  in  law  (see  46  U.S.C.  11, 13, 289, 
292,  316,  808,  883,  or  other  laws) ,  certain 
foreign-built  vessels  are  not  permitted 
to  engage  in  the  United  States  coast¬ 
wise  trade  (domestic  trade)  xmless  spe¬ 
cifically  authorized  by  law.  Therefore, 
when  foreign-built  vessels  are  intended 
for  use  in  the  coastwise  trade  as  defined 
by  the  Bureau  of  Customs,  such  vessels 
will  not  be  inspected  and  certificated  un¬ 
less  specifically  authorized  by  law  to  en¬ 
gage  in  the  coastwise  trade. 

4.  Subpart  2.01  is  amended  by  insert¬ 
ing  after  §  2.01-5  a  new  §  2.01-7  reading 
as  follows: 

§  2.01—7  Qasses  of  vessels  (including 
motorboats)  examined  or  inspected 
and  certificated. 

(a)  The  regulations  in  tois  chapter 
concerning  inspecting  and  certificating 
vessels  are  applicable  to  vessels  (includ¬ 
ing  motorboats)  as  indicated  in  the  fol¬ 
lowing  Table  2.01-7(a) : 


Classes  of  vessels  (including  moiorboats)  examined  or  Inspected  under  various  Coast  Guard  regulations  > 

Method  of  propul¬ 
sion 

Size  or  other 
limitations  > 

Vessels  inspected  and  cer¬ 
tificated  under  Subchapter 
D — Tank  Vessels  * 

Vessels  inspected  and  certificated 
under  either  Subcbapter  H — Pas¬ 
senger  Vessels  *  *  *  •  or  Subchapter 
T— Small  Passenger  Vessels  *  *  * 

Vessels  Inspected  and 
certificated  under  Sub¬ 
chapter  1— Cargo  and 
Miscellaneous  Vessels  *  * 

Vessels  subject  to  provi¬ 
sions  of  Subchapter  C— 
Uninspected  Vessels***  ' 

Column  1 

Column  2 

Column  3 

Column  4 

Columns 

Column  6 

Btcam . . 

Vessels  not  over  66 
feet  in  length. 

All  vesseb  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6 
passengers.’ 

1 

All  tugboats  and  towboats. 

All  vessels  except  tboae 
covered  by  columns  3,  4, 
and  5.* 

Vessels  over  65  feet 
in  length. 

All  vessels  carrying  combus¬ 
tible  or  Inflammable  liquid 
cargo  in  bulk.* 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international 
voyage,  except  yachts. 

2.  All  vessels  of  not  over  15  gross  tons 
which  carry  more  than  6  passen¬ 
gers.’ 

3.  All  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank  ves¬ 
sels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

e.  Towing  and  fishing  vessels,  in 
other  than  ocean  and  coastwise 
service,  may  carry  persons  on 
the  legitimate  business  of  the 
vessel,  in  addition  to  crow,  but 
not  to  exceed  one  for  each  net 

All  vessels  except  those 
covered  by  columns  3 
and  4. 

None. 

- 1 - i  -  '  ■■  I— 

‘  Where  length  is  used  in  this  table  it  means  the  length  measured  from  end  to 
end  over  the  deck,  excluding  sheer.  On  and  after  May  %  1962,  this  expression  “  means 
a  straight  line  measurement  of  the  overall  length  from  the  foremost  part  of  the  vessel 
to  the  aftermost  part  of  the  vessel,  measured  parallel  to  the  centerline.” 

*  Subchapters  E  (Load  Lines),  F  (Marine  Engineering),  J  (Electrical  Engineering), 
ud  N  (Explosives  or  Other  Dangerous  Articles  or  Substances,  and  Combustible 
Liquids  on  Board  Vessels)  of  this  chapter  may  also  be  applicable  under  certain 
conditions. 

*  Public  nautical  school  ships,  other  than  vessels  of  the  Navy  and  Coast  Guard, 
■ball  meet  the  requirements  of  Part  167  of  Subchapter  R  (Nautical  Schools)  of  this 
chapter.  Civilian  nautical  school  ships,  as  defined  by  46  U.S.C.  1331,  shall  meet 
w  requirements  of  Subchapter  H  (Passenger  Vessels)  and  Part  168  of  Subcbapter 
R  (Nautical  Schools)  of  this  chapter. 

*  Subcbapter  H  (Passenger  Vessels)  of  this  chapter  covers  only  those  vessels  over 
c5  feet  in  length.  Subchapter  T  (Small  Passenger  Vessels)  of  this  chapter  covers 
only  those  vessels  of  not  over  65  feet  in  length. 


ton  of  the  vessel.  | 

*  Vessels  covered  by  Subchi^iters  H  (Passenm  Vessels)  or  I  (Cargo  and  Mis¬ 
cellaneous  Vessels)  of  this  chapter,  where  the  principal  purpose  or  use  of  the  vessel 
is  not  for  the  carriage  of  liquid  cargo,  may  be  granted  a  permit  to  carry  a  limited 
amoimt  of  inflammable  or  combustible  liquid  cargo  in  bulk.  The  portion  of  the 
vessel  used  for  the  carriage  of  the  inflammable  or  eombustible  liquid  cargo  shaU 
meet  the  requirements  of  Subcbapter  D  (Tank  Vessels)  in  addition  to  the  require 
ments  of  Subchapter  U  (Passenger  Vessels)  or  I  (Cargo  and  Miscellaneous  Vessels) 
of  this  chapter. 

*  Any  vessel  on  an  international  voyage  is  subject  to  the  requirements  of  the 
International  Convention  for  the  Safety  of  Life  at  Sea,  1048. 

>  The  meaning  of  the  term  “passenger”  is  as  defined  in  the  Act  of  May  10,  1006 
(sec.  1,  70  Stat.  161;  46  U.S.C.  390). 

I  Boilers  and  machinery  are  subject  to  examination  on  vessels  over  40  feet  in  length. 
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Tablb  2.01-7 <a) — Continued 


Method  of  propul¬ 
sion 

Slse  or  other 
limitations  > 

Classes  of  vessels  (Including  motorboats)  examined  or  inspected  under  various  Coast  Guard  regulations  > 

Vessels  inspected  and  cer¬ 
tificated  under  Subchapter 
D— Tank  Vessels  * 

Vessels  inspected  and  certificated 
under  either  Subchapter  H— Pas¬ 
senger  Vessels « • « •  or  Subchapter 
T— Small  Passenger  Vessels  •  •  * 

Vessels  inspected  and 
certificated  under  Sub¬ 
chapter  I — Cargo  and 
Miscellaneous  Vessels  *  * 

Vessels  subject  to  provi¬ 
sions  of  Subchaptcr  C— 
Uninspected  Vessels  *  *  • 

Column  1 

Column  2 

Column  4 

Column  4 

Column  5 

Column  6 

Vessels  of  not  over 
15  gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  Inflaminablc  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.' 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

Vessels  over  15  gross 
tons  except  sea¬ 
going  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 

All  vessles  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

. 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  vessels  not  over  65  feet  in  length 
which  carry  more  than  6  passen¬ 
gers.' 

3  All  other  vessels  of  over  65  feet  in 
length  carrying  pas.sengors  for  hire 
except  documented  cargo  or  tank 
vessels  issued  a  permit  to  carry  not 
more  than  16  persons  in  addition  to 
the  crew. 

All  vessels  carrying  freight 
tor  hire  except  those 
covered  by  columns  3 
and  4. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

Seagoing  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank 
vessels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

All  vessels  except  those 
covered  by  columns  3 
and  4,  and  those  en¬ 
gaged  in  the  fishing,  oys- 
tering,  clamming,  crab¬ 
bing,  or  any  other 
branch  of  the  fishery, 
kelp,  or  sponge  indus¬ 
try. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

Ball . 

Vessels  not  over  700 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.' 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

None. 

Vessels  over  700 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  passengers  for  hire.. 

Those  vessels  carrying 
dangerous  cargoes  wlien 
required  by  46  CFR 
Part  98  or  146. 

None. 

N  on-self-propelled . . . 

Vessels  not  over  100 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.' 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  barges  carrying  passen¬ 
gers  except  those  covered 
by  colunm  4. 

Vessels  over  100 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  passengers  for  hire.. 

All  seagoing  barges  except 
those  covered  by  col¬ 
umns  3  and  4;  and  those 
inland  barges  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  barges  carrying  passen¬ 
gers  except  those  covered 
by  column  4. 

\ 

See  footnotes  on  preceding  page. 


(b)  The  specific  application  of  regu¬ 
lations  concerning  inspecting  and  cer¬ 
tificating  vessels  is  set  forth  in  the  spe¬ 
cific  subchapter  governing  a  particular 
class  of  vessels. 

(1)  For  passenger  vessels  see  Part  70 
of  Subchapter  H  (Passenger  Vessels)  of 
this  chapter. 

(2)  For  cargo  suid  miscellaneous  ves¬ 
sels  see  Part  90  of  Subchapter  I  (Cargo 
and  Miscellaneous  Vessels)  of  this  chap¬ 
ter. 

(3)  For  tank  vessels  see  Part  30  of 
Subchapter  D  (Tank  Vessels)  of  this 
chapter. 

(4)  For  small  passenger  vessels  see 
Part  175  of  Subchapter  T  (Small  Passen¬ 
ger  Vessels)  of  this  chapter. 

(5)  For  uninspected  vessels  see  Part 
24  of  Subchapter  C  (Uninspected  Ves¬ 
sels)  of  this  chapter. 

5.  The  headnote  for  §  2.01-10  is 
amended  to  read  as  follows:  “S  2.01-10 
Inspection  requirements — domestic  ves¬ 
sels" 

6.  Subpart  2.01  is  amended  by  insert¬ 
ing  after  §  2.01-10  a  new  §  2.01-13  read¬ 
ing  as  follows: 

§  2.01—13  Inspection  requirements — for¬ 
eign  vessels. 

(a)  Foreign  vessels  registered  in  coun¬ 
tries  which  are  parties  to  the  effective 


International  Convention  for  Safety  of 
Life  at  Sea  are  normally  subject  to  the 
examination  provided  for  in  Chapter  I 
of  that  Convention.  However,  in  the 
case  of  any  vessel  involving  novel 
features  of  design  or  construction,  upon 
which  that  Convention  is  silent  or  which 
involve  potential  unusual  operating  risks, 
a  more  extensive  inspection  may  be  re¬ 
quired  when  considered  necessary  to 
safeguard  the  life  or  property  in  United 
States’  ports  where  such  vessel  may 
enter.  In  such  a  case,  pertinent  plans 
and/or  calculations  may  be  required  to 
be  submitted  sufficiently  in  advance  to 
permit  evaluation  before  insi>ection. 

(b)  Foreign  vessels  registered  in  coun¬ 
tries  which  are  not  parties  to  the  effective 
International  Convention  for  Safety  of 
Life  at  Sea,  or  foreign  vessels  registered 
in  countries  which  are  parties  to  the  ef¬ 
fective  Convention  but  which  vessels  are 
exempted  from  part  or  all  of  the  Conven¬ 
tion,  may  under  conditions  specified  In 
applicable  inspection  laws  be  subject  to 
inspection  and  certification  as  specified 
in  regulations  governing  specific  cate¬ 
gories  of  vessels. 

(c)  For 'details  concerning  application 
of  regulations  to  foreign  vessels,  see 
Part  30  in  Subchapter  D  (Tank  Vessels) , 
Part  70  in  Subchapter  H  (Passenger  Ves¬ 
sels),  Part  90  in  Subchapter  I  (Cargo 


and  Miscellaneous  Vessels) ,  §  146.02-2  in 
Subchapter  N  (Dangerous  Cargoes) ,  and 
Part  175  in  Subchapter  T  -(Small  Pas¬ 
senger  Vessels)  of  this  chapter. 

(R.S.  4400,  as  amended.  4417a,  as  amended, 
4472,  as  amended,  sec.  26,  41  Stat.  998,  as 
amended,  sec.  3,  70  Stat.  152;  46  U.S.C.  362, 
391a,  170,  882,  390b;  E.O.  10402,  17  FJt. 
9917,  3  CFR,  1952  Supp.  Treasury  Depart¬ 
ment  Orders  120,  July  31,  1950,  15  FJt.  6521; 
167-20,  June  18,  1956,  21  P.R.  4894) 

7,  Section  2.01-15(a)  is  amended  to 
read  as  follows: 

§  2.01—15  Vessel  repairs. 

(a)  The  procedures  to  be  followed  in 
notifying  the  Coast  Guard  about  vessel 
repairs  varies  according  to  the  type  of 
vessel  and  service  in  which  engaged. 
Additional  requirements  for  repairs  of 
certain  equipment  and  installations  are 
in  Subchapters  E  (Load  Lines) ,  F 
(Marine  Engineering),  and/or  J  (Elec¬ 
trical  Engineering)  of  this  chapter.  The 
requirements  by  types  of  vessels  are  as 
follows: 

(1)  Tank  vessels — Parts  31  and  35  of 
Subchapter  D  (Tank  Vessels)  of  this 
chapter. 

(2)  Passenger  vessels — Part  71  of  Sub¬ 
chapter  H  (Passenger  Vessels)  of  this 
chapter. 
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(3)  Cargo  and  miscellaneous  vessels — 
Part  91  of  Subchapter  I  (Cargo  and  Mis¬ 
cellaneous  Vessels)  of  this  chapter. 

(4)  Small  passenger  vessels — Part  176 
of  Subchapter  T  (Small  Passenger  Ves¬ 
sels)  of  this  chapter. 

(5)  Public  nautical  school  ships — 
Subpart  167.30  of  Subchapter  R  (Nauti¬ 
cal  Schools)  of  this  chapter. 

8.  Section  2.01-20  is  amended  by  des¬ 
ignating  the  present  text  (a)  and  by 
adding  a  new  paragraph  (b)  so  this  sec¬ 
tion  now  reads  as  follows: 

§  2.01—20  Revocation  of  certiftcatcs  of 
inspection. 

(a)  Under  the  authority  of  46  U.S.C. 
391,  391a,  or  435  the  certificates  of  in¬ 
spection  referred  to  in  §  2.01-5  may  be 
revoked  if  the  vessel  is  found  at  a  rein¬ 
spection  not  to  comply  with  the  terms  of 
the  vessel’s  certificate  of  inspection. 

(b)  Under  the  authority  of  46  U.S.C. 
390c (c)  the  certificates  of  inspection  re¬ 
ferred  to  in  §  2.01-5  for  a  small  passenger 
vessel  may  be  revoked  or  suspended  if 
such  a  vessel  is  found  not  to  comply  with 
the  terms  of  the  vessel’s  certificate  of 
inspection  when  carrying  'more  than  6 
passengers. 

9.  Section  2.01-25  is  amended  by  re¬ 
vising  subparagraphs  (a)  (2)  and  (b)  (3) 
to  read  as  follows: 

§  2.01—25  International  Convention  for 
the  Safety  of  Life  at  Sea,  1948. 

(a)  Certificates  required.  *  •  • 

(2)  The  United  States  Coast  Guard 
will  issue  the  safety  certificate  for  pas¬ 
senger  vessels  and  the  safety  equipment 
certificate  for  cargo  ships  (including 
tank  ships) ,  and  when  necessary  an  ex¬ 
emption  certificate. 

(b)  Applications.  •  •  • 

(3)  The  application  for  the  inspection 
of  a  vessel  other  than  a  passenger  vessel 
concerning  the  issuance  of  a  safety  ra¬ 
diotelegraphy  certificate  or  a  safety 
radiotelephony  certificate  is  made  by 
letter  to  the  local  office  of  the  Federal 
Communications  Commission. 

10.  Section  2.01-50  is  canceled  and  the 
following  three  sections  are  inserted  in 
lieu  thereof. 

§  2.01—40  Passengers  or  persons  in  ad¬ 
dition  to  crew  on  cargo  or  tank 
vessels. 

(a)  Uhder  authority  of  46  U.S.C.  882 
a  cargo  vessel  or  a  tank  vessel  docu¬ 
mented  under  the  laws  of  the  United 
States  and  subject  to  inspection  under 
applicable  regulations  in  Subchapter  D 
(Tank  Vessels)  or  Subchapter  I  (Cargo 
and  Miscellaneous  Vessels)  of  this  chap¬ 
ter  may  be  allowed  by  its  certificate  (^ 
inspection  to  carry  not  to  exceed  16  per¬ 
sons  in  addition  to  the  crew:  Provided, 
That  such  vessel  subject  to  the  applica¬ 
ble  provisions  of  the  effective  Interna¬ 
tional  Convention  for  Safety  of  Life  at 
Sea  may  carry  not  to  exceed  12  persons 
in  addition  to  the  crew. 

(b)  The  Implication  for  permiadon  to 
carry  persons  in  addition  to  the  crew 
may  be  included  in  the  application  de¬ 
scribed  in  S  2.01-1.  If  granted  it  is  en¬ 
dorsed  on  the  certificate  of  inspection. 

<R.S.  4421,  as  amended,  4463,  as  amended; 
46  U.S.C.  899,  436;  B.O.  10402,  17  PH.  9917, 
3  cm,  1962  Supp.) 


§  2.01—45  Excursion  permit. 

(a)  Under  authority  of  46  U.S.C.  453 
a  passenger  vessel  may  be  permitted  to 
engage  in  excursions  and  carry  addi¬ 
tional  numbers  of  passengers.  For  de¬ 
tails  see  Part  71  of  Subchapter  H  (Pas¬ 
senger  Vessels)  of  this  chapter. 

(b)  The  application  for  an  excursion 
permit  is  made  by  the  master,  owner,  or 
agent  of  the  vessel  to  the  Officer  in 
Charge,  Marine  Inspection,  on  Coast 
Guard  Form  CG-950,  Application  for 
Excursion  Permit.  If,  after  inspection, 
permission  is  granted,  it  is  given  on  Coast 
Guard  Form  CG-949,  Permission  to 
Carry  Excursion  Party.  The  permit  de¬ 
scribes  the  vessel,  the  route  over  which 
and  the  period  during  which  the  excur¬ 
sions  may  be  made,  and  the  safety  equip¬ 
ment  required  for  the  additional  persons 
indicated. 

(R.S.  4421,  as  amended,  4453,  as  amended; 
46  UJS.C.  399,  435;  E.O.  10402,  17  P.R.  9917, 

3  CFR,  1952  Supp.) 

§  2.01—50  Persons  other  than  crew  on 
towing,  oyster,  or  fishing  steam 
vessels. 

(a)  Under  authority  of  46  U.S.C.  458 
a  steam  vessel  engaged  in  towing,  oyster 
dredging  and  planting,  and  fishing  may 
be  permitted  to  carry  persons  in  addition 
to  its  crew. 

(b)  The  application  for  a  permit  to 
carry  such  persons  may  be  included  in 
the  application  described  in  §  2.01-1.  If 
granted  it  is  endorsed  on  the  certificate 
of  inspection. 

(RjS.  4421,  as  amended.  4453,  as  amended; 
46  UA.C.  399,  435;  E.O.  10402,  17  FH.  9917, 
3  CFR,  1962  Supp.) 

•  •  •  «  • 

11.  The  following  authority  note  is  in¬ 
serted  after  §  2.01-70 (c) :  * 

§  2.01—70  Appeals. 

(R.S.  4417,  as  amended,  4453,  as  amended, 
4463.  as  amended,  secs.  1.  2.  49  Stat.  1544,  as 
amended,  sec.  3,  70  Stat.  152,  sec.  3.  68  Stat. 
675,  sec.  8,  76  Stat.  403;  46  U.S.C.  391,  435, 
222,  367,  390b,  60  U.S.C.  198,  33  U.S.C.  1007; 
E.O.  10402,  17  FH.  (917,  3  CFR,  1952  Supp. 
Treasury  Department  Orders  167-14,  Novem¬ 
ber  26,  1954,  19  F.R.  8026;  167-20,  June  18. 
1956,  21  FR.  4894;  CGFB  56-28,  July  24.  1956, 
21  FR.  5659;  167-46,  November  6,  1961,  26 
FR.  10609) 

Subpart  2.30 — Numbering  of , 
Undocumented  Vessels 

12.  Subpart  2.30,  consisting  of  §§  2.30-1 
to  2.30-30,  inclusive,  is  canceled.  These 
procedures  are  now  obsolete  and  no  long¬ 
er  in  effect. 

Subpart  2.75 — Approvals  of  Safety 

Equipment,  Materials  and  Installa¬ 
tions,  and  Qualifications  for  Con¬ 
struction  Personnel 

13.  The  title  for  Subpart  2.75  is 
amended  by  deleting  the  comma  from 
between  the  words  “safety”  and  “equip¬ 
ment”  so  that  it  reads  as  set  forth  above. 

14.  The  authority  note  following  the 
heading  for  Subpart  2.75  is  amended  to 
read  as  follows: 

Authobttt:  II  2.76-1  to  2.76-60  interpret 
or  apply  RJS.  4488,  aa  amended.  4491,  as 
amended,  secs.  1, 2,  49  Stat.  1544,  aa  amended, 
sec.  17,  64  Stat.  166,  as  amended,  sec.  3,  54 
Stat.  347,  as  amended,  sec.  8,  70  Stat.  152,  sec. 
4(e),  67  Stat.  462,  sec.  3,  68  Stat.  675,  sec.  8, 
76  Stat.  403;  46  UJ3.C.  481, 489,  367,  626p,  1333. 
390b.  43  UJ3.C.  1333(e) .  50  UJ3.C.  198,  33  UJ3.C. 


1007.  Treasury  Department  Orders  167-14, 
November  26,  1964,  19  FR.  8026;  167-15,  Jan¬ 
uary  3.  1955,  20  FR.  840;  167-20,  June  18, 
1956,  21  FR.  4894;  CGFR  56-28,  July  24,  1956, 
21  FR.  6659;  167-38,  October  26,  1959,  24 
FR.  8857;  167-46,  November  6,  1961,  26  F.R. 
10609. 

15.  Section  2.75-60  is  amended  to  read 
as  follows: 

§  2.75—60  Certification  of  ship's  stores 
and  supplies. 

(a)  Ship’s  stores  and  supplies  of  a 
dangerous  nature,  as  defined  in  §§  147.- 
02-1  and  147.02-2  of  Subchapter  N  (Ex¬ 
plosives  or  Other  Dangerous  Articles  or 
Substances  and  Combustible  Liquids  on 
Board  Vessels)  of  this  chapter,  shall  not 
be  used  on  board  vessels,  domestic  or 
foreign,  on  the  navigable  waters  of  the 
United  States,  including  its  territories 
and  possessions  (see  33  CFR  Part  2' ,  un¬ 
less  they  have  been  certified  for  such  use 
by  the  Coast  Guard. 

(b)  The  procedure  for  obtaining  cer¬ 
tification  of  ship’s  stores  and  supplies  are 
in  §§  147.03-1  to  147.03-10,  inclusive,  of 
Subchapter  N  (Explosives  or  Other 
Dangerous  Articles  or  Substances  and 
Combustible  Liquids  on  Board  Vessels)  of 
this  chapter. 

(c)  The  ship’s  stores  and  supplies  of  a 
dangerous  nature  which  do  not  require  a 
certification  are  described  in  §§  147.03-1 
and  147.03-11  of  Subchapter  N  (Explo¬ 
sives  or  Other  Dangerous  Articles  or 
Substances  and  Combustible  Liquids  on 
Board  Vessels)  of  this  chapter. 

(RR.  4472,  as  amended,  sec.  3,  68  Stat.  675;  46 
UJ5.C.  170,  60  UJ5.C.  198.  Treasury  Depart¬ 
ment  Order  167-14,  November  26,  1954,  19 
FR.  8026) 

16.  The  following  authority  note  is 
inserted  after  paragraph  (a)  of  §  2.75-70 
Welders: 

(RJS.  4417,  as  amended.  4417a,  as  amended, 
4418,  as  amended.  4429  as  amended,  secs.  1,  2, 
49  Stat.  1644,  as  amended,  sec.  3,  54  Stat. 
347,  as  amended,  sec.  3,  70  Stat.  152,  sec.  3, 
68  Stat.  675;  46  UJ3.C.  391,  391a,  892.  407, 
367,  1333,  390b,  50  U.S.C.  198.  Treasury  De¬ 
partment  Orders  167-14,  November  26,  1964, 
19  FR.  8026;  167-20,  June  18,  1966,  21  FR. 
4894;  CGFR  56-28,  July  24.  1956,  21  F  R. 
5659) 

Subpart  2.85— Load  Lines 

17.  Section  2.85-1  is  amended  to  read 
as  follows: 

§  2.85—1  Assignment  of  load  lines. 

(a)  Vessels  listed  in  46  UB.C.  85,  88. 
and  88a  are  required  by  those  laws  to 
have  load  lines  assigned. 

(b)  The  procedures  for  the  assignment 
of  load  lines,  the  issuance  of  Load  Line 
Certificates,  the  annual  inspections  re¬ 
quired.  the  causes  for  cancellation  of 
certificates,  and  the  forms  of  those  cer¬ 
tificates  are  contained  in  Parts  43-45  of 
Subchapter  E  (Load  Lines)  of  this 
chapter. 

(Sec.  2.  46  stat.  1493,  as  amended,  sec.  2, 
49  stat.  888,  as  amended:  46  UJS.C.  86a.  88a. 
Treasury  Department  Order  120,  July  81, 
1950,  15  FR.  6521) 

SUBCHATTER  C — UNINSPECTED  VESSaS 
PART  24--GENERAL  PROVISIONS 
Subparf  24.05 — ^Application 

Section  34.05-1  (a)  Is  amended  by  re¬ 
vising  Table  24.05-1  (a)  to  read  as 
follows: 
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RULES  AND  REGULATIONS 


§  24.05-1 
(a)  • 


Vessels  subject  to  the  requirements  of  this  subchapter. 

*  • 

Table  24.05-1  (a) 


Method  of  propul¬ 
sion 

Size  or  other 
limitations  > 

Classes  of  vessels  (including  motorboats)  examined  or  inspected  under  various  Coast  Guard  regulations  > 

Vessels  inspected  and  cer¬ 
tificated  under  Subchapter 
D— Tank  Vessels  * 

Vessels  inspected  and  certificated 
tmder  cither  Subchapter  II— Pas¬ 
senger  Vessels ' "  *  or  Subchapter 
T— Small  Passenger  Vessels  "  * 

Vessels  inspected  and 
certificated  under  Sub- 
chapter  I— Cargo  and 
Mi^llaneous  Vessels  > ' 

Vessels  subject  to  provi¬ 
sions  ol  Subchapter  C— 
Uninspected  Vessels  "  • 

Column  1 

Column  2 

Column  3 

Column  4 

Column  5 

Column  6 

Steftm 

Vessels  not  over  65 
feet  in  length. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6 
passengers.' 

All  tugboats  and  towboats. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  6.' 

Vessels  over  65  feet 
in  length. 

All  vessels  carrying  combus¬ 
tible  or  inflaininable  liquid 
cargo  in  bulk.' 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international 
voyage;  except  yachts. 

2.  All  vessels  of  not  over  15  gross  tons 
which  carry  more  than  6  passen¬ 
gers.' 

3.  All  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank  ves¬ 
sels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

c.  Towing  and  fishing  vessels,  in 
other  than  ocean  and  coastwise 
service,  may  carry  persons  on 
the  legitimate  business  of  the 
vessel,  in  addition  to  crew,  but 
not  to  exceed  one  for  each  net 
ton  Olathe  vessel.- 

All  vessels  except  those 
covered  by  columns  3 
and  4. 

None. 

Motor.  _ 

Vessels  of  not  over 
15  gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  ves.sels  carrying  more  than  6  pas¬ 
sengers.' 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

Vessels  over  15  gross 
tons  except  sea¬ 
going  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 

All  vessles  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  vessels  not  over  65  feet  in  length 
which  carry  more  than  6  passen¬ 
gers.' 

3.  All  other  vessels  of  over  65  feet  in 
length  carrying  passengers  for  hire 
except  documented  cargo  or  tank 
vessels  issued  a  permit  to  carry  not 
more  than  16  persons  in  addition  to 
the  crew. 

All  vessels  carrying  freight 
for  hire  except  those 
covered  by  columns  3 
and  4. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

Seagoing  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 

All  vessels  carrying  combus¬ 
tible  or  Inflammable  liquid 
cargo  in  bulk.' 

.1.  All  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank 
vessels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

All  vessels  except  those 
covered  by  columns  3 
and  4,  and  those  en¬ 
gaged  in  the  fishing,  oys- 
tering,  clamming,  crab¬ 
bing,  or  any  other 
branch  of  the  fishciy, 
kelp,  or  sponge  indus¬ 
try. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

flail  _ 

Vessels  not  over  700 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.' 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

None. 

Vessels  over  700 
gross  tons. 

All  vessels  carrying  combus- 
sible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  passengers  for  hire. 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

None. 

Non-seU-propelled. . . 

Vc.ssels  not  over  100 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

_  • 

All  vessels  carrying  more  than  6  pas¬ 
sengers.' 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  barges  carrying  passen¬ 
gers  except  those  covered 
by  column  4. 

V»  ssels  over  100 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  passengers  tor  hire. 

All  seagoing  barges  except 
those  covered  by  col¬ 
umns  3  and  4;  and  those 
inland  barges  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  barges  carrying  passen¬ 
gers  except  those  covered 
by  column  4. 

1  Where  length  is  used  in  this  table  it  means  the  length  measured  from  end  to 
end  over  the  deck,  excluding  sheer.  On  and  after  May  2, 1962,  this  expression  “  means 
a  straight  line  measurement  of  the  overall  length  from  the  foremost  part  of  the  vessel 
to  the  aftermost  part  of  the  vessel,  measured  parallel  to  the  centerline.” 

*  Subcbapters  £  (Load  Lines),  F  (Marine  Engineering).  J  (Electrical  Engineering), 
and  N  (Explosives  or  Other  Dangerous  Articles  or  Substances,  and  Combustible 
Liquids  on  Board  Vessels)  of  this  chapter  may  also  be  applicable  under  certain 
conditions. 

)  Public  nautical  school  ships,  other  than  vessels  of  the  Navy  and  Coast  Guard, 
shall  meet  the  requirements  of  Part  167  of  Subchapter  R  (Nautical  Schools)  of  this 
chapter.  Civilian  nautical  school  ships,  as  defln^  by  46  U.S.C.  1331,  shall  meet 
the  requirements  of  Subchapter  H  (Passenger  Vessels)  and  Part  168  of  Subchapter 
R  (Nauti(»l  Schools)  of  this  chapter. 

*  Subchapter  H  (Passenger  Vessels)  of  this  chapter  covers  only  those  ^esseb  over 
65  feet  in  length.  Subchapter  T  (Small  Passenger  Vessels)  of  this  chapter  covers 
only  those  vessels  of  not  over  66  feet  in  length. 

(RJ3.  4406,  as  amended,  4462,  as  amended,  sec.  17.  54  Stat.  166,  as 


*  Vessels  covered  by  Subcbapters  H  (Passenger  Vessels)  or  I  (Cargo  and  Mis¬ 
cellaneous  Vessels)  of  this  chapter,  where  the  principal  purpose  or  use  of  the  vessel 
is  not  for  the  carriage  of  liquid  cargo,  may  be  granted  a  permit  to  carry  a  limited 
amount  of  inflammable  or  combustible  liquid  cargo  in  bulk.  The  portion  of  the 
vessel  used  for  the  carriage  of  the  inflammable  or  combustible  liquid  cargo  shall 
meet  the  requirements  of  Subchapter  D  (Tank  Vessel^)  in  addition  to  the  require¬ 
ments  of  Subchapter  H  (Passenger  Vessels)  or  I  (Cargo  and  Miscellaneous  Vessels) 
of  this  chapter. 

*  Any  vessel  on  an  international  voyage  is  subject  to  the  requirements  of  tbs 
International  Convention  for  the  Safety  of  Life  at  Sea,  1048. 

f  The  meaning  of  the  term  “passenger”  is  as  defined  in  the  Act  of  May  10.  lOM 
(sec.  1,  70  Stat.  161;  46  U.8.0.  390). 

*  Boilers  and  machinery  are  subject  to  examination  on  vessels  over  40  feet  in  length. 


amended;  46  n.S.0.  876,  416,  526p) 


Tuesday,  September  11,  1962 
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PART  25— REQUIREMENTS 

Subpart  25.30 — Fire  Extinguishing 
Equipment 

Section  25.30-1(1  is  amended  by  adding 
a  new  paragraph  (f)  reading  as  follows: 

§  25.30—10  Hand  portable  fire  extin¬ 
guishers  and  semiportable  fire  ex- 
ting^uishing  systems. 

•  *  *  •  * 

(f)  Hand  portable  or  semiportable 
extinguishers  which  are  required  on 
their  name  plates  to  be  protected  from 
freezing  shall  not  be  located  where  freez¬ 
ing  temperatures  may  be  expected. 


(RS.  4405.  as  amended,  4462,  as  amended, 
sec.  17.  64  Stat.  166,  as  amended;  46  U.S.C. 
375,  416,  526p) 


SUBCHAPTER  DETANK  VESSELS 

PART  30— GENERAL  PROVISIONS 

Subpart  30.01— Administration 

Section  30.01-5  is  amended  by  revising  - 
Table  30.01-5  (d)  in  paragraph  (d)  (but 
not  the  written  text) ,  by  revising  para¬ 
graph  (e)  and  by  adding  a  new  para¬ 
graph  (f ) ,  reading  as  follows: 

§  30.01—5  Application  of  regulations — 
TB/ALL. 

*  *  •  *  • 

(d)  •  •  • 


Table  30.01-5  (d) 


1 

1 

! 

i 

j! 

il 


j 


i 

'1 


Method  of  propul¬ 
sion 

Size  or  other 
limitations  > 

Classes  of  vessels  (Including  motorboats)  examined  or  inspected  under  various  Coast  Guard  regulations  > 

Vessels  inspected  and  cer¬ 
tificated  under  Subchapter 
D— Tank  Vessels  > 

Vessels  inspected  and  certificated 
under  either  Subchapter  H — Pas¬ 
senger  Vessels  >  *  *  *  or  Subchapter 
T— Small  Passenger  Vessels  *  •  * 

Vessels  inspected  and 
certificated  under  Sub¬ 
chapter  I— Cargo  and 
Miscellaneous  Vessels  *  * 

Vessels  subject  to  provi¬ 
sions  of  Subchapter  C — 
Uninspected  Vessels  *  •  • 

Column  1 

Column  2 

Column  3 

Column  4 

Column  5 

Column  6 

flteAm  _  -  _ 

Vessels  not  over  65 
feet  in  length. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6 
passengers.' 

All  tugboats  and  towboats. 

All  vessels  except  those 
covered  by  columns  3,  4. 
and  6.' 

Vessels  over  65  feet 
in  length. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.' 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international 
voyage,  except  yachts. 

2.  All  vessels  of  not  over  15  gross  tons 
which  carry  more  than  6  passen¬ 
gers.' 

3.  All  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank  ves¬ 
sels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

c.  Towing  and  fishing  vessels,  in 
other  than  ocean  and  coastwise 
service,  may  carry  persons  on 
the  legitimate  business  of  the 
vessel,  in  addition  to  crew,  but 
not  to  exceed  one  for  each  net 
ton  of  the  vessel. 

All  vessels  except  those 
covered  by  columns  3 
and  4. 

None. 

Vessels  of  not  over 
16  gross  tons. 

Ail  vessels  carr3ring  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.' 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  6. 

Vessels  over  16  gross 
tons  except  sea¬ 
going  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 

All  vessels  carrying  combus¬ 
tible  or  Inflammable  liquid 
cargo  in  bulk.* 

'  A 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  vessels  not  over  65  feet  in  length 
which  carry  more  than  6  passen¬ 
gers.' 

3.  All  other  vessels  of  over  66  feet  in 
length  carrying  passengers  for  hire 
except  documented  cargo  or  tank 
vessels  issued  a  permit  to  canw  not 
more  than  16  persons  in  addition  to 
the  crew. 

All  vessels  carrying  freight 
for  hire  except  those 
covered  by  columns  3 
and  4. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

Seagoing  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank 
vessels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

All  \essels  except  those 
covt  red  by  columns  3 
and  4.  and  those  en¬ 
gaged  m  the  fishing,  oys- 
tering,  clamming,  crab¬ 
bing,  or  any  other 
branch  of  the  fishery, 
kelp,  or  sponge  indus¬ 
try. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  6. 

>  Wlicre  length  is  used  in  this  table  it  means  the  length  measured  from  end  to 
•nd  over  the  deck,  excluding  sheer.  Onandafter  May2, 1962,  thisexpression‘*means 
*  straight  line  measurement  of  the  overall  length  from  the  foremost  part  of  the  vessel 
to  the  aftermost  part  of  the  vessel,  measured  parallel  to  the  centerlhie.” 

*  Subchapters  E  (Load  Lines),  F  (Marine  Engineering),  J  (Electrical  Engineering), 
ud  N  (Explosives  or  Other  Dangerous  Articles  or  Substances,  and  Combustible 
Liquids  on  Board  Vessels)  of  this  chapter  may  also  be  applicable  under  certain 
eonditions. 

*  Public  nautical  school  ships,  other  than  vessels  of  the  Navy  and  Coast  Guard, 
(hall  meet  the  requirements  of  Part  167  of  Subchapter  R  (Nautical  Schools)  of  this 
chapter.  Civilian  nautical  school  ships,  as  defined  by  46  U.S.C.  1331,  shall  meet 
^  requirements  of  Subchapter  H  (Passenger  Vessels)  and  Part  168  of  Subchapter 
R  (Nautical  Schools)  of  this  chapter. 

*  Subchapter  H  (Passenger  Vessels)  of  this  chapter  covers  only  those  ve^ls  over 
Ki  feet  in  length.  Subchapter  T  (Small  Passenger  Vessels)  of  this  chapter  covers 
only  those  vessels  ot  not  over  66  feet  in  length. 


*  Vessels  covered  by  Subchapters  H  (Passen^r  Vessels)  or  I  (Cargo  and  Mis¬ 
cellaneous  Vessels)  of  this  chapter,  where  the  principal  purpose  or  use  of  the  vessel 
is  not  for  the  carriage  of  liquid  cargo,  may  be  granted  a  permit  to  carry  a  limited 
amount  of  inflammable  or  combustible  liquid  cargo  in  bulk.  The  portion  of  the 
vessel  used  for  the  carriam  of  the  inflammable  or  combustible  liquid  cargo  shall 
meet  the  requirements  of  Subchapter  D  (Tank  Vessels)  in  addition  to  the  require¬ 
ments  of  Subchapter  H  (Passenger  Vessels)  or  I  (Cargo  and  Miscellaneous  Vessels) 
of  this  chapter. 

*  Any  vessel  on  an  international  voyage  is  subject  to  the  requirements  of  the 
International  Convention  for  the  Safety  of  Life  at  Sea,  1948. 

>  The  meaning  of  the  term  "passenger”  is  as  defined  in  the  Act  of  May  10,  19M 
(sec.  1,  70  Stat.  151;  46  U.S.C.  300). 

*  Boilers  and  machinery  are  subject  to  examination  on  vessels  over  40  feet  in  length. 
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RULES  AND  REGULATIONS 


Tabli  30.01-5(d) — Conrtnued 


Classes  of  vessels  (including  motOTboats)  examined  or  inspected  under  various  Coast  Guard  regulations  * 

Method  of  propul¬ 
sion 

Size  or  other 
limitations  > 

Vessels  inspected  and  oer- 
tlflcated  under  Subchapter 
D— Tank  Vessels  • 

Vessels  inspected  and  certificated 
under  either  Subchapter  U— Pas¬ 
senger  Vessels  *  •  ‘  •  or  Subchapter 

T — Small  Passenger  Vessels  >  •  * 

Vessels  inspected  and 
certiflcated  under  Sub¬ 
chapter  I — Cargo  and 
Miscellaneous  Vessels  *  * 

Vessels  subject  to  provi¬ 
sions  of  Subchapter  C— 1 
Uninspected  Vessels  •  •  • 

Column  Is 

Cidumn  2 

Column  4 

Column  4 

Columns 

Column  6 

Ban . 

Vessels  not  over  700 
gross  Ums. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.’ 

Those  ve-ssels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

None. 

Vessels  over  700 
gross  tons. 

All  vessels  carrying  combus- 
sible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  passengers  for  hire. 

Those  vessels  carrying 
dangerous  cargoes  when 
required  b.,  46  CFR 
Part  96  or  146. 

None. 

Non-self-propelled ... 

Vessels  not  over  100 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.’ 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  barges  carrying  passen¬ 
gers  except  those  covered 
by  column  4. 

Vessels  over  100 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  passengers  for  hire. 

All  seagoing  barges  except 
those  covered  by  col¬ 
umns  3  and  4;  and  those 
inland  barges  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  96  or  146. 

All  barges  carrying  passen¬ 
gers  except  those  covered 
by  column  4. 

Se«  footnotes  on  preceding  page. 


(e)  This  sujxjhapter  shall  be  applica¬ 
ble  to  aU  foreign  flag  vessels  cariying 
combustible  or  inflammable  liquid  cargo 
in  bulk  while  in  the  navigable  waters 
over  which  the  United  States  has  juris¬ 
diction.  except  that: 

(1)  A  vessel  of  a  foreign  nation  signa¬ 
tory  to  the  International  Convention  on 
Safety  Of  Life  At  Sea,  1948,  which  has 
on  board  a  current  valid  Safety  Equip¬ 
ment  Certlflcate;  or  a  vessel  of  a  foreign 
nation  having  inspection  laws  approxi¬ 
mating  those  of  the  United  States,  to¬ 
gether  with  reciprocal  inspection  ar¬ 
rangements  with  the  United  States  and 
which  ha^  on  board  a  current  valid  Cer¬ 
tificate  of  Inspection  issued  by  its  gov¬ 
ernment  imder  such  arrangements;  in 
either  case,  shall  be  subject  only  to  the 
requirements  of  §  35.01-1  of  Subpart 
35.01,  and  the  safety  and  cargo  handling 
requirements  in  Subparts  35.30  and 
35.35. 

(f)  Notwithstanding  the  exceptions 
previously  noted  in  paragraph  (e)  of 
this  section,  foreign  vessels  of  novel  de¬ 
sign  or  construction,  whose  operation 
involves  potential  imusual  risks,  shall  be 
subject  to  inspection  to  the  extent  neces¬ 
sary  to  safeguard  life  and  property  in 
United  States  ports,  as  further  provided 
by  §  2.01-13  of  Subchapter  A  (Procedures 
applicable  to  the  Public)  of  this  chapter. 

<R.S.  4405.  as  amended,  4417a.  as  amended, 
4462,  as  amended;  46  n.S.C.  375,  391a,  416. 
Interpret  or  apply  sec.  3,  68  Stat.  675,  50 
UA.C.  198;  E.O.  10402.  17  FJt.  9917;  3  CPR, 
1952  Supp.) 


PART  31— INSPECTION  AND 
CERTIFICATION 

Subpart  31.10 — Inspections 

Section  31.10-20  (a)  is  amended  to  read 
as  follows: 

§  31.10—20  Drydocking  or  hauling  out— 
TB/ALL. 

(a)  Except  for  extensions  as  author¬ 
ized  by  the  Commandant,  each  steel  hull 
tank  vessel  shall  be  placed  in  a  diydock 
or  on  a  slipway  or  hauled  out  for  ex¬ 


amination  within  the  periods  set  forth  in 
this  paragraph,  depending  upon  the 
service. 

(R.S.  4405,  as  amended,  4417a,  as  amended, 
4462,  as  amended;  46  UA.C.  375,  391a,  416. 
Interpret  or  apply  RA.  4488,  as  amended,  sec. 
3,  68  Stat.  675,  46  UJ5.C.  481,  50  UJS.C.  198; 
E.O.  10402,  17  FJl.  9917;  3  CFR  1952  Supp.) 


PART  32— SPECIAL  EQUIPMENT,  MA¬ 
CHINERY,  AND  HULL  REQUIRE¬ 
MENTS 

1.  Part  32  is  amended  by  adding  after 
§  32.55-45  a  new  Subpart  32.57  entitled 
“Structural  fire  protection  for  tank 
vessels  contracted  for  on  or  after  Jan¬ 
uary  1,  1963,”  consisting  of  §§  32.57-1  to 

32.57- 10,  inclusive,  reading  as  follows: 

Subpart  32.57 — Structural  Fire  Pro¬ 
tection  for  Tank  Vessels  Contracted 
for  on  or  After  January  1,  1963 

Sec. 

32.57- 1  Application— TB/AIili. 

32.67-5  Definitions — tr/at.t. 

32.57- 10  Construction — TB/ALL. 

Authoritt:  §§32.57-1  to  32.57-10  Issued 
under  R.S.  4405,  as  amended,  4417a.  as 
amended,  4462,  as  amended;  46  U.S.C.  375, 
391a,  416.  Interpret  or  apply  sec.  3,  68  Stat. 
675,  50  UB.C.  198;  E.O.  10402,  17  FJR.  9917; 
3  CFR.  1952  Supp. 

§  32.57—1  Application — ^TB/ALL. 

(a)  The  provisions  of  this  subpart 
shall  apply  to  all  tank  vessels  contracted 
for  on  or  after  January  1,  1963. 

§  32.57—5  Definitions — ^TB/ALL. 

(a)  Standard  fire  test.  A  “standard 
fire  test”  is  one  which  develops  in  the 
test  furnace  a  series  of  time  tempera¬ 
ture  relationships  as  follows: 

6  minutes — 1,000®  F. 

10  minutes — 1,300®  F. 

30  minutes — 1,560®  F..- 
60  minutes — 1,700®  F. 

(b)  "A”  Class  divisions.  Bulkheads 
or  decks  of  the  “A”  Class  shall  be  com¬ 
posed  of  steel  or  equivalent  metal  con¬ 
struction,  suitably  stiffened  and  made 


intact  with  the  main  structure  of  the 
vessel;  such  as  shell,  structural  bulk¬ 
heads,  and  decks.  They  shall  be  so  con¬ 
structed,  that  if  subjected  to  the  stand¬ 
ard  fire  test,  they  would  be  capable  of 
preventing  the  passage  of  flame  and 
smoke  for  one  hour. 

(c)  “B”  Class  bulkheads.  Bulkheads 
of  the  “B”  Class  shall  be  constructed 
with  approved  incombustible  materials 
and  made  intact  from  deck  to  deck  and 
to  shell  or  other  boundaries.  They  shall 
be  so  constructed  that,  if  subjected  to 
the  standard  fire  test,  they  would  be 
capable  of  preventing  the  passage  of 
flame  and  smoke  for  one  half  hour. 

(d)  “C”  Class  divisions.  Bulkheads 
or  decks  of  the  “C”  Class  shall  be  con¬ 
structed  of  approved  incombustible  ma¬ 
terials,  but  need  meet  no  requirements 
relative  to  the  passage  of  flame. 

(e)  Steel.  Where  the  term  “steel  or 
other  equivalent  metal”  is  used  in  this 
subpart,  it  is  intended  to  require  a  ma¬ 
terial  which,  by  itself  or  due  to  insula¬ 
tion  provided,  has  structural  and  integ¬ 
rity  qualities  equivalent  to  steel  at  the 
end  of  the  applicable  fire  exposure. 

(f)  Approved  material.  Where  in  this 
subpart  approved  materials  are  required, 
they  refer  to  materials  approved  under 
the  applicable  subparts  of  Subchapter  Q 
(Specifications)  of  this  chapter,  as  fol¬ 
lows: 


Deck  Coverings _  164. 006 

Structural  Insulation _  164. 007 

Bulkhead  Panels _  164. 008 

Incombustible  Materials _  164.009 

Interior  Finish _  164. 012 


§  32.57—10  Construction — ^TB/ALL. 

(a)  The  hull,  superstructure,  struc¬ 
tural  bulkheads,  decks,  and  deckhouses 
shall  be  constructed  of  steel.  Alter¬ 
nately,  the  Commandant  may  permit  the 
use  of  other  suitable  material  in  special 
cases,  having  in  mind  the  risk  of  fire. 

(b)  Bulkheads  of  galleys,  paint  and 
lamp  lockers,  and  emergency  generator 
rooms  shall  be  of  “A”  Class  construction. 

(c)  The  boundary  bulkheads  and  decks 
separating  the  accommodations  and  con¬ 
trol  stations  from  cargo,  and  machinery 
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spaces  and  from  galleys,  main  pantries 
and  storerooms  other  than  small  service 
lockers  shall  be  of  “A”  Class  Construc¬ 
tion. 

(d)  Within  the  accommodation  and 
service  areas  (i.e.,  Galleys,  main  pantries 
and  storerooms  other  than  small  service 
lockers)  the  following  conditions  shall 
apply: 

(1)  Corridor  bulkheads  in  accommo¬ 
dation  areas  shall  be  of  “A”  or  “B”  Class 
intact  from  deck  to  deck.  Stateroom 
doors  in  such  bulkheads  may  have  a 
louver  in  the  lower  half. 

(2)  Elevator,  dumbwaiter,  and  other 
trunks  shall  be  of  "A”  Class  construction. 

(3)  Bulkheads  not  already  specified  to 
be  of  “A”  or  “B”  Class  construction  may 
be  of  “A”,  “B”,  or  “C”  Class  Construc¬ 
tion. 

(4)  The  integrity  of  any  deck  in  way 
of  a  stairway  opening  shall  be  main¬ 
tained  by  means  of  "A”  or  “B”  Class 
bulkheads  and  doors  at  one  level.  The 
doors  shall  be  of  the  self  closing  type. 
Such  doors  shall  be  fitted  with  a  suitable 
kickout  panel  in  the  lower  half.  Hold¬ 
back  hooks,  or  other  means  of  perma¬ 
nently  holding  the  door  open  will  not  be 
permitted.  However,  magnetic  hold¬ 
backs  operated  from  the  bridge  or  from 
other  suitable  remote  control  positions 
are  acceptable. 

(5)  Interior  stairs,  including  stringers 
and  treads  shall  be  of  steel  or  other 
suitable  material  having  in  mind  the  risk 
of  fire.  This  is  not  intended  to  preclude 
the  use  of  other  material  for  nosing, 
walking  surfaces,  etc.,  over  the  steel. 

(6)  Except  for  washrooms  and  toilet 
spaces,  deck  coverings  within  accommo¬ 
dation  spaces  shall  be  of  an  approved 
type.  However,  overlays  for  leveling  or 
finishing  purposes  which  do  not  meet  the 
requirements  for  an  approved  deck  cov¬ 
ering  may  be  used  in  thicknesses  not 
exceeding  %  of  an  inch. 

(7)  Ceilings,  linings,  and  insulation, 
including  pipe  and  duct  laggins,  shall 
be  of  approved  incombustible  material. 

(8)  Any  sheathing,  furring  or  holding 
pieces  incidental  to  the  securing  of  any 
bulkhead,  ceiling,  lining,  or  insulation 
shall  be  of  approved  incombustible  mate¬ 
rials. 

( 9 )  Combustible  veneers,  trim,  decora¬ 
tions,  etc.  shall  not  be  used  in  corridors 
or  hidden  spaces.  This  is  not  intended 
to  preclude  the  use  of  paint  or  an  ap¬ 
proved  interior  finish. 

(e)  Wood  hatch  covers  may  be  used 
between  cargo  spaces  or  between  stores 
spaces.  Hatch  covers  in  other  locations 
shall  be  of  steel  or  equivalent  metal  con¬ 
struction.  Tonnage  openings  shall  be 
closed  by  means  of  steel  plates  or  equiva¬ 
lent  metal  construction. 

(f)  Nitrocellulose  or  other  highly  in¬ 
flammable  or  noxious  fume-producing 
paints  or  lacquers  shall  not  be  used. 

Subpart  32.60 — Hull  Requirements  for 
Tank  Vessels  Contracted  for  on  or 
After  July  1,  1951 

2.  Section  32.60-1  is  amended  to  read 
as  follows: 

§  32.60—1  Scantlings,  material,  and 
workmanship— TB/ ALL. 

(a)  All  tank  vessels,  the  construction 
or  conversion  of  which  is  started  on  or 
No.  176— Pt.  n - 2 


after  July  1,  1951,  shall  conform  to  the 
r^uirements  in  this  subpart  in  construc¬ 
tion  of  hulls.  The  hull  and  deckhouses 
shall  be  of  steel  or  iron  construction  ex¬ 
cept  that  the  pilothouse  and  decks  over 
quarters  may  be  constructed  of  wood. 
Scantlings,  material,  and  workmanship, 
subdivision  of  cargo  spaces,  fitting  of 
cofferdams,  and  testing  of  tanks  shall 
be  at  least  equivalent  to  the  require¬ 
ments  of  the  American  Bureau  of  Ship¬ 
ping  or  other  recognized  classification 
society. 

(b)  See  Subpart  32.57  for  structural 
fire  protection  requirements  for  tank 
vessels  contracted  for  on  or  after  Janu¬ 
ary  1,  1963. 

3.  Section  32.60-20  is  amended  to  read 
as  follows: 

§  32.60—20  Pumprooms  on  tank  vessels 
carrying  Grade  A,  B,  C,  D  and/or 
E  liquid  cargo — TB/ALL. 

(a)  Cargo  pumps.  Cargo  pumps  shall 
be  isolated  from  sources  of  vapor  ignition 
by  gastight  bulkheads.  A  gastight  bulk¬ 
head  between  the  pumproom  and  the 
pump  engine  room  may  be  pierced  for 
drive  shaft  and  pump  engine  control 
rods  provided  such  openings  are  fitted 
with  stuffing  boxes  or  other  approved 
gland  arrangement.  A  steam  driven 
pump  shall  not  be  considered  a  source 
of  vapor  ignition  provided  the  steam 
temperature  does  not  exceed  500®  F. 

(b)  Ventilation  for  pumprooms  on 
tank  vessels  the  construction  or  conver¬ 
sion  of  which  is  started  between  July  1, 
1951,  and  January  1,  1963.  (1)  Pump- 
rooms  of  all  tank  vessels,  the  construc¬ 
tion  or  conversion  of  which  is  started 
between  July  1,  1951,  and  January  1, 
1963,  shall  be  ventilated  in  such  a  way 
as  to  remove  vapors  from  points  near  the 
floor  level  or  bilges.  Pumprooms  on 
tank  ships  handling  Grade  A,  B,  or  C 
liquid  cargo,  with  machinery  located  be¬ 
low  the  freeboard  deck,  shall  be  equipped 
with  power  ventilation.  Pumprooms 
equipped  with  power  ventilation  shall 
have  the  ventilation  outlets  terminate 
more  than  six  feet  from  any  opening  to 
the  interior  part  of  the  vessel  which  nor¬ 
mally  contains  sources  of  vapor  ignition. 

(2)  For  all  tank  vessels,  the  construc¬ 
tion  or  conversion  of  which  is  started 
between  October  1,  1959,  and  January  1, 
1963,  the  power  ventilation  shall  not  pro¬ 
duce  a  source  of  vapor  ignition  in  either 
the  pumproom  or  the  ventilation  sys¬ 
tems  associated  with  the  pumproom. 
The  capacity  of  power  ventilation  units 
shall  be  sufficient  to  effect  a  complete 
change  of  air  in  not  more  than  3  min¬ 
utes,  based  upon  the  volume  of  the  pump- 
room  and  associated  trunks  up  to  the 
deck  at  which  access  from  the  weather 
is  provided. 

(c)  Ventilation,  for  pumprooms  on 
tank  vessels  the  construction  or  conver¬ 
sion  of  which  is  started  on  or  after  Janu¬ 
ary  1,  1963.  (1)  For  all  tank  vessels,  the 
construction  or  conversion  of  which  is 
started  on  or  after  January  1,  1963,  the 
cargo  pumprooms  shall  be  fitted  in  ac¬ 
cordance  with  paragraphs  (a)  and  (d) 
of  this  section.  Cargo  pumprooms  on 
these  vessels  shall  be  ventilated  in  such 
a  way  as  to  remove  vapors  from  points 
near  the  floor  level  or  bilges.  Cargo 
pumprooms  on  tank  vessels  handling 


Grade  A,  B,  or  C  liquid  cargo,  shall  be 
equipped  with  power  ventilation  of  the 
exhaust  tsrpe  having  capacity  sufficient 
to  effect  a  complete  change  of  air  in  not 
more  than  3  minutes  based  upon  the  vol¬ 
ume  of  the  pumproom  and  associated 
trunks  up  to  the  deck  at  which  access 
from  the  weather  is  provided. 

(2)  The  power  ventilation  units  shall 
not  produce  a  source  of  vapor  ignition 
in  either  the  pumproom  or  the  ventila¬ 
tion  systems  associated  with  the  pump- 
room.  Inlets  to  exhaust  ducts  shall  be 
provided  and  located  near  the  floor  level 
at  points  where  concentrations  of  vapors 
may  be  expected.  Ventilation  from  the 
weather  deck  shall  be  provided.  Power 
supply  ventilation  may  be  fitted  in  lieu 
of  natural  ventilation,  but  when  fitted 
shall  be  arranged  to  avoid  turbulence  in 
the  cargo  pumproom.  Cargo  pump- 
rooms  equipped  with  power  ventilation 
shall  have  the  ventilation  outlets  termi¬ 
nate  more  than  six  feet  from  any  open¬ 
ing  to  the  interior  part  of  the  vessel 
which  normally  contains  sources  of 
vapor  ignition,  and  shall  be  so  located 
as  to  minimize  the  possibility  of  recircu¬ 
lating  contaminated  air  through  the 
pumproom. 

(3)  Cargo  pumprooms  handling  Grade 
D  and/or  E  liquid  cargo  only  shall 
be  fitted  with  at  least  two  ducts  ex¬ 
tended  to  the  weather  deck,  one  of 
which  shall  be  extended  to  a  point  near 
the  floor  level.  This  does  not  preclude 
installation  of  power  ventilation,  if  de¬ 
sired. 

(d)  Access.  The  access  to  a  cargo 
pumproom  shall  be  from  the  open  deck. 

4.  Section  32.60-25  is  amended  to  read 
as  follows: 

'§  32.60—25  Living  quarters — ^TB/ALL. 

(a)  For  living  quarters  the  partitions 
and  sheathing  shall  be  of  an  approved 
fire  resistive  construction.  The  specifi¬ 
cation  for  incombustible  materials  is  in 
Subchapter  Q  (Specifications)  of  this 
chapter. 

(b)  See  Subpart  32.57  for  structural 
fire  protection  for  tank  vessels  con¬ 
tracted  for  on  or  after  January  1,  1963. 

(R.S.  4405,  as  amended,  4417a,  as  amended, 
4462,  as  amended;  46  U.S.C.  376,  391a,  416. 
Interpret  or  apply  sec.  3,  68  Stat.  676,  50 
U.S.C.  198;  E.O.  10402,  17  PJt.  9917;  3  CFR, 
1952  Supp.) 


PART  33— LIFESAVING  APPLIANCES 

Subpart  33.15 — Equipment  for  Life¬ 
boats,  Liferafts,  or  Buoyant  Ap¬ 
paratus 

1.  Section  33.15-10(j)  is  amended  to 
read  as  follows: 

§  33.15—10  Description  of  equipment  for 
lifeboats— TB/ALL. 

*  •  «  •  • 

(j)  Flashlight.  The  flashlight  shall  be 
of  an  approved  Type  I,  Size  No,  3,  con¬ 
structed  in  accordance  with  Subpart 
161.008  of  Subchapter  Q  (Specifications) 
of  this  chapter.  Three  spare  cells  (or 
one  3 -cell  battery)  and  two  spare  bulbs 
shall  be  provided  with  each  flashlight. 
Batteries  shall  be  replaced  yearly  during 
the  annual  stripping,  cleaning,  and  over¬ 
haul  of  the  lifeboat. 
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2.  Section  33.15-90  (b)  Is  canceled. 
(This  paragraph  has  served  its  piirpose 
and  is  now  out  of  date.) 

Subpart  33.55 — Line-Throwiitg 
Appliances 

3.  Section  33.55-10  (b)  is  amended  to 
read  as  follows: 

§  33.55—10  Ekfuipment  for  line-throwing 
appliances — T /OC. 

•  *  •  •  « 

(b)  Shoulder  gun  type.  Ten  (10) 
service  projectiles,  4  service  lines  (each 
not  less  than  400  feet  in  length  of 
inch  circumference  flax  or  cotton  and 
having  not  less  than  250  poimds  break¬ 
ing  strength,  or  each  not  less  than  600 
feet  in  length  of  ^e-inch  or  more  diam¬ 
eter  woven  or  braided  nylon,  very  flexi¬ 
ble,  having  a  breaking  strength  not  less 
than  140  pounds,  or  equivalent,  to  be 
kept  in  faking  boxes  or  reels),  25  car¬ 
tridges,  1  cleaning  rod  with  brush,  1  can 
of  oil,  12  wiping  patches  and  1  set  of  in¬ 
structions,  all  in  a  suitable  case  or  box 
with  the  gim,  with  an  auxiliary  line  (500 
feet  of  3-inch  circumference  manila) 
accessible  for  use. 

(R.S.  4405,  as  amended,  4417a.  as  amended, 
4462,  as  amended,  4488,  as  amended,  sec.  17, 
54  Stat.  166,  as  amended;  46  UB.C.  375,  391a, 
416,  481,  526p) 

PART  35 — OPERATIONS 

Subpart  35.01 — Special  Operating 
Requirements 

1.  Subpart  35.01  is  amended  by  adding 
after  §  35.01-35  a  new  §  35.01-40  reading 
as  follows: 

§  35.01—40  Prevention  of  oil  pollution — 
TB/ALL. 

(a)  All  tank  vessels  shall  be  so  oper¬ 
ated  as  to  meet  the  requirements  of  the 
OU  Pollution  Act,  1924  (33  U.S.C.  431- 
437).  In  addition,  all  tank  ships  shall 
be  so  operated  as  to  avoid  discharging 
any  oil,  oily  ballast,  or  tank  washings 
which  may  foul  the  surface  of  the  sea, 
within  any  of  the  prohibited  zones  set 
forth  in  the  Oil  Pollution  Act,  1961  (33 
U.S.C.  1001-1015). 

Subpart  35.07 — Logbook  Entries 

la.  Section  35.07-10  is  amended  by 
adding  new  subparagraphs  (b)  (9)  and 
(c)  (3)  reading  as  follows: 

§  35.07—10  Actions  required  to  be 
logged — ^TB  /  ALL. 

(b)  Entries — T/ALL.  •  •  * 

(9)  Cargo  gear  inspections:  At  least 
once  a  month.  See  §  31.37-70  of  this 
subchapter. 

(c)  Entries — B/ALL.  *  *  • 

(3)  Cargo  gear  inspections:  At  least 
once  a  month.  See  §  31.37-70  of  this 
subchapter. 

Subpart  35.30 — General  Safety  Rules 

2.  Subpart  35.30  is  amended  by  adding 
after  §  35.30-40  a  new  §  35.30-45  reading 
as  follows: 

§  35.30—45  Motion  picture  film — TB/ 
ALL. 

(a)  Only  acetate  or  slow-burning  film 
may  be  used.  Nitrocellulose  film  is 
specifically  prohibited. 


(RB.  4405,  as  amended.  4417a,  as  amended, 
4462,  as  amended;  46  UB.C.  375,  391a,  416. 
Interpret  or  apply  sec.  3,  68  Stat.  675,  50 
n.S.C.  198;  E.O.  10402,  17  FJl.  9017;  3  CFR. 
1952  Supp.) 


'subchapter  F — MARINE  ENGINEERING 

PART  51— MATERIALS 
Subpart  51.01 — General 

1.  Section  51.01-10(b)  is  amended  to 
read  as  follows: 

§  51.01—10  General  classification  of  ma- 
terials. 

•  •  •  «  *  ' 

(b)  Except  as  may  be  otherwise  re¬ 
quired,  the  classification  of  materials 
under  classes  A  and  B  and  the  subparts 
of  this  part  in  which  they  are  specified, 
are  as  follows: 

Class  A 

Subparts 

51.04  Marine  boiler  steel  plate. 

51.07  Staybolt  and  rivet  steel. 

51.10  Steel  bars  and  shapes. 

51.13  Staybolt  and  rivet  Iron. 

Class  B 

51.22  Flange  and  firebox  steel  plates. 

51.23  Corrosion  resisting  steel,  plate,  and 

strip  for  unfired  pressvure  vessels. 

51.24  Materials  for  low  temperatxire  service. 

51.25  Carbon  and  alloy-steel  wrought  iron 

tubes. 

51.34  Carbon  and  alloy -steel  wrought  iron 
pipe. 

51.46  Steel  forgings. 

51.49  Carbon  and  alloy-steel  bolting  and 
nut  material. 

51.58  Steel  castings. 

51.61  Iron  castings. 

51.67  Copper  and  copper-alloy  plate. 

51.70  Seamless  copper  and  ,  copf>er-alloy 
pipe. 

51.73  Seamless  copper  and  copper-alloy 
tubes. 

51.76  Copper-alloy  castings. 

51.79  Aliuninum-alloy  plate. 

51.90  Rigid  poly  (vinyl  chloride)  (PVC) 
materials. 

2.  Section  51.01-30(b)  is  amended  to 
read  as  follows: 

§  51.01—30  Tension  tests. 

•  •  •  •  • 

(b)  The  test  specimens  and  procedures 
employed  for  the  ifiechanical  testing' of 
steel  products  covered  by  the  specifica¬ 
tions  listed  in  this  part  shall  be  in  con¬ 
formance  with  A.S.T.M.  A370-60T,  except 
as  otherwise  provided  for  in  this  sub¬ 
chapter. 

Subpart  51.04 — Marine  Boiler  Steel 
Plate 

3.  Section  51.04-1  (a)  is  amended  by 
revising  table  51.04-1  to  read  as  follows: 

§  51.04—1  Scope. 

(a)  •  *  • 

Table  61.04-1— Materul  Specitications 


A.S.T.M,  desig¬ 
nation 

A.S.T.M. 

grade 

Coast  Quard 
grade 

A201-61T . 

A  and  R  .  .  . 

A  and  B. 

A  and  B. 

A,  B,  and  C. 

A. 

A,  B,  D,  E. 

A  and  B. 

A. 

A  and  B. 

A  and  B. 

A. 

A,  B,  C,  U,  E, 

A212-61T . 

A  and  B _ 

A204-fil.  .  . 

A  R  and  C  .  . 

A 

A’ 

A203-61 . 5 _ 

A,  R,  D,  E _ 

AM.'H-.Sfi 

A 'and  B’_  _ 

A20ft-.V5. .  _ 

A__  _ 

A.S02-.>i6._  _ 

A  and  B _ 

A  and  R. _ .  . . 

A.^W-.W  .  _ 

A387-filT-__  ___ 

A,  B,  C,  D,  E.. 

4.  Subparts  51.13,  51.22,  51.25,  and 
51.34,  containing  SS  51.13-1,  51.22-1, 
51.24-1,  51.25-1,  and  51.34-1,  respec¬ 
tively,  are  canceled,  and  the  following 
inserted  in  lieu  thereof : 

Subpart  51.13 — Staybolt  and  Rivet 
Iron 

§  51.13—1  Scope. 

(a)  The  material  specifications  cover¬ 
ing  wrought  iron  bars  for  stays  and  stay- 
bolts  and  wrought  iron  rivets  subject  to 
Class  A  inspection  shall  comply  with  the 
following  standard  specifications  issued 
by  the  American  Society  for  Testing 
Materials: 


Table  51.13-1— Material  Specifications 


A.S.T.M. 

Coast 

designation 

A.S.T.M.  grade 

Guard 

grade 

A84-60T . 

Staybolts _ _ _ 

A 

A152-60T . 

RivnLa  .  -  -  .  .  _  - 

B 

(R.S.  4405,  as  amended,  4462,  as  amended;' 
46  UB.C.  375,  416.  Interprets  or  applies  RB. 
4399,  as  amended,  4400,  as  amended,  4417, 
as  amended,  4417a,  as  amended,  4418,  as 
amended,  4421,  as  amended,  4426-4431,  as 
amended,  4433,  as  amended,  4434,  as  amended, 
4488,  as  amended,  4491,  as  amended,  29  Stat. 
690,  as  amended,  41  Stat.  305,  as  amended, 
49  Stat.  1544,  as  amended,  secs.  3,  17,  54  Stat. 
347,  as  amended,  166,  as  amended,  sec.  3,  68 
Stat.  675;  46  U.S.C.  361,  362,  391,  391a,  392, 
399,  404-409,  411,  412,  435;  481,  489,  366,  363, 
367,  526p,  1333,  50  n.S.C.  198;  E.O.  10402,  17 
FJl.  9917,  3  CFR,  1952  Supp.) 

\ 

Subpart  51.22 — Flange  and  Firebox 
Steel  Plates 
§  51.22—1  Scope. 

(a)  The  material  specifications  cover¬ 
ing  carbon  steel  plate  of  flange  and  fire¬ 
box  quality.  Class  B,  certified  material, 
shall  comply  with  the  following  standard 
specification  issued  by  the  American 
Society  for  Testing  Materials: 


Table  51.22-1— Materul  Specifications 


A.S.T.M. 

designation 

A.S.T.M.  grade 

Coast 

Quard 

grade 

A285-57T . 

A 

A285-57T . 

B  (flange  quality) _ 

B 

A285-57T . 

C  (flange  quality)... _ 

C 

A285-57T . 

A  (flreboi  quality) _ ... 

A 

A285-67T . 

B  (flrnhox  quality) 

B 

A285-57T . 

C  (firebox  quality) _ 

C 

A 410-57- - 

(R.S.  4405,  as  amended,  4462,  as  amended; 
46  UB.C.  375,  416.  Interprets  or  applies 
R.S.  4399,  as  amended,  4400,  as  amended. 
4417,  as  amended,  4417a,  as  amended,  4418, 
as  amended.  4421,  as  amended,  4426-4431, 
as  amended,  4433.  as  amended,  4434,  as 
amended,  4488',  as  amended,  4491,  as  amend¬ 
ed,  29  Stat.  690,  as  amended.  41  Stat.  305, 
as  amended,  49  Stat.  1544,  as  amended,  secs. 

3,  17,  54  Stat.  347,  as  amended,  166,  as 
amended,  sec.  3,  68  Stat.  675;  46  U.S.C.  361, 
362,  391,  391a,  392,  399,  404-409,  411,  412, 
435;  481,  489,  366.  363,  367,  526p,  1333,  50 
U.S.C.  198;  E.O.  10402,  17  P.R.  9917,  3  CFR, 
1952  Supp.) 

Subpart  51.23 — Corrosion  Resisting 
Steel  Plate,  Sheet  and  Strip  for  Un-/ 
fired  Pressure  Vessels 
§  51.23—1  Scope. 

(a)  The  material  specifications  for 
corrosion  resisting  steel  plate,  sheet,  and 
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strip,  Class  B,  certified  materials,  shall 
comply  with  the  following  standard 
specifications  issued  by  the  American 
Society  for  Testing  Materials: 


Tabu  51.23-1— Matibul  SpsciriCATiONS 


A.S.T.M.  desig¬ 
nation 

A.S.T.M.  grade 

1 

Coast  Ouard 
grade 

Aotn-siT 

Type  302  .  . 

Type  302. 
T3npe  304. 
Type  304L. 
Type  3098. 
Type  310S. 
Type  316. 
Ty^  316L. 
Type  317. 
Type  321. 
Type  347. 
Type  348. 
Type  405. 
Type  410. 
Type  4103. 
Type  430JL 
Type430B. 

A94n-filT  _ 

Type 304  . -- 

A940-S1T  _ _ 

Type  304L- 

A94ft-filT  _  - 

Type  3008-  . 

A9An-filT  _  _ 

Type  3108 _ 

AOin-SlT 

Type  31S 

A94(V.S1T 

Type  3161. 

A94<V.R1T  .  _ 

T^317  _ _ 

/i9An-«iT 

T^  321  _ 

jA9Aft-filT 

T^347 

A9ArV-filT  _ 

Type  348  __ 

A9An-siT  _  __ 

T^40."i._  _ 

A9in-filT  _  . 

Type  410 

A94n-filT 

Type  4108 _ 

49ArW5lT  ..  ..  . 

Type  430A 

'A940-«1T__. 

TH>e  430B _ 

(R.S.  4405,  as  amended,  4462,  as  amended; 
46  UA.C.  376,  416.  Interprets  or  applies  R.S. 
4399,  as  amended,  4400,  as  amended,  4417,  as 
amended,  4417a,  as  amended,  4418,  as  amend¬ 
ed,  4421,  as  amended,  4426-4431,  as  amended, 
4433,  as  amended,  4434,  as  amended,  4488,  as 
amended,  4491,  as  amended,.  29  Stat.  690,  as 
amended,  41  Stat.  305,  as  amended,  49  Stat. 
1544,  as  amended,  secs.  3,  17,  64  Stat.  347,  as 
amended,  166,  as  amended,  sec.  3,  68  Stat. 
675;  46  UA.C.  361,  362,  391,  391a,  392,  399, 
404-409,  411,  412,  435;  481,  489,  366,  363,  367, 
626p,  1333,  50  n.S.C.  198;  E.O.  10402,  17  Fit. 
9917, 3  CFR,  1952  Supp.) 

Subpart  51.24 — Materials  for  Low 
Temperature  Service 
§  51.24—1  Scope. 

(a)  The  material  specifications  for 
materials  for  service  at  low  temperatures 
shall  comply  with  the  following  stand¬ 
ard  specifications  of  the  American  So¬ 
ciety  for  Testing  Materials,  subject  to 
the  limitations  noted  in  this  subpart: 


Tabu  61.24-1— Mateeial  Sfeoticatioks 


A.8.T.M. 

designation 

Materials 

A300-.W  _ 

Steel  plates  for  pressure  vessels  for 
service  at  low  temperatiu^. 

Seamless  and  welded  steel  pipe  for  low 
temperature  service. 

Seamless  and  welded  steel  tubes  for 

A3.^l-61T  _  . 

A3.34-61T _ 

A350-61T _ 

low  temperature  service. 

Forged  or  rolled  carbon  and  alloy  steel 
flanges,  forged  fittings,  and  valves 
and  parts  for  low  temperature  service. 

Ferritic  steel  castings  for  pressure  con¬ 
taining  parts  suitable  for  low  tem¬ 
perature  service. 

A3.«i2-60T _ 

(b)  Acceptance  of  materials  listed  in 
this  subpart  will  be  contingent  upon  the 
impact  properties  of  the  material  tested 
at  such  temperatures  and  by  such  meth¬ 
ods  as  may  be  required  by  the  Com¬ 
mandant. 


(R.S.  4405,  as  amended,  4462,  as  amended;  46 
n.S.C.  375,  416.  Interprets  or  applies  R.S. 
4399,  as  amended,  4400,  as  amended,  4417,  as 
amended,  4417a,  as  amended,  4418,  as  amend¬ 
ed,  4421,  as  amended,  4426-4431,  as  amended, 
4433,  as  amended,  4434,  as  amended,  4488,  as 
amended,  4491,  as  amended,  29  Stat.  690,  as 
amended,  41  Stat.  305,  as  amended,  49  Stat. 
1544,  as  amended,  secs.  3,  17,  54  Stat.  347,  as 
amended,  166,  as  amended,  sec.  3,  68  Stat. 
675;  46  U.S.C.  361,  362,  391,  391a,  392,  399, 
404-409,  411,  412,  435;  481,  489,  366,  363,  367, 
526p,  1333;  50  UJS.C.  198;  E  ).  10402,  17  F.R. 
9917,  3  OFR,  1952  Supp.) 

Subpart  51.25 — Carbon  and  Alloy- 
Steel  and  Wrought  Iron  Tubes 
§  51.25—1  Scope. 

(a)  The  material  specifications  cover¬ 
ing  steel  and  iron  tubes.  Class  B,  certified 
material,  shall  comply  with  the  following 
standard  specifications  issued  by  the 
American  Society  for  Testing  Materials, 
subject  to  the  limitations  noted  in  this 
subpart: 


Tabu  61.25-l(a)— Material  SPEcmcATiONS 


A.S.T.M. 

designation 

A.S.T.M.  grade 

Coast 

Guard 

grade 

Carbon-steel 
and  iron: 

A83-61T _ 

A  (low-carbon  seamless 
steel). 

T83-A 

A178-61T... 

A  (low-carbon  electric-resis- 
twce  welded  steel). 

T178-A 

A178-61T... 

B  (electric-resistance  welded 
iron). 

T178-B 

A178-61T... 

C  (medium-carbon  electric 
resistance  welded  steel). 

T178-0 

A179-61T... 

Low-carbon  seamless  steel 
condenser  tubes. 

T179 

A192-61T... 

Low-carbon  seamless  steel... 

iT192 

A210-61T... 

Medium-carbon  seamless 
steel. 

T210 

A226-61T... 

Electric  resistance  welded 
steel. 

T226 

Alloy  steel: 

A209-61T... 

T1 . 

T1 

A209-61T... 

Tla . 

Tla 

A209-61T... 

Tib _ 

Tib 

A213-61T... 

T2 _ 

T2 

A213-61T... 

T6 . 

T5 

A213-61T... 

T6b _ 

T6b 

A213-61T... 

T7 _ 

T7 

A213-61T... 

Tfl _ 

Tfl 

A213-61T... 

Til _ 

Til 

A213-61T... 

T12 _ _ 

T12 

A213-61T... 

T17 _ _ 

T17 

A213-61T... 

T21 _ 

T21 

A213-61T... 

T22 _ _ 

T22 

A213-61T... 

TP304 . 

T304 

A213-61T... 

TP304L _ 

T304L 

A213-61T... 

TP310.  _ 

T310 

A213-61T... 

TP316 . 

T316 

A213-61T... 

TP316L . . 

T316L 

A213-61T... 

TP321  _ 

T321 

A213-61T... 

TP321H _ 

T321H 

A213-61T... 

TP347 _  -  - 

T347 

A213-61T... 

TP348 _  _ 

T348 

A250-61T... 

T1 . 

T1 

A260-61T... 

Tla _ 

Tla 

A250-61T... 

Tib.. . 

Tib 

A423-61T... 

(b)  Grade  T179  shall  be  permitted 
only  for  use  as  tube  material  in  heat 
exchangers  and  tubing  for  hydraulic 
systems. 


(R.S.  4405,  as  amended,  4462,  as  amended; 
46  UJS.C.  375,  416.  Interprets  or  applies  R.S. 
4399,  as  amended,  4400,  as  amended,  4417, 
as  amended,  4417a.  as  amended.  4418,  as 
amended,  4421,  as  amended.  4426-4431,  as 
amended,  4433,  as  amended.  4434,  as  amend¬ 
ed.  4488,  as  amended.  4491,  as  amended.  29 
Stat.  690,  as  amended.  41  Stat.  305,  as 
amended,  49  Stat.  1544,  as  amended,  secs.  3, 
17,  54  Stat.  347,  as  amended.  166,  as  amended, 
sec.  3.  68  Stat.  675;  46  UA.C.  361,  362,  391, 
391a.  392,  399,  404-409,  411,  412,  435;  481, 
489,  366,  363,  367,  526p,  1333,  50  UJS.C.  198; 
E.O.  10402,  17  FH.  9917.  3  CFR,  1952  Supp.) 

Subpart  51.34 — Carbon  and  Alloy- 
Steel  and  Wrought  Iron  Pipe 

§  51.34—1  ^ope. 

(a)  The  material  specifications  cover¬ 
ing  steel  and  wrought  iron  pipe.  Class  B, 
certified  material,  shall  comply  with  the 
following  standard  specifications  issued 
by  the  American  Society  for  Testing 
Materials: 


Table  M.34-1— Matebul  SrEoncATiOHS 


A.S.T.M. 

desi^ation 

A.S.T.M.  grade 

Coast  Onard 
grade 

Carbon-steel 
and  iron: 

A53-61T _ 

Lap-welded  sted- _ , 

P53-LW 

A63-61T _ 

Butt-welded  steel _ 

P53-BW 

A53-61T _ 

A  (seamless  steel) _ 

P53-A  - 

A63-61T _ 

B  (seamless  steel) _ 

P53-B 

A63-61T _ 

A  (electric  redstance 

P63-RW-A 

A53-61T _ 

welded  steel). 

B  (electric  resistance 

P63RW-B 

A106-61T... 

welded  steel). 

A  (seamless  stml)....... 

P106-A 

A106-61T... 

B  (seamless  steel) _ 

P106-B 

A106-61T... 

O  (seamless  steel) _ 

P106-O 

A136-61T... 

A  (electric  resistance 

P135-A 

A135-61T... 

welded  steel). 

B  (electric  resistance 

P135-B 

A72-69T _ 

welded  steel). 
Lap-welded  wrou^t 

P73-LW 

A72-5»T _ 

iron. 

Butt-welded  wrought 
iron. 

P72-BW 

Alloy  steel: 

A312-61T... 

TP304 . 

P304 

A312-61T... 

TP304L _ 

T304L 

A312-61T... 

TP30» . 

P30fl 

A312-61T... 

TP310 _ 

P310 

A312-61T... 

TP316 _ 

P316 

A312-61T... 

TP316L  _ 

P316L 

A312-61T... 

TP317 _ ^ _ 

P317 

A312-61T... 

TP321 _ 

P321 

A312-61T... 

TP347.  _ 

P347 

A312-61T... 

TP348 _ 

P348 

A335-61T... 

PI _ 

PI 

A335-61T... 

_  _ - 

P2 

A336-61T... 

P6 . 

P6 

A335-61T... 

P6C . . 

P50 

A33&-61T... 

P7 . 

P7 

A335-61T... 

P» . 

Pfl 

A336-61T... 

Pll _ _ 

Pll 

A335-61T... 

P12 . 

P12 

A335-61T._- 

PIS _ 

P15 

A336-61T... 

P21 _ 

P21 

A335-61T..- 

P22 . 

P22 

(RJ3.  4405,  as  amended,  4462,  as  amended; 
46  UJS.C.  375,  416.  Interprets  or  applies 
R.S.  4399,  as  amended.  4400,  as  amended, 
4417,  as  amended,  4417a.  as  amended.  4418, 
as  amended,  4421,  as  amended,  4426-4431,  as 
amended.  4433,  as  amended,  4434,  as  amend¬ 
ed,  4488,  as  amended.  4491,  as  amended.  29 
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Stat.  690,  as  amended,  41  8tat.  305,  as 
amended.  49  Stat.  1544,  as  amended,  secs.  3, 
17,  54  Stat.  347,  as  amended,  166,  as  amend¬ 
ed.  sec.  3,  68  Stot.  675;  46  UJS.C.  361,  362,  891, 
391a.  392,  399,  404-409,  411,  412,  435;  481, 
489,  366,  363,  367,  526p,  1333,  50  n.S.C.  198; 
E.O.  10402,  17  FJl.  9917,  3  CFR,  1952  Supp.) 

Subpart  51.46— Steel  Forgings 

5.  Section  51.46-1  is  amended  by  re¬ 
vising  table  51.46-1  to  read  as  follows: 

§  51.46—1  Scope. 


Table  51.46-1— Material  SpEciriCATiONs 


A.8.T.M. 

designstton 


A.8.T.M.  grade 


Subpart  51.49 — Carbon  and  Alloy- 
Steel  Bolting  and  Nut  Material 

6.  Section  51.49-1  is  amended  by  re¬ 
vising  table  51.49-1  to  read  as  follows: 

§  51.49—1  Scope. 

***** 

Table  61.49-1— Materul  Specifications 


Carbon-steel: 

A106-61T .  I .  F105-I 

A105-61T .  II .  F105-II 

A181-61T .  I .  F181-I 

A181-61T .  II .  F181-II 

Alloy-steel; 

A182-61T .  FI .  FI 

A182-61T .  F5 .  F5 

A182-61T .  F5a .  F5a 

A182-61T .  F6 .  F6 

A182-61T .  F7 .  F7 

A182-61T .  F9 .  F9 

A182-61T .  Fll .  Fll 

A182-61T .  F12 .  F12 

A182-61T .  F2l .  F21 

A182-61T .  F22 .  F22 

A182-61T .  F304 .  F304 

A182-61T .  F3(HL .  F304L' 

A182-61T .  F310 .  F310 

A182-61T .  F316 .  F316 

A182-61T .  F316L .  F316L 

A182-61T .  F321 .  F321 

A182-61T .  F347 .  F347 

A182-61T .  F348 .  F348 

A234-59T .  WPA .  WPA 

A234-59T .  WPB .  WPB 

A234-59T .  W'PC .  WPG 

A234-59T .  WPI .  WPI 

A234-59T .  WP12 .  WP12 

A234-59T .  WPll .  WPll 

A234-59T .  W'P22 .  WP22 

A234-59T .  WPS .  WPS 

A336-61T .  FI .  FI 

A336-61T...: .  F2 .  F2 

A336-61T .  F5 .  F5 

A336-61T .  F5a .  F5a 

A336-61T .  F6 .  F6 

A336-61T .  F22 .  F22 

A336-61T .  F8 .  F8 

A336-61T .  F8M . >F8M 

A336-61T .  F8C .  F8C 

A336-61T .  F8T .  F8T 

A336-61T .  F25 .  F25 

A403-61T .  WP304 .  WP304 

A403-61T .  WP304L .  WP304L 

A403-61T .  WP309 .  WP309 

A403-61T .  WP310 .  WP310 

A403-61T .  WP347 .  WP347 

A403-61T .  WP316 .  WP316 

A403-61T .  WP316L .  WP316L 

A403-61T .  WP317 _  WP317 

A430-61T .  WP321 .  WP321 

A403-61T .  WP348 .  WP348 


A.S.T.M. 

designation 

A.S.T.M.  grade 

Coast 

Guard 

grade 

Carbon-stoel 

bolting: 

A307-61T..- 

B . 

B 

Alloy-steel 

bolting; 

A193-61T... 

B5  (6  Cr-0.50  Mo) . 

B5 

A193-61T... 

B6(12Cr) . 

B6 

A193-61T... 

B7  (1  Cr-b.20  Mo) . 

B7 

A193-61T... 

B14  (1  Cr-0.35  Mo-OjK  Va). 

B14 

A193-61T... 

B16  1  Cr-0.55  Mo-0.30  Va). 

B16 

A193-61T... 

B8C  (18  Cr-8  Ni-|-Co) . 

B8C 

A193-61T... 

B8T  (18  Cr-«  Ni-f-Ti) . 

B8T 

Carbon  and 
alloy  steel 
nuts: 

A194-59T... 

1  (carbon-steel) . 

1 

A194-59T... 

2  (carbon-steel) . . 

2 

A194^9T... 

2H  (carbon-steel) _ 

2H 

A194-59T... 

3  (6  Cr-0.50  No-lW) . 

3 

A194-59T... 

4  (0.15  Si-0.20  Mo) . 

4 

(PVC)  materials,”  and  §  51.90-1  reading 
as  follows: 

Subpart  51.90 — Rigid  Poly  (Vinyl 
Chloride)  (PVC)  Materials 

§  51.90—1  Scope. 

(a)  The  material  specifications  cover¬ 
ing  materials  fabricated  of  rigid  poly¬ 
vinylchloride  (PVC),  Class  B,  certified 
materials,  shall  comply  with  the  follow¬ 
ing  standard  specifications  issued  by  the 
American  Society  for  Testing  Materials, 
subject  to  the  limitations  noted  in  this 
subpart: 

Table  51.90-1— Material  Specifications 


Subpart  51.58 — Steel  Castings 

7.  Section  51.56-1  (a)  is  amended  by 
revising  table  51.58-1  to  read  as  follows: 

§  51.58—1  Scope. 

(a)  •  *  • 

Table  61.58-1— Material  Specifications 


A.S.T.M. 

designation 

A.S.T.M.  grade 

Coast 

Guard 

grade 

Carbon-steel: 

A216-eOT... 

WCA . 

WCA 

A216-60T... 

WCB . 

WCB 

Alloy-steel: 

A217-60T... 

WCl  (C-Mo) . 

WCl 

A217-60T... 

WC4  (1  Ni-0.65  Cr-0.50  Mo). 

WC4 

A217-60T... 

WX6  (0.80  Ni-0.70  Cr-1  Mo). 

WC6 

A217-60T... 

WC6  (1.25  Cr-0.60  Mo) . 

WC6 

A217-60T... 

WC9  (2.25  Cr-1  Mo) . 

WC9 

A217-60T... 

C5  (6  Cr-0.60  Mo) . 

C5 

A217-60T... 

C12  (9  Cr-1  Mo) . 

C12 

A361-61T... 

CA16 . 

CA16 

A351-61T... 

OF8 . 

CF8 

A351-61T... 

CF8M . 

CF8M 

A361-61T... 

CF8C . 

CF8C 

A351-61T... 

CH20 . 

CH20 

A351-61T... 

CK20 . 

CK20 

A.S.T.M. 

designation 

Coast 

A.S.T.M.  grade  Guard 

grade 

D1784-60T.... 

Type  I,  Grade  1 . 

D1784-60T _ 

Type  I,  Grade  2 _ 

D1784-60T _ 

Type  II,  Grade  1 . 

D1785-60T _ 

Type  I,  Grade  1 _ _ 

D1785-60T _ 

Type  I,  Grade  2 . 

D1785-60T _ 

Ty^  II,  Grade  1 . 

8.  Part  51  is  amended  by  inserting 
after  §  51.79-1  a  new  subpart  51.90  en¬ 
titled  “Rigid  poly  (vinyl  chloride) 


(b)  PVC  pipe  that  is  to  be  used  for 
potable  water  shall  bear  the  seal  of  ap¬ 
proval  or  NSF  mark  of  the  National 
Sanitation  Foundation  Testing  Labora¬ 
tory  Incorporated,  School  of  Public 
Health,  University  of  Michigan,  Ann 
Arbor,  Michigan. 

(R.S.  4405,  as  amended,  4462,  as  amended, 
46  n.S.C.  375,  416.  Interpret  or  apply  RS. 
4399,  as  amended,  4400,  as  amended,  4417, 
as  amended,  4417a,  as  amended,  4418,  as 
amended,  4421,  as  amended,  4426-4431,  as 
amended.  4433,  as  amended,  4434,  as 
amended,  4453,  as  amended.  4488,  as 
amended,  4491,  as  amended,  sec.  14,  29  Stat. 
690,  as  amended,  41  Stat.  305,  as  amended, 
49  Stat.  1544,  as  amended,  secs.  3.  17.  54 
Stat.  347,  as  amended,  166,  as  amended 
sec.  3.  68  Stat.  675;  46  U.S.C.  361,  362,  391, 
391a.  392,  399,  404-409,  411,  412,  435,  481,  489, 
366,  363,  367,  526p.  1333,  50  U.S.C.  198;  E.O. 
10402,  17  FR.  9917,  3  CFR,  1952  Supp.) 


PART  52— CONSTRUCTION 

Subpart  52.05 — Cylindrical  Shells 

1.  Section  52.05-10  is  amended  by  re¬ 
vising  table  52.05-10  (a)  to  read  as 
follows: 

§  52.05—10  Computations. 

(a)  •  ♦  • 
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RULES  AND  REGULATIONS 


Tabli  52.05-10(a) — Maximdm  Allowable  Stbbssbs^  roB  Ferboos  Materials — Continued 
[BoUers.  Unfired  Pressure  Vessels,  Boiler  Tubes  and  Bolting] 


Specification 

subpart 


nPES  AND  TUBES 

Seamless  carbon 
steel: 

51.25  . 

51.26  . 

51.25 . 

51.25  . 

51.34 . 

51.34 . 

51.34 . 

51.34  . 

61.34  . 

Seamless  alloy 

steel: 

61.25  . 

61.25  . 

51.25  . 

61.26  . 

51.25  . 

61.25  . 

61.25 . 

61.25 . 

61.25 . 

61.25 . 

61.25 . 

61.25 . 

61.25 . 

61.25 . 

61.25 . 

61.25  . 

61.26  . 

61.26 . 

61.26 . 

61.25 . 

61.25 . 

61.25 . . 

61.25  . . 

61.34 . 

61.34 . . 

61.34 . . 

61.34 . 

61.34 . 

61.34 . . 

61.34 . . 

61.34 . . 

61.34 . . 

61.34 . . 

61.34 . . 

61.34 . . 

61.34 . . 

61.34 . . 

61.34  . . 

51.34  . . 

51.34  . . 

61.34  . . 

61.34 . . 

61.34  . 

51.34  . . 

Electric- 

resistanoe- 
welded  pipe: 

51.25  . . 

61.25  . . 

61.25 . . 

61.25  . 

61.26  . 

51.25  _ 

61.25  . 

61.25 . 

61.34  . . 

61.34 . 

61.34 . 

61.34 . . 

61.34 . . 

61.34  . 

51.34  . . 

61.34  . . 

61.34 . . 

61.34 . . 

61.34 . . 

61.34 . . 

31.45 . 

31.45 . . 


A.8.T.M. 

designation 


Grade 

A.S.T.M. 

s 

C.O. 

A . 

T83-A . ( 

T192  . .  ( 

T210 

T179 . ( 

A . 

P63-A . 

B . 

P.5.VR 

A . 

P106-A _ 

B.  _ 

P106-H 

0 . 

PIOR-C  .  .. 

T1 . 

T1 _ 

Tla . 

Tla _ 

Tib _ 

Tlh  .  . 

T2 . 

T2 . 

T6 . 

T5 . 

T5b . 

T5h _ 

T7 _ 

T7 _ 

T9 . 

T9 . 

Til. 

Til . 

T12  .  . 

T12  ■ 

T17__  .... 

T17_. 

T21 . 

T21 _ 

T22 . 

T22  _  . 

TP.304 

T.304 

TP304L... 

T304I, 

T  P.310 _ 

T310 

TP316 . 

T316 _ 

TP316L... 

T316L . 

TP.321 

T321 _ 

TP321H.. 

T321H . 

TP.347 _ 

T.347 _ 

TP348 _ 

T.348__  _  . 

For  metal  temperatures  not  exceeding  *F.* 


650  700  750  800  860  900  960  1. 000  1. 050  1. 100  1,150  1,200 


A312 .  TP304 _  P304 .  75,000 

A312 .  TP304L _  P304L .  70,000 

A312 .  TP309.....  P309 .  75,000 

A312 .  TP310 _  P310 .  76,000 

A312 .  TP316 .  P316 .  75,000 

A312 .  TP316L _  P316L .  70,000 

A312 .  TP317 _  P317 .  76,000 

A312 .  TP321 .  P321 .  75,000 

A312 .  TP347 _  P347 .  75,000 

A312 .  TP348 .  P348 .  75,000 

A335 .  PI .  PI .  66,000 

A335 .  P2 .  P2 .  56,000 

A335 .  P5 .  P5 .  60,000 

A335 .  P5c .  P6c .  60,000 

A336 .  P7 .  P7 .  60,000 

A336 .  P9 .  P9 .  60,000 

A335 .  Pll .  Pll .  60,000 

A335 .  P12 .  P12 .  60,000 

A335., .  P15 .  P15 .  60,000 

A335 .  P21 .  P21 .  60,000 

A336 .  P22 .  P22 .  60,000 


A178 .  A .  T178-A . 

A178 .  B .  T178-B . 

A178 .  O .  T178-0 . 

A226 .  T226 . 

A250 .  T1 .  Tl-RW _ 

A250 .  Tla .  Tla-RW.„. 

A250 .  Tib .  Tlb-RW„. 

A423 .  T423-RW... 

A53 .  A .  P53-RW-A.. 

A53 .  B .  P53-RW-B. 

A135 .  A .  P135-A _ 

A135 .  B .  P135-B . 

A312 .  TP304 _  P304-RW... 

A312 .  TP304L-..  P304L-BW.. 

A312 .  TP309 _  P309-RW _ 

A312 .  TP310 _  P310-RW _ 

A312 .  TP316 .  P316-RW... 

A312 .  TP316L.--  P316L-RW. 

A312 .  TP317 _  P317-RW... 

A312 .  TP321 _  P321-RW... 

A312 .  TP347 _  P347-BW.. 

A312 .  TP348 _  P348-RW 


5, 000  3, 500  . 

8, 500  5, 500  . 


9,000  7,000  6,600  . 

11,000  7,800  6,800  . 

9.100  8,800  8,600  7,600  6,760  4,600 

'i^rioo  'ii,*ooo  ''7,*ioo  ”6,'o66  ‘2,’500 

15,100  14,000  12,200  10,400  8,600  6,800 

'isrsSo  'l3,'500  I"""  ””I" 

13,850  13,500  13,100  12,500  8,000  5,000 
13,850  13,600  13,100  12,600  8,000  6,000 
13,860  13,600  13,100  12,500  8,000  6,000 

’'9,'io6  "i'sOO  '*8,'605  ''7,'56o  '6,'760  'i.'MO 

'ii'560  'io,'500  "i'Soo  ‘6,’6o6  '3, *800 

12,600  11,000  7,100  6,000  3,6(X)  2,500 

15.100  14,000  12,^  10,400  8,600  6,800 

*ii*i66  "i4,'o66  "ii*^  *i6,*4o6  *8^500  ’6,'8o5 
13,860  13,500  13,100  12,600  8,000  6,000 
13,850  13,500  13,100  12,500  8,000  6,000 
13,860  13,500  13,100  12,600  8,000  6,000 


10,000  6,5 

10,000  7,; 

10,000  7,: 

7,000  6,( 

10, 800  8,  t 

11,000  7,i 

11,000  7,1 

10,000  6,; 

9,000  7,( 

11,000  7,! 


11, 200  10, 660 
11,700  10,650 

10,850  10,650 


7,760  7,600  7,200  6, 400  4, 900  3, 800 


10,600  8,900 

10,600  9,350 

12,800  11,900 


7,200  6,500  4,250  3,250 

6,000  4,2.50  3,050  2,100 

10,400  8,860  7,200  6,800 


See  footnotes  at  end  of  table. 


12.800  11,900 

11.800  11,500 
11,800  11,600 
11,800  11.500 


10,400  8,860  7,200  5,800 

11,100  10,600  6,800  4,250 
11,100  10,600  6,800  4,250 
11,100  10,600  6,800  4,250 


13 


Tuesday,  September  11,  19B2 


FEDERAL  REGISTER 


9029 


Tablb  62.05-10  (a) — Maximcic  Allowablk  Stbessbs*  fob  Fbbeous  Matxbials — Continned 
[Boilers,  Unflred  Pressure  Yessels,  Boiler  Tubes  and  Boltinjrl 


Specification 

subpart 


rORGINOS 

Carbon  steel: 

51.46  . 

61.46  . 

61.46 . 

61.46 . 

Alloy  steel: 

61.46 . 

61.46 . 

61.46 . 

61.46 . 

61.46 . 

61.46 . 

61.46 . 

61.46 . 

61.46 . 

61.46 . 

61.46 . 

61.46 . 

61.46 . 

61.46  _ 

51.46  . 

61.46  . 

61.46 . 

61.46 . 

61.46  . 

81.46  _ 

61.46  _ 

61.46 _ 

61.46 _ 

61.46 . 

61.46 _ 

61.46  . 

81.46  . 

61.46  . 

61.46 . 


BOLTING 

Carbon  steel: 

61. 49 . 

Alloy  steel: 

61.49  . 

51.49  . 

61.49  . 

61.49  . 

51.49  . 

61.49  . 

61.49 . 


CASTINGS 

Carbon  steel: 

61.58 . 

61.58 _ 

61.68 _ 

Alloy  steel: 

61.58 _ 

61.58 _ 

61.58 . 

61.58 _ 

61.58 _ 

61.58 . 

61.68 . 

61.58  . 

61.58  . 

61.68 . 

61.68 . 

61.68 . 

61.68 . 


A.S.T.M. 

designation 


A105. 

A105. 

A181. 

A181. 


A182.. 

A182.. 

A182.. 

A182., 

A182.. 

A182.. 

A182. 

A182. 

A182.. 

A182- 

A182. 

A182. 

A182. 

A182. 

A182. 

A182- 

A182. 

A182. 

A336. 

A336. 

A336. 

A336. 

A336. 

A336. 

A336. 

A336. 

A338. 

A336. 

A336. 


A307. 


Ajgs.. 

A193. 

A193. 

A103. 

A193. 

A193. 

A193. 


A95.. 

A216. 

A21«. 

A217. 

A217. 

A217. 

A217. 

A217. 

A217. 

A217. 

A351. 

A351. 

A361. 

A361. 

A361. 

A351. 


Grade 


A.S.T.M.  C.O 


FI . 

F6 . 

F6a.... 

F6 . 

F7 . 

F9 . 

Fll.... 

F12.... 

F21.... 

F22.... 

F304... 

F304L.. 

F310... 

F316... 

F316L. 

F321... 

F347... 

F348... 

FI . 

F2 . 

F6 . 

F5a.... 

F6 _ 

F22.... 

F8 _ 

F8in... 

F8c... 

F8t.... 

F25... 


B8... 

B6„. 

B7... 

B14.. 

B16.. 

B8C. 

B8T. 


WOA. 

WCB. 


WCl.„ 

WC4.„ 

WC5.„ 

WC6... 

WC9... 

C5 . 

C12.... 

CA16.. 

CF8-.. 

CF8M. 

CF8C„ 

CH20.. 

CK20.. 


Mini¬ 

mum 

tensile 

strength 

pjj.i. 


F105-I.. 

F105-II. 

F181-I.. 

F181-II. 


FI . . 

F5 . 

F6a . 

F6-410... 

F7 . 

F9 . 

Fll . 

F12 . 

F21 . 

F22 . 

F304 . 

F304L...- 

F310 . 

F316 . 

F316L„„ 

F321 . 

F347 . 

F348 . 

FI . 

F2 . 

F5 . 

F5a . 

F6-410... 

F22 . 

F8-304... 

F8m-316. 

F8C-347.. 

F8t-321.. 

F25-310.. 


B. 


B5... 

B6... 

B7... 

B14.. 

B16.. 

B8C. 

B8T. 


A . 

WCA. 

WCB. 


WCl... 

WC4... 

WC6-.. 

WC6... 

WC9... 

C6 . 

C12.... 

CA16.. 

CF8... 

CF8M. 

CF8C.. 

CH20.. 

CK20.. 


Notes 


60,0001 

70,000 

60,000 

70,000 

70,000 

60,000 

90,000 

85,000 

60,000 

100,000 

70,000 

70,000 

70,000 

70,000 

75,000 

66,000 

96,000 

76,000 

65,000 

75,000 

75,000 

76,000 

70,000 

70,000 

60,000 

80,000 

76,000 

70,000 

75,000] 

76,000 

76,000 

75,000 

95,000 


66,000 


(*) 

(»•) 

(*) 

(•) 

(•) 

(•) 

(•) 

(10) 

(•) 


70,000 

60,000 

70,000 

66.000] 

70,000 

70,000 

70,000 

70.000 

90,000 

90,000 

90,000 

70,000 

70,000 

70,000 

70,000] 

66,000 


(“) 
(‘) 
(“) 
(“) 
(*) 
(“) 
(“) 
(“) 
(*) 
(•M) 
(.Ml 
(‘  >•) 
(•) 
(») 
{“) 
(“) 
(“) 
(*•) 
(“) 


O 

0*) 

('•) 

(«) 

(>*) 

('•) 


CO 


For  metal  temperatures  not  exceeding  *F.* 


650 


16,000 

17,600 

15,000 

17.600| 

17,600 


19,000 

17.900 
13,700] 
22,000 
16,800 
16, 800 

15.600 
17,500 
11,200 

8,750 

16.900 
17,050 

9,800 

14,860 

14,860 

14,860 

17.600 
16,800 

13.700 
17,300 

16.700 
17,600 
11,200 
17,050 
14,860] 

14.860 

20.860 


7,000 

20,000 

20,000 

20,000 

20,000 

20,000 

11,850 

11,850 


17,500 

16,000 

17,500j 

16,260 

17,500 

17,500 

17.500 

17.600 

22.600 

22.500 
21,600 

I. ,600 
15,000 

II, 900 
14,400 
14,400 


700 


14,360 

16,600 

14,360 

16,600 

17,600 

13.400 
17,500 

17.600 

13.400 
21,200 
16,150 
16, 160 
15,100 
17, 500] 
10,800 

8,600 

16.600 
17,000 

9,460 

14,800 

14,800 

14.800 

17.500 
16. 160 

13.400 

16.500 

16.400 
17,600 

10.800 
17,000 
14,800 
14,800 
20,000 


20,000 

18,400 

20,000 

20,000 

20,000 

11,800] 

11,800 


16,600 

14,350 

16,600 

16,250 

17,600 

17,600 

17,500 

17.600 

21.600 

22,000 

20.700 
11,300 

14.700 

11.700 
14,350 
14,360 


760 


12,960 
14, 750] 
12,950 
14,760 

17.600 

13.100 
16,000 
17,050 

13. 100 

20,000 

15.500 

16.500 

14.600 

17.600 
10,400 

8,300 

16,260 

16,900 

9,100 

14,700 

14,700 

14,700 

17.600 

15.500 

13. 100 

15.600 

15.100 

17.500 
10,400 
16,900 
14,700 
14,700 

18.500 


800  850  900  960  1,000  1,060  1,100  1.160  1,200 


20,000 

16,700 

20,000 

20,000 

20,000 

11,750] 

11,760 


14,750 

12,950 

14,750 

16,260] 

17,500 

17.600 
17,500 
17,500 
20,400 
21,000 

19.600 
11.100 
14,360 

11.600 
14,300 
14,300 


10,800 

12,000 

10,800 

12,000 

16.900 
12,800 

14.500 
16,300 
12,600 

17.700 
15,000 
14,860 

13.900 

17.500 

10,000 

8,100] 

16. 700 

15. 750 
8,800] 

14,660 

14,660 

14,560 

16.900 

14,860 

12,800 

14.600 

14,650 

17.600 

10,000 

16.750 

14,660 

14,660 

17,000 


20,000 

14,300 

20,000 

20,000 

20,000 

11,650 

11,650 


12,000 

10,800 

12,000 

15,650 
17,000 
17,000 
17,000 
17,000 
19,000 
19,400 
18,300 
10,900 
14,000 
11,600 
14,150 
14, 150 


15,000 

12. 400 
13,000 
14,000] 
11, 500 

15.400 
14,  400 
14. 200] 
13,200 
16,000 

9,700] 


14.  900 
16,600 
8,600 
14,300] 
14,300 
14,300 

16,000 

14,200 

12,400 

13,000 

14,000 

16,000 

9,700 

16,600 

14,300 

14,300 

15,500 


17,260 

11,800 

16,250 

18,750 

18,750 

11,460 

11,450 


14,400 

16,800 

15,800 

15,800 

15,800 

17,000 

17,300] 

16,000 

10,660] 

13,500 

11,360 

13,900] 

13,900 


12,750 
11,  600 
11,500 
11,000 
9,600] 

13. 100 

13. 100 
13, 100] 
12,000 
14,000 

9,400 


10,000 

10,000 

8,800 

7,000] 

10,800 

11,000 

11,000 

9,000 

11,000] 

9,100l 


13,800 

16,000 


14, 100 

14,100 

14. 100 

12,750 

13. 100 

11,600 

11,600 

11,000] 

14,000 

9,400 

16,000 

14. 100 
14, 100] 
14,000 


13, 750 
8,400 
12,600 
16,660] 
16,660 
11,3001 
11,300 


12,500] 

14,000 

14,000 

14,000 

14.000, 

13,60m 

15,000 

11,000] 

10,400 

13,000 

11,200 

13,600 

13,600 


12, 600 
15, 100 


13,850 

13,860 

13,860 


11,000 
10,000 
10,000 
8,800] 
11,000 
9,100] 
16, 100 
13,850 
13,860 
12,600] 


10,300 


14,260 

14,260 

11,100 

11,100 


11,000 
11,000 
11,000 
10,000 
11,750 
7,600 
10,100 
12,360 
11, 100 
12,500 
12,600 


7,300 

7,300 

6,400 

5,000] 

8,600 

7,800 

7,600 

7,800 

7,8001 

8,800] 


11,000 

14,000] 


13,600 

13,600 

13,600 


7,600 

7,300 

7,300 

6,400 

7.800 

8.800 
14,000 
13,500 
13,600] 
11,000 


7,300 


11,000 

11,000] 

10,8001 

10,800 


7,800 

7,800 

7,800, 

7,300 

8,500 

6,000 

9,860 

11,700 

11,000 

10,500] 

11,000 


6,200 

5,200 

4,400] 

3.500 

6.500 

5.600 
5,000 
6,600] 
6,800 

8.600 


7,100 

12,200] 


13, 100 
13,100 
13,100 


6,000 
5,200 
5,200 
4,400 
6,800 
8.500 
12,200 
13. 100 
13,100] 
9,750 


6,250 

6,260 

10,600 

10,600 


7,600 


6,000 

10,400] 


6,760  4,500 


3.600 

8.600 


12,500  8,000 
12,600  8,000] 
12,600  8,000 


7.600 
10,400 
12, 500] 
12,500 

8.600 


10,000 

10,000 


6,600 


6,800 


3,300 

9,600 

10.600 

10,900 

8,500 

9,760 


2.200 

7.600 
0,400l 

10,800 

6,500 

8.600 


6,760 

8,500 

8,000 

8,000 

7,250] 


8,000 

8,000 


1.600 

6,700 

8,000] 

8,000 

5.000 

f,250 


2,500 

6,800 


6,000 

6,000 

6,000 


4,500 

6,800 

6,000 

6,000 

6,000 


5,000 

6,000 


1,000 

4,500 

6,800 

6,000 

3,800 

6,000 


I  In  general,  the  allowable  "S”  values  in  Table  52.05-10(a)  except  for  welded  pipe 
and  tubing,  and  bolting,  are  based  on  cme-fourtb  of  the  minimum  of  the  specified 
tensile  range  of  the  material  for  temperatures  of  660°  and  below;  and  on  creep  stress 
or  stress-rupture  for  temperatures  above  660°  F. 

>  Interm^iate  values  of  “S”  may  be  obtain^  by  interpolation. 

'  Carbon-molybdoium  alloy-steel  plate,  pipe,  forging,  and  cast  material  shall  be 
fimited  to  a  maximum  tempendure  of  875°  F. 

*  These  stress  values  apply  cmly  when  carbon  content  is  0.04  percent  or  higher. 

*  Higher  values  of  maximum  allowable  stress  for  temperatures  between  0°  F.  and 
660°  F.  will  be  considered  based  on  the  proposed  applicstion. 

'  The  minimum  tensile  strength  employed  not  given  in  the  specification;  tensile 
strength  value  assumed. 

'  Permitted  only  for  use  as  tube  material  in  beat  exchangers  and  tubing  for  hydrau¬ 
lic  systems. 

'  This  material  limited  to  the  construction  of  superheater,  waterwaD  and  eoono- 
miier  headers  when  used  in  boilers.  Where  welding  fabrication  is  employed,  a  mini¬ 
mum  preheat  temperature  of  300*  F.  shall  be  used. 

'  This  material  shall  be  limited  to  a  temperature  of  875°  F.  when  used  in  the  design 
of  pressure  vesseb. 

*«  Maximum  allowable  stress  values  for  temperatures  below  700°  F,  are  as  follows: 


u  Maximum  allowable  stress  values  for  temperatures  exceeding  660°  F.  will  be 
considered  based  on  the  proposed  application. 

u  These  stresses  include  weld  joint  efficiency  of  0.86. 

I*  When  material  conforming  to  this  specification  is  used  in  bofler,  waterwall, 
economizer,  and  superheater  tubes  that  are  fully  enclosed  within  the  boiler  setting^ 
and  in  heat  exchanger  tubes,  the  maiimnm  allowable  stress  may  be  used  without 
weld  joint  efficiency  of  0.85. 

u  welding  or  brazing  not  permitted  on  liquid  quenched  and  tempered  materials. 

u  This  stress  not  permitted  for  temperatures  exceeding  460°  F. 

**  Between  temperatures  of  ~20°  to  400*  F.,  stress  values  equal  to  the  lower  of  the 
following  will  be  permitted;  20  percent  of  the  minimum  tensile  strength  or  26  percent 
of  the  minimum  yield  strength. 

u  To  these  stresses  a  quality  factor  as  specified  in  1 62.06-18  shall  be  applied. 

"  These  stresses  apply  to  the  normalized  material  only. 


A.S.T.M.  deslgtiatlon 

Grade 

For  metal  temperatures  not  exceeding  *F. 

-20  to  400 

600 

600 

660 

A218 _  - 

T5 

lAOOO 

14,600 

14,000 

la^Too 

A182....«. _ _ _ _ 

F12 

17,500 

17,600 

17,600 

16^800 

A182 _ 

F8 

2%  500 

21,600 

201100 

IfllOOO 
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RULES  AND  REGULATIONS 


2.  Section  52.05-15(a)  is  amended  to 
read  as  follows: 

§52.05—15  Seamless  pipe  shells. 

(a)  Shells  may  be  seandess  pipe  or 
tubing  with  or  without  integral  heads  for 
boilers  and  unflred  pressure  vessels  pro¬ 
vided  the  material  conforms  to  Subpart 
51.25  or  51.34  of  this  subchapter,  ex¬ 
cept  that  Grades  T83,  P53-A  and  P-53B 
shall  not  be  used  for  boiler  shells  exceed¬ 
ing  18  inches  in  diameter. 

Subpart  52.20 — Dished  Heads 

3.  Section  52.20-15(i)  is  amended  to 
read  as  follows: 

§  52.20—15  Detailed  requirements. 

•  *  *  *  • 

(1) (l)  The  maximum  allowable  pres¬ 
sure  and  the  minimtim  thickness  of  an 
unstayed  dished  head  of  any  form  ex¬ 
cluding  hemispherical  heads,  without 
manhole  or  handholes  with  the  pressure 
on  the  convex  side  shall  be  calculated  by 
Formulas  (1)  and  (2)  of  S  52.20-10,  but 
only  60  percent  of  the  maximum  allow¬ 
able  pressure  thus  determined  shall  be 
allowed. 

(2)  The  maximum  allowable  pressure 
and  minimum  thickness  of  an  tmstayed 
hemispherical  head  without  manhole  or 
handholes  with  the  pressure  on  the  con¬ 
vex  side  shall  be  calculated  by  Formulas 

(3)  and  (4)  of  §  52.20-10,  but  only  60 
percent  of  the  maximum  allowable  pres¬ 
sure  thus  determined  shall  be  allowed. 

(R.S.  4405,  as  amended,  4462,  as  amended, 
46  n.S.C.  375,  416.  Interpret  or  apply  RA. 
4399,  as  amended,  4400,  as  amended,  4417, 
as  amended,  4417a,  as  amended,  4418,  as 
amended,  4421,  as  amended,  4426-4431,  as 
amended,  4433,  as  amended,  4434,  as 

amended,  4488,  as  amended,  4491,  as 

amended,  29  Stat.  690,  as  amended,  41  Stat. 
305,  as  amended,  49  Stat.  1544,  as  amended, 
secs.  3,  17,  54  Stat.  347,  as  amended,  166,  as 
amended,  sec.  3,  68  Stat.  675;  46  UJ3.C.  361, 
362,  391,  391a,  392,  399,  404-409,  411,  412, 
435,  481,  489,  366,  363,  367,  526p,  1333,  50 
UR.C.  198;  E.O.  10402,  17  PJl.  9917,  3  CPR, 
1952  Supp.) 


PART  54— UNFIRED  PRESSURE 
VESSELS 

Subpart  54.01 — General 
Requirements 

1.  The  introductory  text  only  of  para¬ 
graph  (b)  is  amended  to  read  as  follows: 

§  54.01—1  Scope. 

•  •  •  *  • 

(b)  The  following  classes  of  unflred 
pressure  vessels  are  not  subject  to  plan 
approval  or  shop  inspection  by  the  Coast 
Guard  and  are  exempt  from  the  require¬ 
ments  of  this  part: 

Subpart  54.03 — Design  and 
Construction 

2.  Section  54.03-1  is  amended  by  re¬ 
vising  paragraphs  (b)  and  (c)  to  read  as 
follows: 

§  54.03—1  Materials. 

•  •  •  •  • 

(b)  Steel  plate  used  for  pressure  parts 
of  unflred  pressure  vessels  may  be  of 
Class  B  material  compljring  with  the  re¬ 
quirements  of  Subpart  51.04,  51.22,  or 


51.23  of  this  subchapter,  except  that  un¬ 
flred  pressure  vessels  designed  for  pres¬ 
sures  exceeding  700  pounds  per  square 
inch  or  temperatures  exceeding  650  de¬ 
grees  F.  shall  be  constructed  of  Class  A 
steel  plate  meeting  the  requirements  of 
Subpart  51.04  of  this  subchapter. 

(c)(1)  Arc-  or  gas-welded  pressure 
vessels  over  one  inch  in  thickness,  when 
constructed  of  steel  plate  complying  with 
Subpart  51.04  of  this  subchapter  con¬ 
forming  to  specifications  A202,  A203, 
A204.  A212,  A225,  A299,  A302,  and  A387, 
Grade  A,  B,  or  C,  shall  conform  to  the 
requirements  for  Class  I  welded  pres¬ 
sure  vessels. 

(2)  Where  vessels  are  constructed  of 
steel  plate,  conforming  to  specifications 
A202.  A203,  A204,  A212.  A225,  A299.  A302, 
and  A387,  Grade  A,  B,  or  C,  which  do  not 
exceed  one  inch  in  thickness,  the  require¬ 
ments  for  Class  n  welded  pressure  vessels 
shall  apply  and  the  vessels  shall  be  stress- 
relieved  as  required  by  §  56.01-70  (h)  of 
this  subchapter. 

(3)  Arc-  or  gas- welded  pressure  ves¬ 
sels,  when  constructed  of  steel  plate 
conforming  to  specifications  A357,  A387, 
Grades  D  and  E,  and  A410,  shall  conform 
to  the  requirements  for  Class  I  pressure 
vessels. 

(R.S.  4405,  as  amended,  4462,  as  amended,  46 
U.S.C.  375,  416.  Interpret  or  apply  R.S.  4399, 
as  amended,  4400,  as  amended,  4417,  as 
amended.  4417a,  as  amended.  4418,  as  amend¬ 
ed,  4421,  as  amended.  4426-4431,  as  amended, 
4433,  as  amended,  4434,  as  amended,  4453, 
as  amended.  4488,  as  amended,  4491,  as 
amended,  sec.  14,  29  Stat.  690,  as  amended,  41 
Stat.  305,  as  amended,  49  Stat.  1544,  as 
amended,  secs.  3, 17,  54  Stat.  347,  as  amended, 
166,  as  amended,  sec.  3,  68  Stat.  675;  46  UA.C. 
361,  362,  391,  391a.  392,  399,  404-409,  411,  412, 
435,  481,  489, 366,  363,  367,  526p. 1333, 50  U.S.C. 
198;  E.O.  10402,  17  FM.  9917,  3  CFR,  1952 
Supp.) 


PART  55— PIPING  SYSTEMS  AND 
APPURTENANCES 

Subpart  55.07 — Detail  Requirements 

1.  Section  55.07-1  is  amended  by  revis¬ 
ing  the  text  of  paragraph  (b),  but  not 
Table  55.07-1  (b),  by  changing  the  word 
“material”  to  “materials”;  by  revising 
subparagraphs  (1)  and  (3)  of  paragraph 
(e) ;  by  revising  subparagraph  (h)  (1) ; 
and  by  revising  paragraph  (i)  to  read  as 
follows: 

§  55.07-1  Material. 

•  *  *  •  • 

(b)  Pipe  and  flange  materials  are  ac¬ 
ceptable  for  the  pressures  and  temper¬ 
atures  listed  in  Table  55.07-1  (b). 
***** 

(e)  (1)  Malleable  iron  castings  con¬ 
forming  to  the  requirements  of  Subpart 
51.61  of  this  subchapter  for  Grade  A1 
or  A2  material,  may  be  used  in  the  con¬ 
struction  of  valves  and  flttings  for  pres¬ 
sures  not  exceeding  300  pounds  per 
square  inch  and  temperatures  not  ex¬ 
ceeding  450  degrees  F.  Grade  B  malle¬ 
able  iron  may  be  used  for  pressures  not 
exceeding  150  pounds  per  square  inch 
and  temperatures  not  exceeding  450  de¬ 
grees  F.  Cast  iron  conforming  to  the 
requirements  of  Subpart  51.61  may  be 
used  in  the  construction  of  valves  and 
flttings  for  maximum  saturated  steam 


service  pressure  of  125  pounds  per  square 
inch.  Cast  iron  conforming  to  the  re¬ 
quirements  of  Subpart  51.61  may  also  be 
used  in  the  construction  of  valves  and 
fittings  for  maximum  liquid  and  gas 
service  pressures  of  100  pounds  per 
square  inch  at  340  degrees  F.  and  150 
pounds  per  square  inch  at  150  degrees  F. 
or  less.  Intermediate  values  may  be  ob¬ 
tained  by  interpolation.  For  exceptions 
to  these  limits  see  subparagraphs  (2), 
(3),  and  (4)  of  this  paragraph. 

***** 

(3)  Cast  iron  conforming  to  the  re¬ 
quirements  of  Subpart  51.61  of  this  sub¬ 
chapter  may  be  used  in  the  construction 
of  valves  and  flttings  of  special  design 
for  hydraulic  systems.  Prior  to  use  of 
such  valves  and  flttings  for  pressures 
exceeding  150  pounds  per  square  inch, 
each  design  shall  be  subjected  to  a  high 
shock  test  by  a  recognized  testing  labo¬ 
ratory  as  prescribed  by  the  Commandant 
and  shall  show  no  fracture  when  sub¬ 
jected  to  the  impact  test. 

•  *  •  *  «  ' 

(h) (1)  Except  as  otherwise  provided 
for  in  this  paragraph,  plastic  pipe  may 
be  used  for  fresh  and  salt  water  supply 
to  nonvital  machinery  and  to  all  ma¬ 
chinery  fitted  with  a  duplicate  standby 
unit,  and  for  other  piping  systems  as  may 
be  authorized  by  the  Commandant. 
Plastic  pipe  may  be  used  in  lines  which 
lead  through  watertight  decks  or  bulk¬ 
heads  provided  a  spool  piece  and  shutoff 
valve  constructed  of  an  acceptable  me¬ 
tallic  material  is  fitted  at  the  bulkhead. 
Such  valves  shall  be  operable  from  above 
the  bulkhead  deck.  Plastic  pipe  shall  not 
be  used  in  any  overboard  discharge  line 
outboard  of  the  required  overboard  dis¬ 
charge  valves. 

***** 

(i)  (1)  Except  as  otherwise  provided 
for  in  this  paragraph,  flexible  hose  and 
hose  assemblies  may  be  used  for  fresh 
and  salt  water  supply  to  quarters,  sani¬ 
tary  drains,  cooling  water  supply  to  non¬ 
vital  machinery  and  to  all  machinery 
fitted  with  a  duplicate  standby  unit  or 
duplicate  piping  system,  and  for  other 
piping  systems  as  may  be  authorized 
by  the  Commandant.  Flexible  hose  may 
be  used  in  lines  which  lead  through 
watertight  decks  or  bulkheads  provided 
a  spool  piece  and  shutoff  valve  con¬ 
structed  of  an  acceptable  metallic  mate¬ 
rial  are  fitted  at  the  bulkhead.  Such 
valves  shall  be  operable  from  above  the 
bulkhead  deck.  Flexible  hose  shall  not 
be  installed  outboard  of  the  required 
overboard  discharge  valves. 

(2)  Nonmetallic  flexible  hose  shall  be 
fabricated  with  an  inner  tube  and  cover 
of  synthetic  rubber  or  other  suitable  ma¬ 
terial  reinforced  with  wire  braid.  The 
material  for  the  cover  shall  be  fire- 
resistant.  The  inner  tube  shall  be  of 
seamless  construction,  uniform  gage  and 
shall  be  compatible  with  the  substance 
carried  therein. 

(3)  Piping  systems  using  flexible  hose 
shall  be  limited  to  a  maximum  pressure 
of  150  pounds  per  square  inch  except 
that  short  lengths  of  flexible  hose  may  be 
installed  in  fuel  and  lubricating  lines, 
at  or  near  machinery  units  and  in  pneu¬ 
matic  syst^ns  where  flexibility  is  re¬ 
quired.  Unreinforced  flexible  hose  may 
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be  used  in  water  and  pneumatic  piping 
systems  for  pressures  not  exceeding  50 
povuids  per  square  inch.  For 'flexible 
hose  installed  in  hydraulic  systems,  see 
§  55.17-25. 

(4)  Flexible  hose  assemblies  shall  be 
designed  for  a  bursting  pressure  of  not 
less  than  4  times  the  maximum  allowable 
pressure. 

2.  Section  55.07-10  is  amended  by  re¬ 
vising  paragraph  (c)  and  (e)  to  read 
as  follows: 

§  55.07—10  Valves  and  fittings. 

«  •  *  *  • 

(c>  Valves,  flanges,  fittings  and  appur¬ 
tenances  shall  be  designed  for  the  maxi¬ 
mum  pressure  to  which  they  may  be  sub¬ 
jected,  but  in  no  case  shall  the  design 
pressure  be  less  than  50  pounds  per 
square  inch.  When  butterfly  or  wafer 
type  resilient  seated  valves  are  used  for 
shell  connections,  the  valve  bodies  shall 
be  designed  for  150  pounds  per  square 
inch.  Large  fabricated  ballast  mani¬ 
folds  connecting  lines  exceeding  eight 
inches  nominal  pipe  size  may  be  designed 
for  a  pressure  of  not  less  than  25  pounds 
per  square  inch. 

•  *  *  •  * 

(e)  Valves,  flanges,  and  fittings  shall 
be  marked  in  conformance  with  the  re¬ 
quirements  of  MSS  Standard  SP-25- 
1960." 

3.  Section  55.07-15(e)  (1)  is  amended 
by  revising  table  55.07-15  (e)  (1)  to  read 
as  follows: 

§  55.07—15  Joints  and  flange  connec¬ 
tions. 

*  *  •  *  • 

(e)(1)  *  *  • 


Table  65.07-15(el)— Standards  for  Flanged,  Butt- 
Welding,  AND  Socket- Welding  Valves,  Fittings, 
AND  Pipe  Flanges  X 


Type 

Pressure 

rating 

Standard 

Notes 

Cast  iron . 

125 

ASA  B16.1-1960 . 

(‘) 

Do . 

250 

ASA  B16b-1960 . 

(') 

Bronze _ 

150 

ASA  B16.24-1953. _ 

Do . 

300 

ASA  B16,24-1953.... 

Steel _ 

150 

ASA  B16.5-1961 . 

(•) 

Do . 

300 

AfiA 

(') 

Do _ 

400 

ASA  Rift, .5-1961 

(') 

Do . 

600 

ASA  RlA  .'y-mi 

W 

Do . 

900 

ASA  B16.5-1961 . 

(') 

Do . 

1,500 

ASA  R16  R-lQfil 

(') 

Do . 

2,500 

ASA  R16  5-1961 

(') 

Do _ 

ASA  Rift  9-1958 

(*) 

Do....... 

ASA  B16.11-1946.... 

(•) 

•  American  Standard  Cast  Iron  Pipe  Flanges  and 
Flanged  Fittings,  Class  125,  published  by  the  American 
Society  of  Mechanical  Engineers,  29  West  39th  St., 
New  York  18,  N.Y. 

‘American  Standard  Cast  Iron  Pipe  Flanges  and 
Flanged  Fittings,  Class  250,  published  by  the  American 
Society  of  Mechanical  Engineers,  M  West  39th  St., 
New  York  18,  N.Y. 

'American  Standard  Brass  or  Bronze  Flanges  and 
Flanged  Fittings,  150-  and  300-lb.,  published  by  the 
American  Society  of  Mechanical  Engineers,  29  West 
39th  St.,  New  York  18,  N.Y. 

‘  American  Standard  Steel  Pipe  Flanges  and  Flanged 
Fittings  published  by  the  American  Society  of  Mechani¬ 
cal  Engineers,  29  West  39th  St.,  New  York  18,  N.Y. 

'American  Standard  Steel  Butt- Welding  Fittings, 
pablished  by  the  American  Society  of  Mechanical 
Engineers,  29  West  39th  St.,  New  York  18,  N.Y. 

•American  Standard  Steel-Socket  Welding  Fittings, 
published  by  the  American  Society  of  Mechanical 
Engineers,  29  West  39th  St.,  New  York  18,  N.Y. 


‘  The  “Standard  Marking  System  for 
Valves,  Fittings,  Flanges  and  Unions,”  Is 
published  by  Manufacturers  Standardization 
Society  of  the  Valves  and  Fittings  Industry, 
420  Lexington  Avenue,  New  York  17,  N.Y. 


4.  Section  55.07-25  Is  amended  by 
adding  a  new  paragraph  (u)  at  the  end 
thereof  reading  as  follows: 

§  55.07—25  Installation. 

*  •  •  *  • 

(u)  Oil  piping  drains,  strainers,  and 
other  equipment  subject  to  normal  oil 
leakage  shall  be  fitted  with  drip  pans 
or  other  means  to  prevent  oil  draining  to 
the  bilge. 

Subpart  55.10 — Pumping  Arrange¬ 
ments  and  Piping  Systems 

5.  Section  55.10-25  is  amended  by  re¬ 
vising  subparagraph  (d)  (3)  and  par  .- 
graph  (n)  to  read  as  follows: 

§  55.10-25  Bilge  and  ballast  piping. 
***** 

(d)  *  *  * 

(3)  For  vessels  of  150  gross  tons  and 
over,  no  main  suction  piping  shall  be 
less  than  2^  inches  internal  diameter. 
Branch  piping  need  not  be  more  than  4 
inches  and  shall  not  be  less  than  2  inches 
in  diameter  except  for  drainage  of  small 
pockets  or  spaces  in  which  case  IVz  inch 
diameter  may  be  used.  For  vessels  less 
than  150  gross  tons  no  bilge  suction  shall 
be  less  than^  inches  internal  diameter 
and  no  branch  piping  shall  be  less  than 
one  inch  nominal  pipe  size. 

*  *  «  *  ♦ 

(n)  Oily  water  separators,  if  installed 
as  a  means  of  meeting  the  requirements 
of  §  74.15-10  of  Subchapter  H  (Passen¬ 
ger  Vessels) ,  §  93.13-10  of  Subchapter  I 
(Cargo  and  Miscellaneous  Vessels),  or 
§  35.01-40  of  Subchapter  D  (Tank  Ves¬ 
sels)  of  this  chapter,  shall  be  of  sufficient 
capacity  to  provide  acceptable  separation 
under  the  least  favorable  anticipated 
service  conditions. 

(Sec.  8,  76  Stat.  403;  33  U5.C.  1007) 

6.  Section  55.10-30(c)  is  amended  to 
read  as  follows: 

§  55.10—30  Bilge  pumps. 

***** 

(c)  Capacity  of  independent  power 
bilge  pump.  Each  power  bilge  pump 
shall  have  a  capacity  of  developing  a 
suction  velocity  of  not  less  than  400  ft. 
per  minute  through  the  size  of  pipe  re¬ 
quired  by  §  55.10-25  under  ordinary  con¬ 
ditions,  except  that  for  vessels  of  less 
than  65  ft.  in  length  not  engaged  on  in¬ 
ternational  voyages  the  pump  shall  have 
a  minimum  capacity  of  25  gallons  per 
minute  and  need  not  meet  the  velocity 
requirement  of  this  paragraph. 

7.  Section  55.10-40(b)  (1)  is  amended 
to  read  as  follows: 

§  55.10—40  Fuel-oil  service  systems. 

«  «  *  *  • 

(b)(1)  All  vessels  having  oil  fired 
power  boilers  shall  have  at  least  two  fuel- 
oil  service  pumps  each  of  sufficient  ca¬ 
pacity  to  supply  all  the  boilers  at  full 
power,  and  arranged  so  that  one  may  be 
overhauled  while  the  other  is  in  service. 
At  least  two  fuel-oil  heaters  of  approxi¬ 
mately  equal  capacity  shall  be  installed 
and  so  arranged  that  any  heater  may  be 
overhauled  while  the  other(s)  are  in 
service.  Suction  and  discharge  strainers 
shall  be  of  the  duplex  or  other  tsrpe  capa¬ 
ble  of  being  cleaned  without  interrupting 


the  oil  supply.  Coamings,  drip  pans, 
etc.  shall  be  fitted  imder  fuel  oil  service 
pumps,  heaters,  etc.  where  necessary  to 
prevent  oil  drainage  to  the  bilge. 

Subpart  55.17 — Hydraulic  Systems 

8.  Section  55.17-25  is  amended  by  re¬ 
vising  paragraphs  (a)  and  (b)  to  read  as 
follows: 

§  55.17—25  Hydraulic  hose  and  fittings. 

(a)  Hose  and  fittings  shall  meet  the 
requirements  of  §  55.07-1  of  this  sub¬ 
chapter.  Hose  shall  be  complete  with 
factory-assembled  end  fittings  requiring 
no  further  adjustment,  of  the  fittings  on 
the  hose,  except  that  reusable  type  fit¬ 
tings  may  be  used  provided  they  are  of 
the  nipple  and  socket  type  in  which  the 
hose  is  securely  attached  to  the  fitting 
by  compression  of  the  hose. 

(b)  Hose  assemblies  may  be  installed 
between  two  points  of  relative  motion  but 
shall  not  be  subjected  to  torsional  deflec¬ 
tion  (twisting)  under  any  conditions  of 
operation  and  shall  be  limited,  in  general, 
to  short  lengths  required  for  flexibility. 
Special  consideration  may  be  given  to 
the  use  of  longer  lengths  of  flexible  hose 
where  required  for  proper  operation  of 
machinery  and  components  in  the  hy¬ 
draulic  system. 

(R.S.  4405,  as  amended,  4462,  as  amended, 
46  UJ3.C.  375,  416.  Interpret  or  apply  R.S. 
4899,  as  amended,  4400,  as  amended,  4417,  as 
amended,  4417a,  as  amended,  4418,  as  amend¬ 
ed,  4421,  as  amended,  4426-4431,  as  amended, 
4433,  as  amended,  4434,  as  amended,  4453, 
as  amended,  4488,  as  amended,  4491,  as 
amended,  sec.  14,  29  Stat.  690,  as  amended, 
41  Stat.  305,  as  amended,  49  Stat.  1544,  as 
amended,  secs.  3,  17.  54  Stat.  347,  as  amend¬ 
ed.  166,  as  amended,  sec.  3,  68  Stat.  675;  46 
U.S.C.  361,  362,  391,  391a.  392,  399.  404-409, 
411,  412,  435,  481,  489,  366,  363,  367,  526p. 
1333,  50  U.S.C.  198;  E.O.  10402,  17  FR.  9917, 
3  CFR,  1952  Supp.) 


PART  56— ARC  WELDING,  GAS 
WELDING  AND  PREHEATING 

Subpart  56.01 — Arc  Welding  and  Gas 
Welding 

1.  Section  56.01-70(h)  (1)  is  amended 
to  read  as  follows: 

§  56.01—70  Preheating  and  stress  re¬ 
lieving. 

*  •  *  •  « 

(h)  (1)  Class  n  welded  pressure  vessels 
shall  be  stress-relieved  imder  the  follow¬ 
ing  conditions: 

(i)  If  required  by  Figure  56.01-70(h). 

(ii)  If  fabricated  of  steel  plate  exceed¬ 
ing  0.58  inch  thickness  conforming  to 
specifications  A202,  A203,  A204.  A225, 
A299.  A387  Grade  A,  and  for  any  steel 
having  a  specified  molybdenum  content 
of  0.50  percent  nominal  (permissible 
range  0.40  to  0.65  percent)  with  a 
chromium  content  not  greater  than  0.70 
percent. 

(iii)  If  fabricated  of  steel  conforming 
to  specifications  A302,  A387  Grades  B  and 
C,  D  and  E,  and  for  a  chrome-molybde¬ 
num  steel  having  a  chromium  content 
greater  than  0.70  percent. 

(iv)  If  fabricated  as  a  Class  H  pres¬ 
sure  vessel  for  use  as  a  cargo  tank  for 
the  storage  or  transportation  of  liquefied 
compressed  gases  and  if  designed  for 
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pressures  exceeding  100  pounds  per 
square  inch. 

Subpart  56.05 — ^Tests' and  Inspection 

2.  Section  56.05-5  is  amended  by  re¬ 
vising  paragraph  (a)  (2)  and  by  chang¬ 
ing  the  word  “mark”  to  "mask”  in 
paragraph  (c)  (2) .  so  that  these  subpara¬ 
graphs  read  as  follows: 

§  56.05—5  Nondestructive  tests. 

(a)  •  •  • 

(2)  Each  welded  butt-joint  of  Class  n 
welded  pressure  vessels  shall  be  examined 
throughout  its  entire  length  by  means  of 
radiography,  preferably  by  X-ray,  when 
the  plate  thickness  at  the  welded  joint 
exceeds  IVi  inches,  or  when  required  by 
§  54.03-1  of  this  subchapter  and  Table 
56.01-25. 

*  *  s  •  • 

(C)  •  •  • 

(2)  The  weld  ripples  or  weld  surface 
irregularities,  on  both  inside  and  outside, 
shall  be  removed  by  any  suitable  me¬ 
chanical  process  to  a  degree  such  that 
the  resulting  radiographic  contrast  due 
to  any  remaining  irregularities  cannot 
mask  or  be  confused  with  that  of  any 
objectionable  defect. 

(R.S.  4405.  as  amended,  4462,  as  amended.  46 
U.S.C.  375,  416.  Interpret  or  apply  R.S.  4399, 
as  amended.  4400,  as  amended.  4417,  as 
amended,  4417a.  as  amended,  4418,  as 
amended,  4421,  as  amended,  4426-4431,  as 
amended,  4433,  as  amended.  4434 
as  amended,  4453,  as  amended,  4488,  as 
amended.  4491,  as  amended,  sec.  14,  29  Stat. 
690,  as  amended,  41  Stat.  305,  as  amended, 
49  Stat.  1544,  as  amended,  secs.  3.  17,  54 
Stat.  347,  as  amended,  166,  as  amended,  sec. 
3.  68  Stat.  675;  46  UJ3.C.  361,  362,  391.  391a. 
392,  399,  404-409,  411,  412,  435,  481,  489,  366, 
363,  367,  526p.  1333,  50  U.S.C.  198;  E.O.  10402, 
17  PJl.  9917,  3  CFR.  1952  Supp.) 


PART  61— INSTALLATIONS,  TESTS,  IN¬ 
SPECTIONS,  MARKINGS,  AND  OF¬ 
FICIAL  FORMS 

Subpart  61.20 — Tests  and  Inspection 
of  Boilers 

1.  Section  61.20-20  is  amended  to 
read  as  follows: 

§  61.20—20  Boiler  mountings  and  at¬ 
tachments. 

''  (a)  All  valves  and  boiler  mountings 
and  attachments  shall  be  opened  up  and 
examined  by  the  marine  inspector  after 
each  four  years  of  service. 

(b)  All  boiler  mounting  studs  or  bolts 
shall  be  examined  after  each  8  years  of 
service. 

(c)  (1)  Boiler  mountings  shall  be  re¬ 
moved  frotn  the  boiler  for  examination 
after  each  eight  years  of  service  where 
any  of  the  following  conditions  exist: 

(i)  Boilers  having  boiler  mountings 
attached  directly  to  the  boiler  plating 
by  screwed  studs  and  nuts. 

(ii)  Boilers  having  boiler  mountings 
attached  to  a  reinforcing  pad  by  screwed 
studs  and  nuts;  and  this  pad  it  attached 
directly  to  the  boiler  plating. 

(iii)  Boilers  having  boiler  mountings 
so  instaUed  that  a  satisfactory  examina¬ 
tion  of  these  mountings  or  of  their  at¬ 
taching  studs  cannot  be  made  by  remov¬ 


ing  the  bonnet  and  internal  parts  of  the 
valve. 

(2)  Where  boiler  mountings  or  valves 
are  attached  to  boiler  nozzles  and  a  sat¬ 
isfactory  internal  examination  of  these 
mountings  or  valves  and  their  attaching 
studs,  bolts,  or  other  means  of  attach¬ 
ment,  can  be  performed  by  opening  up 
the  valves,  such  mountings  or  valves 
need  not  be  removed  from  the  boiler 
unless  in  the  opinion  of  the  Officer  in 
Charge.  Marine  Inspection,  such  action 
is  necessary. 

(d)  The  Officer  in  Charge,  Marine  In¬ 
spection,  may  require  the  examinations 
prescribed  in  this  section  to  be  made  at 
more  frequent  intervals,  if  in  his  opinion 
such  action  is  necessary  to  be  assured 
of  the  safety  of  the  boiler  and  its  attach¬ 
ments. 

(e)  Water  columns,  gage  glasses,  and 
gage  cocks  shsill  be  examined  to  deter¬ 
mine  that  they  are  in  satisfactory  work¬ 
ing  order. 

(f)  Steam  gages  on  boilers  or  main 
steam  lines  shall  be  examined  and 
checked  for  accuracy. 

(g)  The  marine  inspector  shall  ex¬ 
amine  the  fusible  plugs. 

2.  Section  61. 20-25  (c)  is  amended  to 
read  as  follows: 

§  61.20—25  Boilers  of  foreign-built  ves¬ 
sels  admitted  to  American  registry. 

•  •  •  •  • 

(c)  The  boiler  or  boilers  shall  be  meas¬ 
ured  in  order  to  obtain  accurate  data, 
which  data  shall  be  embodied  in  the  re¬ 
port  of  the  inspector  making  the  exam¬ 
ination.  All  plates  shall  be  drilled  and 
gaged  by  the  inspector  to  determine  the 
actual  thickness,  and  upon  the  thick¬ 
ness  thus  obtained  the  maximum  allow¬ 
able  pressure  shall  be  based.  The  fur¬ 
naces  shall  be  trammed  to  ascertain  if 
there  is  any  distortion.  The  safety 
valves  on  the  boiler  and  its  superheater 
shall  be  Coast  Guard  approved  safety 
valves  designed,  constructed  and  flow- 
tested  in  conformance  with  Subpart 
162.001  of  Subchapter  Q  (Speciflcations) 
of  this  chapter.  The  safety  valves  and 
mountings  shall  be  thoroughly  exam¬ 
ined  to  determine  if  they  are  in  good 
working  condition  and  if  their  capacity 
is  ample. 

Subpart  61.25 — Tests  and  Inspections 
of  Pressure  Vessels 

3.  Section  61.25-20  is  amended  to  read 
as  follows: 

§  61.25—20  Pressure  vessels  in  service. 

(a)  At  each  initial  and  subsequent  in¬ 
spection  for  certification  the  marine  in¬ 
spector  shall  examine  or  test  all  unflred 
pressure  vessels  to  the  extent  necessary 
to  determine  that  their  condition  is  sat¬ 
isfactory  and  that  they  are  fit  for  service 
intended. 

(b)  Unflred  pressure  vessels  which 
are  fitted  with  manholes  or  other  in¬ 
spection  openings,  so  they  can  be  satis¬ 
factorily  examined  internally,  except  as 
otherwise  exempted  by  provisions  of  this 
section,. shall  be  opened  beiennially  at 
the  regular  annual  or  biennial  inspec¬ 
tion  and  thoroughly  examined  internally 
and  externally.  Such  pressure  vessels 
are  not  required  to  be  hydrostatically 


tested  unless  defects  are  found  which  in 
the  marine  inspector’s  opinion  may  im¬ 
pair  the  safety  of  the  pressure  vessel. 
In  this  case  a  hydrostatic  test  shall  be 
applied  at  a  pressure  equal  to  times 
the  maximum  allowable  press\u*e. 

(c)  Tubular  heat  exchangers,  hy¬ 
draulic  accumulators,  and  those  pres¬ 
sure  vessels  used  in  refrigeration  service 
shall  be  examined  imder  operating  con¬ 
ditions  at  the  regular  annual  or  biennial 
inspection. 

(d)  All  unflred  pressure  vessels,  other 
than  those  exempt  by  the  provisions  of 
this  section,  shall  be  subjected  to  a  hy¬ 
drostatic  test  IV4  times  the  maximiun 
allowable  pressure  biennially  at  the  reg¬ 
ular  annual  or  biennial  inspection. 

(e)  The  following  unflred  pressure 
vessels  will  not  normally  be  subjected 
to  a  hydrostatic  test: 

(1)  Tubular  heat  exchangers. 

(2)  Pressure  vessels  used  in  refrigera¬ 
tion  service. 

(3)  Hydraulic  accumulators. 

(4)  Unflred  pressure  vessels  which 
have  been  satisfactorily  examined  in¬ 
ternally  by  a  marine  inspector  and  in 
which  no  defects  have  been  found  which 
impair  the  safety  of  the  pressure  vessel. 

(5)  Unflred  pressure  vessels  which 
have  an  internal  volume  of  not  more 
than  5  cubic  feet  and  a  maximum  allow¬ 
able  pressure  of  not  more  than  100 
pounds  per  square  inch. 

(6)  Compression  tanks  containing 
water  under  pressure,  including  those 
containing  an  aircushion,  subject  to 
pressures  not  exceeding  100  pounds  per 
square  inch  and  temperatures  not  ex¬ 
ceeding  200  degrees  F.,  except  those 
fitted  with  permanent  air  charging  lines. 

(7)  All  unflred  pressure  vessels  having 
a  maximum  allowable  working  pressure 
not  exceeding  15  pounds  per  square  inch. 

(8)  Pressure  vessels  containing  me¬ 
diums  at  or  below  pressures  and  tem¬ 
peratures  specified  in  Table  61.25-20(e). 


Table  61.25-20(e) 


ServiM 

Pressure 

p.s.1. 

Temper¬ 

ature 

®F. 

StPAin,  gjw,  or  vnpors _  ... 

15 

Fiiftl  oil  _ 

100 

ISO 

T.ubripatinp  oil 

100 

200 

Liquids,  except  fuel  oil,  and  lubri¬ 
cating  oil _ 

100 

200 

(f)  Unflred  pressure  vessels  contain¬ 
ing  liquefied  compressed  gases  or  hazard¬ 
ous  liquids  shall  be  inspected  and  tested 
as  required  by  the  applicable  regulations 
published  in  Subchapter  D  (Tank  Ves¬ 
sels)  and  Subchapter  N  (Explosives  or 
Other  Dangerous  Articles  or  Substances 
and  Combustible  Liquids  on  Board  Ves¬ 
sels)  of  this  chapter. 

(g)  Bulk  storage  tanks  containing  re¬ 
frigerated  liquefied  COt  gas  for  use  on 
board  vessels  as  a  fire  extinguishing 
agent  shall  be  subjected  to  a  hydrostatic 
test  at  the  periodic  inspection  period  on 
the  eighth  year  of  the  installation  and 
at  eight-year  intervals  thereafter.  The 
hydrostatic  test  pressure  shall  be 
times  the  allowable  pressure.  At  the 
conclusion  of  the  hydrostatic  test,  the 
tank  shall  be  drained  and  an  internal 
examination  made.  Portions  of  the 
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jacket  and  lagging  on  the  underside  of 
the  tank  shall  be  removed  at  the  time 
of  the  hydrostatic  test  as  deemed  neces¬ 
sary  by  the  marine  inspector  so  as  to 
determine  the  external  condition  of  the 
tank. 

(R.S.  4405,  as  amended,  4462,  as  amended, 
46  U.S.C.  375,  416.  Interpret  or  apply  R.S. 
4399,  as  amended,  4400,  as  amended,  4417,  as 
amended,  4417a,  as  amended,  4418,  as 
amended,  4421,  as  amended,  4426-4431,  as 
amended,  4433,  as  amended,  4434,  as  amended, 
4453,  as  amended,  4488,  as  amended,  4491,  as 
amended,  sec.  14,  29  Stat.  690,  as  amended, 
41  Stat.  305,  as  amended,  49  Stat.  1544,  as 
amended,  secs.  3, 17,  54  Stat.  347,  as  amended, 
166,  as  amended,  sec.  3,  68  Stat.  675;  46 
U.S.C.  361,  362,  391,  391a,  392,  399,  404-409, 
411,  412,  435,  481,  489,  366,  363  367,  526p, 
1333,  50  U.S.C.  198;  E.O.  10402,  17  F.R.  9917, 
3  CFR,  1952  Supp.) 


SUBCHAPTER  H — PASSENGER  VESSELS 

PART  70— GENERAL  PROVISIONS  • 

1.  The  authority  for  Part  70  is 
amended  to  read  as  follows: 

Authority:  §§  70.01-1  to  70.35-5  Issued 
under  R.S.  4405,  as  amended,  4462,  as 
amended;  46  U.S.C.  375,  416.  Interpret  or 
apply  R.S.  4399,  as  amended,  4400,  as 
amended,  4426,  as  amended,  sec.  14,  29  Stat. 
690,  as  amended,  sec.  10,  35  Stat.  428,  as 
amended,  41  Stat.  305,  as  amended,  secs.  1, 
2,  49  Stat.  1544,  1545,  as  amended,  sec.  3, 
54  Stat.  347,  as  amended,  sec.  3,  70  Stat.  152, 
sec.  3,  68  Stat.  675;  46  U.S.C.  361,  362,  404, 
366,  395,  363  ,  367,  1333,  390b,  526p,  50  U.S.C. 
198;  E.O.  10402,  17  PR.  9917,  3  CPR,  1952 
Supp.  Treasury  Department  Orders  120,  July 
31,  1950,  15  F.R.  6521;  167-14,  November  26, 
1954,  19  F.R.  8026;  167-20  Jxme  18,  1956,  21 
P.R.  4894;  CGPR  56-28,  July  24,  1956,  21  P.R. 
5659.  Additional  authority  cited  with  sec¬ 
tions  affected. 


Subpart  70.01 — Authority  and 
Purpose 

2.  Section  70.01-10  is  amended  to  read 
as  follows: 

§  70.01—10  Authority  for  regulations. 

(a)  General.  (1)  The  authority  to 
prescribe  regulations  generally  is  set 
forth  in  46  U.S.  Code,  sections  375  and 
416,  as  well  as  in  certain  other  provisions 
in  46  U.S.  Code,  sections  170,  214,  215, 
222,  224,  224a,  226,  228,  229,  230-234, 
239,  240,  361,  362,  364,  372,  381,  391, 
391a,  392,  393,  399,  400,  402-414,  435, 
436,  451-453,  460,  461,  462,  464,  467,  470- 
482,  and  489-498,  and  acts  amendatory 
thereof  or  supplemental  thereto.  Under 
the  provisions  of  46  U.S.  Code,  section 
372,  the  Commandant,  United  States 
Coast  Guard,  superintends  the  admin¬ 
istration  of  the  vessel  inspection  laws 
to  produce  a  correct  and  uniform  admin¬ 
istration  of  the  inspection  laws,  rules, 
and  regulations. 

(b)  Inspection  and  certification.  (1) 
The  regulations  regarding  inspection  and 
certification  of  passenger  vessels  inter¬ 
pret  or  apply  46  U.S.  Code,  sections  361, 
362,  363,  367,  369,  390b,  391,  392,  395,  399, 
400,  404,  406-408,  411,  412,  435,  660a, 
and  1333,  and  50  U.S.  Code,  section  198. 

(c)  Construction  and  arrangement. 
(1)  The  regulations  regarding  the  con¬ 
struction  and  arrangement  of  passenger 
vessels  interpret  or  apply  46  U.S.  Code, 
sections  363,  367,  369,  390b,  391,  392,  404, 
481-483,  and  1333,  and  50  U.S.  Code, 
section  198. 

(d)  Subdivision.  (1)  The  regulations 
regarding  subdivision  of  passenger  ves¬ 
sels  interpret  or  apply  46  U.S.  Code, 
sections  85a,  88a,  363,  367,  369,  390b, 


391,  392,  404,  482,  483,  and  1333  and  50 
U.S.  Code,  section  198. 

(e)  Stability.  (1)  The  regulations 
regarding  stability  of  passenger  vessels 
interpret  or  apply  46  U.S.  Code,  sections 
85a,  88a,  363,  367,  369,  390b,  391,  392, 
404,  482,  483,  and  1333,  and  50  U.S. 
Code,  section  198. 

(f)  Lifesaving  equipment.  (1)  The 
regulations  regarding  lifesaving  equip¬ 
ment  of  passenger  vessels  interpret  or 
apply  46  U.S.  Code,  sections  367,  390b, 

391,  392,  404,  481,  489,  526p,  and  1333, 
and  50  U.S.  Code,  section  198. 

(g)  Fire  protection  and  equipment. 
(1)  The  regulations  regarding  fire  pro¬ 
tection  equipment  of  passenger  vessels 
interpret  or  apply  46  U.S.  Code,  sections 
367,  390b,  391,  392,  404,  470,  481,  526p, 
and  1333,  and  50  U.S.  Code,  section  198. 

(h)  Vessel  control  and  miscellaneous 
systems  and  equipment.  (1)  The  regu¬ 
lations  regarding  vessel  control  and 
miscellaneous  systems  and  equipment  of 
passenger  vessels  interpret  or  apply  46 
U.S.  Code,  sections  363,  367,  390b,  391, 

392,  404,  526p,  and  1333,  and  50  UjS. 
Code,  section  198. 

(i)  Operations.  (1)  The  regulations 
regarding  operations  of  passenger  vessels 
interpret  or  apply  46  U.S.  Code,  sections 
367,  390b,  391,  392,  404,  435,  526p,  and 
1333,  and  50  U.S.  Code,  section  198. 

Subpart  70.05 — Application 

'  3.  Section  70.05-1  (a)  is  amended  by 
revising  in  paragraph  (a)  Table  70.05- 
1(a)  (but  not  the  written  text),  which 
reads  as  follows: 

§  70.05—1  United  States  flag  vessels  sub¬ 
ject  to  the  requirements  of  this 
chapter. 

(a)  *  •  • 


Table  70.05-1  (a) 


Method  of  propul¬ 
sion 

Site  or  other 
limitations  > 

Classes  of  vessels  (including  motorboats)  examined  or  inspected  under  various  Coast  Guard  regulations  > 

Vessels  Inspected  and  cer¬ 
tificated  under  Subchapter 
D— Tank  Vessels  * 

Vessels  inspected  and  certificated 
imder  either  Subchapter  H— Pas¬ 
senger  Vessels  * » "  or  Subchapter 
T— Small  Passenger  Vessels  >  *  * 

Vessels  Inspected  and 
certificated  under  Sub¬ 
chapter  I— Cargo  and 
Miscellaneous  Vessels ' ' 

Vessels  subject  to  provi¬ 
sions  of  Subchapter  C— 
Uninspected  Vessels  *  •  • 

Column  1 

Column  2 

Column  3 

Column  4 

Column  5 

Column  6 

Steem _  _ 

Vessels  not  over  65 
feet  in  length. 

All  vessels  carrying  combus¬ 
tible  or  infiammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6 
passengers.’ 

All  tugboats  and  towboats. 

! 

An  vessels  except  those 
covered  by  columns  3,  4, 
and  5.' 

Vessels  over  65  feet 
in  length. 

/ 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.' 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international 
voyage,  except  s^achts. 

2.  All  vessels  of  not  over  15  gross  tons 
which  carry  more  than  6  passen¬ 
gers.’ 

3.  All  other  vessels  x^arrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cai^o  or  tank  ves¬ 
sels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

c.  Towing  and  fishing  vessels,  in 
other  than  ocean  and  coastwise 
service,  may  carry  persons  on  the 
legitimate  business  of  the  ves¬ 
sel,  in  addition  to  crew,  but 
not  to  exceed  one  for  each  net 
ton  of  the  vessel. 

All  vessels  except  those 
covered  by  columns  3 
and  4. 

None. 

‘  Where  length  is  used  in  this  tabic  it  means  the  length  measured  from  end  to 
end  over  the  deck,  excluding  sheer.  On  and  after  May  2, 1962,  this  expression  “  means 
a  straight  line  measurement  of  the  overall  length  from  tne  foremost  part  of  the  vessel 
to  the  aftermost  part  of  the  vessel,  measured  parallel  to  the  centerline.” 

*  Subchapters  E  (Load  Lines),  F  (Marine  Engineering),  J  (Electrical  Engineering), 
wd  N  (Explosives  or  Other  Dangerous  Articles  or  Substances,  and  Combustible 
Liquids  on  Board  Vessels)  of  this  chapter  may  also  be  applicable  under  certain 
wnditions. 

*  Public  nautical  school  ships,  other  than  vessels  of  the  Navy  and  Coast  Guard, 
shall  meet  the  requirements  of  Part  167  of  Subchapter  R  (Nautical  Schools)  of  this 
chapter.  Civilian  nautical  school  ships,  as  defined  by  46  U.S.C.  1331,  shall  meet 
toe  requirements  of  Subchapter  U  (Passenger  Vessels)  and  Part  168  of  Subchapter 
R  (Nautical  Schools)  of  this  chapter. 

*  Subchaptcr  H  (Passenger  Vessels)  of  this  chapter  covers  only  those  vessels  over 


65  feet  in  length.  Subchaptcr  T  (Small  Passenger  Vessels)  of  this  chapter  covers 
only  those  vessels  of  not  over  65  feet  in  length. 

*  Vessels  covered  by  Subchapters  H  (Passenger  Vessels)  or  I  (Cargo  and  Mis¬ 
cellaneous  Vessels)  of  this  chapter,  where  the  principal  purpose  or  use  of  the  vessel 
is  not  for  the  carriage  of  liquid  cargo,  may  be  granted  a  permit  to  carry  a  limited 
amount  of  inflammable  or  combustible  liquid  cargo  in  bulk.  The  portion  of  the 
vessel  used  for  the  carriage  of  the  inflammable  or  combustible  liquid  cargo  shall 
meet  the  requirements  of  Subchapter  D  (Tank  Vessels)  in  addition  to  the  require¬ 
ments  of  Subchapter  II  (Passenger  Vessels)  or  I  (Cargo  and  Miscellaneous  Vessels) 
of  this  chapter. 

*  Any  vessel  on  an  international  voyage  is  subject  to  the  requirements  of  the 
International  Convention  for  the  Safety  of  Life  at  Sea,  1948. 

’  The  meaning  of  the  term  “passenger”  is  as  defined  in  the  Act  of  May  10,  1956 
(sec.  1,  70  Stat.  151;  46  U.S.C.  390). 

*  Boilers  and  machinery  are  subject  to  examination  on  vessels  over  40  feet  in  length. 
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RULES  AND  REGULATIONS 

Tabli  70.05-1  (a) — Continued 


Method  of  propnl- 
sioa 

Classes  of  vessels  (including  motorboats)  examined  m  Inspected  under  various  Coast  Guard  regulations  > 

Sfie  or  other 
limitations  > 

Vessels  inspected  and  oer- 
tiflcated  under  Subchapter 
D — Tank  Vessels  • 

Vessels  inspected  and  certificated 
under  either  Subchapter  H — Paa- 
senger  Vessels  >  •  *  *  or  Subchapter 
T-^maU  Passenger  Vessels  *  * « 

Vessels  Imspected  and 
eertificatea  ander  8b^ 
chapter  I — Cargo  and 
-  Miscellaneous  Vessels  *  * 

.Vessels  subject  to  provi¬ 
sions  of  Sutxdiapter  C— 
Uninspected  Vessels  *  *  * 

Cohimn  1 

Colonux  2 

Colmnn  4 

Ccflunm  4 

Column  5 

Column  6 

Motor _ _ _ 

Vessels  ot  not  over 
15  gross  tons. 

All  vesseb  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pa» 
sengers.’ 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  08  or  146. 

AU  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

Vessels  over  15  gross 
tons  except  sea- 
going  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 

All  vessels  carrymg  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

1.  AU  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  vessels  not  over  65  feet  in  length 
which  carry  more  than  6  passen- 
gers.f 

3.  AU  other  vesaris  of  over  65  feet  in 
length  carrying  passengers  for  hire 
except  documented  cargo  or  tank 
vessels  issued  a  permit  to  carry  not 
more  than  16  persons  in  addition  to 
the  crew. 

AU  vessels  carrying  freight 
for  hire  except  tluwe 
covered  by  oeltimna  9 
and  4. 

AD  vessels  except  those 
covered  by  columns  3,  4, 

>  and  5. 

Seagoing  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

1.  AU  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  AU  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank 
vessels  issued  a  pei^t  to  carry 
not  more  than  16  persona  in 
addition  to  the  crew. 

All  vessels  except  those 
covered  by  colmims  3 
and  4,  and  those  en¬ 
gaged  in  the  fishing,  oys- 
tering,  clamming,  crab¬ 
bing,  or  any  otber 
branch  of  the  fishery, 
kelp,  or  sponge  indus¬ 
try.. 

AU  vessels  except  those 
covered  by  columns  3,  4, 
and  5.  " 

Vessels  not  over  700 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

AU  vessels  carrying  more  than  6  pas- 
sengers.f 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  93  or  146. 

None. 

Vessels  over  700 
gross  tons. 

All  vessels  carrying  combus- 
sible  or  inflammable  liquid 
cargo  in  bulk. 

AU  vessels  carrying  passengersforhiie.. 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

None. 

Noit^ll-propelled ... 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.* 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  96  or  146. 

AU  barges  carrying  passen¬ 
gers  except  those  covered 
by  etdumn  4. 

Vessels  over  100 
gross  tons. 

AD  vessels  carrying  combus¬ 
tible  or  inflammable  Uquid 
cargo  in  bulk. 

AU  vessels  carrying  passengers  for  hire.. 

AU  seagoing  barges  except 
those  covered  by  col¬ 
umns  3  and  4;  and  those 
inland  barges  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

AU  barges  carrying  passen¬ 
gers  except  those  covered 
by  column  4. 

See  footnotes  on  preceding  page. 


4.  Section  70.05-3  is  amended  by 
adding  a  new  paragraph  (c)  at  the  end 
thereof  reading  as  follows: 

§  70.05—3  Foreign  vessels  subject  to  the 
requirements  of  this  subchapter. 

•  •  •  *  • 

(c)  Nothwithstanding  the  exceptions 
previously  noted  in  paragraph  (b)  of  this 
section,  foreign  vessels  of  novel  design 
or  construction,  whose  operation  in¬ 
volves  potential  unusual  risks  shall  be 
subject  to  inspection  to  the  extent  neces¬ 
sary  to  safeguard  life  and  property  in 
United  States’  ports,  as  further  pro¬ 
vided  by  §  2.01-13  of  Subchapter  A 
(Procedures  Applicable  to  the  Public)  of 
this  chapter. 

(B.S.  4472.  as  amended;  46  n.S.C.  170) 

Subpart  70.35 — American  Bureau  of 
Shipping’s  Standards 

5.  After  the  heading  for  Subpart  70.35 
there  is  inserted  additional  authority 
reading  as  follows: 

Authobitt:  §S  70.35-1  and  70.35-5  interpret 
or  apply  sec.  25.  41  Stat.  998,  as  amended,  sec. 
5.  49  Stat.  1384,  as  amended;  46  UJS.C.  881. 
369. 


PART  71— INSPECTION  AND 
CERTIFICATION 

1.  The  authority  for  Part  71  is  amend¬ 
ed  to  read  as  follows: 

AuTHORrrr:  55  71.01-1  to  71.75-1  issued 
under  R.S.  4405.  as  amended,  4426,  as  amend¬ 
ed;  46  UJ5.C.  375,  416.  Interpret  or  apply 
R.S.  4399,  as  amended,  4400,  as  amended,  4417, 
as  amended,  4418,  as  amended,  4426,  as 
amended,  4433,  as  amended,  4453,  as 
amended,  4488,  as  amended,  sec.  14,  29  Stat. 
690,  as  amended,  sec.  10,  35  Stat.  428,  as 
amended,  41  Stat.  305,  as  amended,  sec.  5, 
49  Stat.  1384,  as  amended,  secs.  1,  2,  49  Stat. 
1544,  1545,  as  amended,  sec.  3,  54  Stat.  347,  as 
amended,  sec.  3,  70  Stat.  152,  sec.  3.  68  Stat. 
675;  46  U.S.C.  361,  362,  391,  392,  404,  411,  435, 
481,  366,  395,  363,  369,  367,  1333,  390b,  50 
U.S.C.  198;  E.O.  10402,  17  PR.  9917,  3  CFR, 
1952  Supp.  Treasury  Department  Orders  120, 
July  31,  1950,  15  PR.  6521;  167-14,  November 
26,  1954,  19  PR.  8026;  167-20,  June  18.  1956, 
21  P.R.  4894;  CGPR  56-28,  July  24,  1956,  21 
PR.  5659;  167-38,  October  26,  1959,  24  PR. 
8857.  Additional  authority  cited  with  sec¬ 
tions  affected. 

Subpart  71.01 — Certificate  of 
«  Inspection 

2.  After  the  heading  for  Subpart  71.01 
there  is  inserted  additional  authority 
reading  as  follows: 


Atjthobity:  5§  71.01-1  to  71.01-20  Interpret 
or  apply  R.S.  4421,  as  amended,  4423,  as 
amended,  sec.  12,  35  Stat.  428,  as  amended;  46 
U.S.C.  399,  400,  397.  Treasury  Department 
Orders  120,  July  31.  1950,  15  PR.  6521;  CGPR 
56-28,  July  24.  1956,  21  PR.  5659. 

Subpart  71.45 — Sanitary  Inspections 

3.  The  following  authority  is  added 
after  §  71.45-1  (a) : 

(Sec.  4,  49  Stat.  1935,  as  amended;  46  U.S.C. 
660a.  Treasury  Department  Order  120,  July 
31.  1950,  15  PR.  6521) 

✓ 

Subpart  71.50 — Drydocking 

4.  Section  71.50-1  is  amended  by  re¬ 
vising  paragraph  (a)  and  the  introduc¬ 
tory  text  only  of  paragraph  (b)  to  read 
as  follows: 

§  71.50—1  When  required. 

(a)  Except  for  extensions  as  author¬ 
ized  by  the  Commandant,  all  vessels  mak¬ 
ing  international  voyages  shall  be  placed 
in  drydock  or  hauled  out  for  examination 
at  least  once  every  12  months. 

(b)  Except  for  extensions  as  author¬ 
ized  by  the  Commandant,  all  vessels  not 
making  international  voyagea  shall  be 
placed  in  drydock  or  hauled  out  for  ex¬ 
amination  within  the  periods  set  forth  in 
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this  paragraph,  depending  upon  the  serv¬ 
ice. 

Subpart  71.65— Plan  Approval 

5.  After  the  heading  for  Subpart  71.65 
there  is  inserted  additional  authority 
reading  as  follows: 

Aothobitt:  5 §71.65-1  to  71.66-20  Inter¬ 
pret  or  apply  R.S.  4490,  as  amended,  sec.  3, 
24  Stat.  129,  as  amended;  46  UA.C.  482,  483. 
Treasury  Department  Order  120,  July  31, 1960, 
15  FJl.  6521. 

6.  Section  71. 65-5 (d)  (6)  is  amended  by 
changing  the  word  “steam”  to  “foam”  so 
this  subparagraph  reads  as  follows: 

§  71.65—5  Plans  and  specifications  re- 
ffuired  for  new  construction. 

*  •  *  *  * 

(d)  Fire  control.  *  *  * 

(6)  Extinguishing  systems,  including 
fire  mains,  carbon  dioxide,  foam,  and 
sprinkling  systems. 

7.  Section  71. 65-15 (a)  is  amended  by 
revising  subparagraph  (3)  and  adding 
a  new  subparagraph  (4),  reading  as 
follows: 

§  71.65—15  Procedure  for  submittal  of 
plans. 

(a)  *  *  * 

(3)  The  plans  may  be  submitted  di¬ 
rectly  to  field  technical  offices: 

(i)  Commander.  3d  Coast  Guard  Dis¬ 
trict  (mmt),  45  Broadway,  New  York, 
N.Y.,  for  geographical  area  covered  by 
1st,  3d.  and  5th  Coast  Guard  Districts. 

"  (ii)  Commander,  8th  Coast  Guard 
District  (mmt) ,  Room  308,  Custom 
House,  New  Orleans,  La.,  for  geographi¬ 
cal  area  covered  by  2d,  7th,  and  8th 
Coast  Guard  Districts. 

(iii)  Commander,  12th  Coast  Guard 
District  (mmt),  630  Sansome  St.,  San 
Francisco,  Calif.,  for  geographical  area 
covered  by  11th,  12th,  13th,  14th,  and 
17th  Coast  Guard  Districts. 

(4)  In  the  case  of  classed  vessels,  upon 
specific  request  by  the  submitter,  the 
American  Bureau  of  Shipping  will  ar¬ 
range  to  forward  the  necessary  plans  to 
the  Coast  Guard  indicating  its  action 
thereon.  In  this  case,  the  plans  will  be 
returned  as  noted  in  subparagraph  (2) 
of  this  paragraph. 

8.  Section  71.65-20  (a)  is  amended  to 
read  as  follows: 

§  71.65—20  Number  of  plans  required. 

(a)  Four  copies  of  each  plan  are 
normally  required  so  that  one  can  be 
returned  to  the  submitter.  If  the  sub¬ 
mitter  desires  additional  approved  plans, 
a  suitable  number  should  be  submitted 
to  permit  the  desired  distribution. 


PART  72— CONSTRUCTION  AND 
ARRANGEMENT 

1.  The  authority  for  Part  72  is 
amended  to  read  as  follows: 

Authority:  §§  72.01-1  to  72.40-90  issued 
to  R.S.  4405,  as  amended,  4462,  as  amended; 
46  U.S.C.  375,  416.  Interpret  or  apply  RJS. 
4417,  as  amended.  4418,  as  amended,  4426, 
as  amended,  4488,  as  amended.  4490,  as 
amended,  sec.  14.  24  Stat.  129,  as  amended, 
sec.  10,  35  Stat.  428,  as  amended,  41  Stat. 
305,  as  amended,  secs.  1,  2,  49  Stat.  1544, 


1545,  sec.  3.  64  Stat.  347,  as  amended,  sec.  8, 
68  Stat.  675;  46  n.S.C.  391,  392,  404,  481,  482, 
483,  395,  363,  367,  1333,  390b.  60  n.S.C.  198; 
E.O.  10402,  17  FJl.  9917,  3  CFR,  1952  Supp. 
Treasury  Department  Orders  120,  July  31, 
1950,  16  FH.  6521;  167-14,  November  26, 1954, 
19  FH.  8026;  167-20,  June  18,  1956,  21  FJR. 
4894;  CGFR  56-28,  July  24.  1956,  21  Fit.  5659; 
167-38,  October  26.  1959,  24  FJl.  8857. 

Subpart  72.03 — General  Fire 
Protection 

2.  Section  72.03-20  Segregation  of 
spaces  containing  the  emergency  source 
of  electric  power  is  canceled. 

Subpart  72.05 — Structural  Fire 
Protection 

3.  Section  72.05-50.(i)  is  amended  to 
read  as  follows: 

§  72.05—50  Ventilation. 

***** 

(i)  In  all  ventilation  systems,  manu¬ 
ally  operated  dampers  or  other  suitable 
means  shall  be  provided  in  accessible 
locations,  outside  the  spaces  served  by 
the  system,  for  shutting  off  the  passage 
of  air  in  the  event  of  fire;  however,  no 
dampers  shall  be  placed  in  exhaust  ducts 
from  film  lockers  or  projection  rooms. 

Subpart  72.10 — Means  of  Escape 

4.  Section  72. 10-5 (a)  is  amended  to 
read  as  follows: 

§  72.10—5  Two  means  required. 

(a)  There  shall  be  at  least  two  means 
of  escape  from  all  general  areas  acces¬ 
sible  to  the  passengers  or  where  the  crew 
may  be  quartered  or  normally  employed. 
At  least  one  of  these  two  means  of  escape 
shall  be  independent  of  watertight  doors. 
For  stairway  continuity  and  general  re¬ 
quirements  for  stairways  on  any  vessel  of 
100  gross  tons  and  over,  or  any  vessel 
which  carries  more  than  150  passengers, 
or  any  vessel  on  an  international  voyage, 
see  §  72.05-20. 

5.  Section  72.10-25 (a)  is  amended  to 
read  as  follows: 

§  72.10—25  Stairway  size. 

(a)  Stairways  shall  be  of  sufficient 
width  to  satisfactorily  accommodate  the 
number  of  persons  having  access  to  such 
stairs  for  escape  purposes. 

Subpart  72.15 — ^Ventilation 

6.  Section  72.15-15  is  amended  by 
adding  at  the  end  thereof  a  new  para¬ 
graph  (b)  reading  as  follows: 

§  72.15—15  Ventilation  for  closed  spaces. 
«  «  •  •  « 

(b)  Means  shall  be  provided  for  stop¬ 
ping  all  fans  in  ventilation  systems  serv¬ 
ing  machinery  and  cargo  spaces  and  for 
closing  all  doorways,  ventilators  and  an¬ 
nular  spaces  around  funnels  and  other 
openings  to  such  spaces,  from  outside 
these  spaces,  in  case  of  fire. 


PART  73— WATERTIGHT 
SUBDIVISION 

1.  The  authority  for  Part  73  is  amend¬ 
ed  to  read  as  follows: 


R.S.  4417,  as  amended,  4418,  as  amended, 
4426,  as  amended,  4490,  as  amended,  sec.  3. 
24  Stat.  129,  as  amended,  sec.  10,  35  Stat.  428, 
41  Stat.  305,  as  amended,  sec.  2,  45  Stat.  1493, 
as  amended,  sec.  2,  49  Stat.  888,  as  amended, 
sec.  5,  49  Stat.  1384,  as  amended,  secs.  1,  2, 
49  Stat.  1544,  1545,  as  amended,  sec.  3,  54 
Stat.  347,  as  amended,  sec.  3,  70  Stat.  152, 
sec.  3,  68  Stat.  675;  46  U.S.C.  391,  392,  404, 
482,  483,  395,  363,  85a,  88a,  369,  367,  1333, 
390b,  50  U.S.C.  198;  E.O.  10402,  17  P.R.  9917, 
3  CFR,  1952  Supp.  Treasury  Department 
Orders  120,  July  31,  1950,  16  FH.  6521;  167-14, 
November  26,  1954,  19  FJR.  8026;  167-20, 
June  18,  1956,  21  FJl.  4894;  CGFR  56-28. 
July  24, 1956, 21  FJR.  6659;  167-38,  October  26, 
1959, 24  F.R.  8857.  i 


PART  74— STABILITY 

1.  The  authority  for  Part  74  is  amend¬ 
ed  to  read  as  follows: 

Authobitt:  §§74.01-1  to  74.25-1  Issued 
under  R.S.  4405,  as  amended,  4462,  as  amend-' 
ed;  46  U.S.C.  375,  416.  Interpret  or  apply 
R.S.  4417,  as  amended,  4418,  as  amended. 
4426,  as  amended,  4490,  as  amended,  sec.  3, 
24  Stat.  129,  as  amended,  sec.  10,  35  Stat.  428, 
as  amended,  41  Stat.  305,  as  amended,  sec.  2. 
45  Stat.  1493,  as  amended,  sec.  2,  49  Stat.  888, 
as  amended,  sec.  5,  49  Stat.  1384,  as  amended, 
secs.  1,  2,  49  Stat.  1544,  1545,  as  amended, 
sec.  3.  54  Stat.  347,  as  amended,  sec.  3,  70 
Stat.  152,  sec.  3,  68  Stat.  675;  46  U.S.C.  391, 
392,  404,  482,  483,  395,  363,  84a,  88a.  369,  367, 
1333,  390b.  60  UJS.C.  198;  E.O.  10402,  17  F.R. 
9917;  3  CITl,  1962  Supp.  Treasury  Depart¬ 
ment  Orders  120,  July  31,  1950,  15  F.R.  6521; 
167-14,  November  26.  1954,  19  Fit.  8026; 
167-20,  June  18,  1956,  21  F.R.  4894;  CGFR 
56-28,  July  24,  1956,  21  F.R.  5659;  167-38, 
October  26, 1959,  24  F.R.  8857. 


PART  75— LIFESAVING  EQUIPMENT 

/ 

1.  The  authority  for  Part  75  is  amend¬ 
ed  to  read  as  follows: 

Authority:  §§  75.01-1  to  75.90-10  issued 
under  R.S.  4405,  as  amended,  4462,  as  aniend- 
ed;  46  U.S.C.  375,  416.  Interpret  or  apply 
R.S.  4417,  as  amended,  4418,  as  amended, 
4426,  as  amended,  4488,  as  amended,  4491, 
as  amended,  sec.  10,  35  Stat.  428,  as  amend¬ 
ed,  41  Stat.  305,  as  amended,  secs.  1,  2,  49 
Stat.  1544,  1545,  as  amended,  sec.  17,  54  Stat. 
166,  as  amended,  sec.  3,  54  Stat.  347,  as 
amended,  sec.  3.  70  Stat.  152,  sec.  3,  68  Stat. 
675;  46  n.S.C.  391,  392,  404,  481,  489,  395, 
363,  367,  526p.  1333,  390b.  50  UA.C.  198;  E.O. 
10402,  17  FJt.  9917;  3  CFR,  1952  Supp. 
Treasury  Department  Orders  120,  July  31, 
1950,  15  FJl.  6521;  167-14,  November  26.  1954, 
19  Fit.  8026;  167-20,  June  18.  1956,  21  FJt. 
4894;  CGFR  56-28,  July  24,  1956,  21  FR. 
5659;  167-38,  October  26.  1959,  24  Fit.  8857. 

Subpart  75.20 — Equipment  for  Life¬ 
boats,  Liferafts,  Lifefloats,  and 
Buoyant  Apparatus 

§  75.20—10  [Amendment] 

2.  In  §  75.20-10(a),  Table  75.20-10(a) 
is  amended  by  changing  the  footnote 
reference  from  “4”  to  “3”  for  “1  unit” 
which  is  in  the  third  column  entitled 
“ocean  and  coastwise”  opposite  letter 
identification  “ii”  (in  column  1)  for  the 
item  “Signals,  distress,  red  hand  flare.” 

3.  Section  75.20-15(j)  is- amended  to 
read  as  follows: 

§  75.20-15  Description  of  ecpiipment 
for  lifeboats. 

«  •  •  •  • 

(j)  Flashlight.  The  flashlight  shall 


Authority:  §§73.01-1  to  73.90-1  issued 
under  R.S.  4405,  as  amended,  4462,  as  amend¬ 
ed;  46  U.S.C.  375,  416.  Interpret  c»r  apply  be  of  an  approved  Type  I.  Size  No.  3 
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constructed  in  accordance  with  Subpart 
161.008  of  Subchapter  Q  (Specifications) 
of  this  chapter.  Three  spare  cells  (or 
9ne’ 3-cell  battery)  and  two  spare  bulbs 
shall  be  provided  with  each  flashlight. 
Batteries  shall  be  replaced  yearly  dur¬ 
ing  the  annual  stripping,  cleaning  «nd 
overhaul  of  the  lifeboat. 

§  75.20—90  [Amendment] 

4.  Section  75.20-90(a)  (5)  is  canceled. 
(This  subparagraph  has  served  its  pur¬ 
pose  and  is  now  out  of  date.) 

Subpart  75.45 — Line-Thro>ving 
Appliances 

5.  Section  75.45-15(b)  (3)  is  amended 
to  read  as  follows: 

§  75.45—15'  Equipment  for  line-throwing 
appliances. 

*  •  *  *  « 

(b)  •  •  • 

(3)  Four  service  lines,  each  not  less 
than  400  feet  in  length,  of  %-inch  cir¬ 
cumference  flax  or  cotton  and  having  a 
breaking  strength  of  at  least  250  potmds, 
or  each  not  less  than  600  feet  in  length 
of  Me-inch  or  more  diameter  woven  or 
braided  nylon,  very  flexible,  having  a 
breaking  strength  not  less  than  140 
pounds,  or  equivalent,  to  be  kept  in  fak¬ 
ing  boxes  or  on  reels.  These  lines  may 
be  kept  either  in  the  box  or  case  with 
the  remainder  of  the  equipment  or  be 
stowed  in  an  accessible  location  nearby. 


PART  76— FIRE  PROTECTION 
EQUIPMENT 

1.  The  authority  for  Part  76  is 
amended  to  read  as  follows: 

Axjthobitt:  §§76.01-1  to  76.60-10  issued 
under  R.S.  4405,  as  amended,  4462,  as 
amended;  46  17.8.0.  375,  416.  Interpret  or 
apply  R.S.  4417,  as  amended,  4418,  as  amend¬ 
ed,  4426,  as  amended,  4488,  as  amended,  4491, 
as  amended,  sec.  10,  35  Stat.  428,  as  amended, 
41  Stat.  305,  as  amended,  secs.  1,  2,  49  Stat. 
1544,  1545,  as  amended,  sec.  17,  54  Stat.  347, 
as  amended,  sec.  3,  70  Stat.  152,  sec.  3,  68 
Stat.  675;  46  n.S.C.  391,  392,  404,  481,  489, 
395,  363,  367,  526p,  1333,  390b,  50  U.S.C.  198; 
E.O.  10402,  17  PH.  9917;  3  CFR,  1952  Supp. 
Treasury  Department  Orders  120,  July  31, 
1950,  15  PR.  6521;  167-14,  November  26,  1954, 
19  P.R.  8026;  167-20,  June  18,  1956,  21  PR. 
4894;  CGPR  56-28,  July  24,  1956,  21  PR. 
5659;  167-38,  October  26,  1959,  24  P.R.  8857. 

Subpart  76.05 — Fire  Detecting  and  Ex¬ 
tinguishing  Equipment,  Where  Re¬ 
quired 

2.  In  §  76.05-1  (a).  Table  76.05-1  (a)  is 
amended  by  inserting  a  reference  to 
footnote  4  after  the  phrase  “carbon 
dioxide”  in  the  third  column  entitled 
“Fire  extinguishing  systems,”  v/hich  is 
opposite  the  “Cargo  spaces”  in  the  first 
column  entitled  “Inaccessible  during 
voyage  (combustible  cargo),  including 
trunks  (excluding  tanks)”;  and  by  add¬ 
ing  to  footnote  6  the  phrase  “where  the 
space  is  normally  manned.” 

Subpart  76.15 — Carbon  Dioxide  ■ 
Extinguishing  Systems,  Details 

3.  Section  76.15-5  (e)  (3)  is  amended 
by  revising  table  76.15-5  (e)  (3)  by  chang¬ 
ing  the  second  maximum  quantity  of 
carbon  dioxide  in  the  first  column  from 


“200”  to  “225”  so  that  this  table  reads 
as  follows: 

§  76.15—5  Quantity,  pipe  sizes,  and  dia- 
charge  rates. 

(e)  *  *  * 

(3)  •  •  • 


Table  76.15-5(e)(3) 


Maximum 

Mini- 

Maximum 

Mini- 

quantity  of 

mum 

quantity  of 

mum 

carbon  dioxide 

nominal 

carbon  dioxide 

nominal 

required. 

pipe  size. 

required. 

pipe  size. 

pounds 

inches 

pounds 

inches 

100 . 

H 

225 . 

H 

2,600 . 

300 . 

1 

4|450 . 

3 

600 . 

7j00 . 

3H 

1,000 . 

10,450 . 

4 

2^450 . 

2 

16^000 . 

43’i 

Subpart  76.50 — Hand  Portable  Fire 
Extinguishers  and  Semiportable  Fire 
Extinguishing  Systems,  Arrange¬ 
ments  and  Details 

4.  Section  76.50-10  is  aniended  by  add¬ 
ing  at  the  end  thereof  a  new  paragraph 
(f)  reading  as  follows: 

§  76.50—10  Location. 

«  *  «  *  *  . 

(f )  Hand  portable  or  semiportable  ex¬ 
tinguishers,  which  are  required  on  their 
name  plates  to  be  protected  from  freez¬ 
ing,  shall  not  be  located  where  freezing 
temperatures  may  be  expected. 

§  76.50—15  [Amendment] 

5.  Section  76.50-15 (c)  is  canceled. 


PART  77— VESSEL  CONTROL  AND 
MISCELLANEOUS  SYSTEMS  AND 
EQUIPMENT 

1.  The  authority  for  Part  77  is  amend¬ 
ed  to  read  as  follows: 

Authobity:  §§  77.01-1  to  77.30-90  Issued 
vmder  R.S.  4405,  as  amended,  4462,  as  amend¬ 
ed;  46  UJ5.C.  375,  416.  Interpret  or  apply 
R.S.  4417,  as  amended,  4418,  as  amended, 
4426,  as  amended,  sec.  10,  35  Stat.  428,  as 
amended,  41  Stat.  305,  as  amended,  secs.  1,  2, 
49  Stat.  1544,  1545,  as  amended,  sec.  30,  54 
Stat.  347,  as  amended,  sec.  3,  70  Stat.  152, 
sec.  3,  68  Stat.  675;  46  U.S.C.  39,  392,  404, 
435,  395,  363,  367,  1333,  390b,  60  UR.C.  198; 

E. O.  10402,  17  PR.  9917,  3  CFR,  1952  Supp. 
Treasury  Department  Orders  120,  July  31, 
1950,  15  PR.  6521;  167-14,  November  26,  1954, 
19  P.R.  8026;  COPR  66-28,  July  24,  1956,  21 

F. R.  5659;  167-38,  October  26,  1959,  24  PR. 
8857.  Additional  authority  cited  with  sec¬ 
tions  affected. 

Subpart  77.07 — Anchors,  Chains,  and 
Hawsers 

2.  After  the  heading  for  Subpart  77.07 
there  is  inserted  additional  authority 
reading  as  follows: 

Authohitt:  §§77.07-1  to  77.07-90  inter¬ 
pret  or  apply  to  R.S.  4488,  as  amended;  46 
U.S.C.  481.  Treasury  Department  Order  167- 
38,  October  26,  1959,  24  P.R.  8857. 

Subpart  77.20— Whistles 

§  77.20—1^  [Amendment] 

3.  The  following  additional  authority 
is  added  after  §  77.20-1  (a)  (3) : 

(R.S.  4488,  as  amended,  sec.  17,  54  Stat.  166, 
as  amend^;  46  U.S.C.  481,  526p.  Treasury 


Department  Orders  120,  July  31,  1950,  16  P.R. 
6521;  167-38,  October  26,  1959,  24  PR.  8857) 

Subpart  77.23 — Foghorns 

§  77.23—1  [Amendment] 

4.  The  following  additional  authority 
is  added  after  §  77.23-1  (a) : 

(R.S.  4488,  as  amended,  sec.  17,  54  Stat.  166, 
as  amended;  46  n.S.C.  481,  526p.  Treasury 
Department  Orders  120,  July  31,  1950,  15  PR. 
6621;  167-38,  October  26,  1969,  24  F.R.  8857) 

Subpart  77.27 — Sounding  Equipment 

§  77.27—1  [Amendment] 

5.  The  following  additional  authority 
is  added  after  §  77.27-1  (a) : 

(R.S.  4488,  ss  amended;  46  n.S.C.  481.  Treas¬ 
ury  Department  Order  167-38,  October  26, 
1959,  24  P.R.  8857) 

Subpart  77.30 — Emergency 
Equipment 

6.  After  the  heading  for  Subpart  77.30 
there  is  inserted  additional  authority 
reading  as  follows: 

Authority:  §§77.30-1  to  77.30-90  inter¬ 
pret  or  apply  R.S.  4488,  as  amended;  46  U.S.C. 
481.  Treasury  Department  Order  167-38, 
October  26,  1959,  24  F.R.  8857. 


PART  78— OPERATIONS 

1.  The  authority  for  Part  78  Is  amend¬ 
ed  to  read  as  follows: 

Authority:  §§  78.01-1  to  78.85-1  issued 
under  R.S.  4405,  as  amended,  4462,  as 

amended;  46  U.S.C.  375,  416,  Interpret  or 
apply  R.S.  4417,  as  amended,  4418,  as 

amended,  4426,  as  amended,  4453,  as  amend¬ 
ed,  sec.  10,  36  Stat.  428,  as  amended,  41  Stat. 
305,  as  amended,^  secs.  1,  2,  49  Stat.  1544,  1545, 
as  amended,  sec.  3,  54  Stat.  347,  as  amended, 
sec.  8,  70  Stat.  152,  sec.  3,  68  Stat.  675;  46 
U.S.C.  391,  392,  404,  435,  395,  363,  367,  1333, 
390b,  60  U.S.C.  198;  E.O.  10402,  17  P.R.  9917, 
3  CPR  1952  Supp.  Treasury  Department 
Orders  120,  July  31,  1950,  16  P.R.  6521;  167- 
14,  November  26,  1954,  19  P.R.  8026;  167-20, 
June  18,  1956;  COPR  56-28,  July  24,  1956,  21 
PR.  6669.  Additional  authority  cited  with 
sections  affected. 

Subpart  78.07 — Notice  of  Casualty 
and  Voyage  Records 

2.  After  the  heading  for  Subpart  78.07 
there  is  inserted  additional  authority 
reading  as  follows: 

Authority:  §§  78.07-1  to  78.07-26  inter¬ 
pret  or  apply  R.S.  4450,  as  amended,  4488,  as 
amended,  secs.  13,  17,  54  Stat.  166,  as  amend¬ 
ed,  sec.  10,  18  Stat.  128,  as  amended;  46 
U.S.C,  239,  481,  526  Z(c) ,  626p,  33  U.S.C.  361. 
Treasury  Department  Orders  120,  July  31, 
1950;  167-32,  September  23,  1958,  23  F.R. 
7605;  167-38,  October  26,  1959,  24  F.R.  8857. 

Subpart  78.13 — Stations  Bills 

3.  After  the  heading  for  Subpart  78.13 
there  is  inserted  additional  authority 
reading  as  follows: 

Authority:  §§  78.13-1  to  78.13-25  interpret 
or  apply  R.S.  4488,  as  amended,  46  U.S.C.  481. 
Treasury  Department  Order  167-38,  October 
26,  1959,  24  PR.  8857. 

Subpart  78.17 — Tests,  Drills,  and 
Inspections 

4.  After  the  heading  for  Subpart  78.17 
there  is  inserted  additional  authority 
reading  as  follows: 
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Authoeitt:  I  §  78.17-1  to  78.17-66  interpret 
or  apply  R.S.  4488,  as  amended;  46  11.8.0.  481. 
Treasury  Department  Order  167-38,  October 
26,  1959,  24  Fit.  8857. 

Subpart  78.30 — Lookouts,  Pilothouse 
Watch,  Patrolmen,  and  Watchmen 

5.  After  the  heading  for  Subpart  78.30 
there  is  inserted  additional  authority 
reading  as  follows: 

Authority:  §§  78.30-5  to  78.30-20  Interpret 
or  apply  R.S.  ^77,  4488,  as  amended;  46 
U.S.C.  470,  481.  Treasury.  Department  Or¬ 
ders  120,  July  31,  1950,  15  FH.  6521;  167-38, 
October  26,  1959,  24  FM.  8857. 

Subpart  78.37 — Logbook  Entries 

5a.  Section  78.37-5(a)  is  amended  by 
adding  a  subparagraph  (13)  reading  as 
follows; 

§  78.37—5  Actions  required  to  be  logged. 

(a)  •  *  • 

(13)  Cargo  gear  inspections:  At  least 
once  a  month.  See  §  71.47-70  of  this 
subchapter. 

Subpart  78.45 — Display  of  Plans 

6.  Section  78.45-1  (a)  (1)  is  amended  to 
read  as  follows: 

§  78.45—1  When  required. 

(a)  *  •  • 

(1)  General  arrangement  plans  show¬ 
ing  for  each  deck  the  fire  control  sta¬ 
tions,  the  various  sections  enclosed  by 
fire-resisting  bulkheads,  the  sections  en¬ 
closed  by  fire-retarding  bulkheads,  to¬ 
gether  with  particulars  of  the  fire  alarms, 
detecting  systems,  the  sprinkler  installa¬ 
tion  (if  any) ,  the  fire  extinguishing  ap¬ 
pliances,  means  of  access  to  different 
compartments,  decks,  etc.,  and  the  ven¬ 
tilating  systems  including  particulars  of 
the  master  fan  controls,  the  positions  of 
dampers,  the  location  of  the  remote 
means  of  stopping  the  fans,  and  identi¬ 
fication  numbers  of  the  ventilating  fans 
serving  each  section.  Alternatively,  at 
the  discretion  of  the  Commandant,  the 
aforementioned  details  may  be  set  out 
in  a  booklet,  a  copy  of  which  shall  be 
supplied  to  each  officer,  and  one  copy  at 
all  times  shall  be  available  on  board  in 
an  accessible  position. 

(R.S.  4488,  as  amended,  sec.  5,  49  Stat.  1384, 
as  amended;  46  U.S.C.  481,  369.  Treasury 
Department  Orders  120,  July  31,  1950,  15  P.R. 
6521;  167-38,  October  26,  1959,  24  P.R.  8857) 

Subpart  78.70 — De-energizing  of  Car¬ 
go  Hold  Lighting  Circuits  When 
Grain  or  Other  Combustible  Bulk 
Cargo  is  Carried 

7.  After  the  heading  for  Subpart  78.70 
the  additional  authority  is  amended  to 
read  as  follows: 

Authoeitt:  §§  78.70-1  and  78.70-5  in¬ 
terpret  or  apply  R.S.  4488,  as  amended,  sec. 
17,  54  Stat.  166,  as  amended;  46  U.S.C.  481, 
526.  Treasiuy  Department  Orders  120,  July 
31,  1950,  15  P.R.  6521;  167-38,  October  26, 
1959, 24  PJR.  8857. 

Subpart  78.^5 — Motion  Picture  Film 
and  Equipment 
§  78.75—1  [Amendment] 

8.  The  authority  following  S  78.75-1 

(b)  is  amended  to  read  is  follows: 


(RJS.  4488,  as  amended,  46  n.S.C.  481.  Treas¬ 
ury  Department  Order  167-38,  October  28, 
1959, 24  FM.  8857)  ' 

Subpart  78.80 — Power-Operated 
Industrial  Trucks 

•  9.  After  the  heading  for  Subpart  78.80 
the  additional  authority  is  amended  to 
read  as  follows: 

Authority:  §§78.80-1  to  78.80-35  Inter¬ 
pret  or  apply  R.S.  4417a,  as  amended,  4472, 
as  amended,  4488,  as  amended,  4491,  as 
amended;  46  U.S.C.  391a,  170,  481,  489. 
Treasury  Department  Orders  120,  July  31, 
1950,  15  FM.  6521;  167-38,  October  26,  1959, 
24  FM.  8857. 

10.  Part  78  is  amended  by  adding  after 
§  78.80-35  a  new  Subpart  78.85,  entitled 
“Prevention  of  Oil  Pollution,”  consisting 
of  §  78.85-1,  which  reads  as  follows: 

Subpart  78.85 — Prevention  of  Oil 
Pollution 

§  78.85—1  Prohibited  zones. 

(a)  All  passenger  vessels  shall  be  so 
operated  as  to  meet  the  requirements  of 
the  Oil  Pollution  Act,  1924  (33  U.S.C. 
431-437) .  In  addition,  all  passenger 
ships  shall  be  so  operated  as  to  avoid 
discharging  any  oil  or  oily  ballast  which 
may  foul  the  surface  of  the  sea,  within 
any  of  the  prohibited  zones  set  forth  in 
the  Oil  Pollution  Act,  1961  (33  U.S.C. 
1001-1015). 

(Sec.  8,  75  Stat.  403;  33  U.S.C.  1007.  Treas¬ 
ury  Department  Order  167-46,  November  6, 
1961,  26  F.R.  10609) 


SUBCHAPTER  I— CARGO  AND  MISCELLANEOUS 
VESSELS 

PART  90— GENERAL  PROVISIONS 

1.  The  authority  for  Part  90  is  amended 
to  read  as  follows: 

Authoeitt:  §§90.01-1  to  90.35-5  issued 
under  R.S.  4405,  as  amended,  4462,  as 
amended;  46  UJ5.C.  375,  416.  Interpret  or 
apply  R.S.  4399,  as  amended,  4400,  as 
amended,  4426,  as  amended,  4427,  as 
amended,  sec.  14,  29  Stat.  690,  as  amended, 
sec.  10,  35  Stat.  428,  as  amended,  41  Stat. 
305,  as  amended,  secs.  1,  2,  49  Stat.  1544, 
1545,  as  amended,  sec.  17,  54  Stat.  166,  as 
amended,  sec.  3,  68  Stat.  675;  46  U.S.C.  361, 
362,  404,  405,  366,  395,  363,  367,  526p,  50 
U.S.C.  198;  E.O.  10402,  17  FR.  9917,  3  CFR, 
1952  Supp.  Treasury  Department  Orders 
120,  July  31,  1950,  15  F.R.  6521;  167-14, 
November  26,  1954,  19  FR.  8026;  CGFR 
50-28,  July  24,  1956,  21  F.R.  5659.  Additional 
authority  cited  with  sections  affected. 

Subpari  90.01 — Authority  and 
Purpose 

2.  Section  90.01-10  is  amended  to  read 
as  follows: 

§  90.01—10  Authority  for  regulations. 

(a)  General.  (1)  The  authority  to 
prescribe  regulations  generally  is  set 
forth  in  46  UJ5.  Code,  sections  375  and 
416,  as  well  as  in  certain  other  provisions 
in  46  U.S.  Code,  sections  170,  214,  215, 
222,  224,  224a,  226,  228,  229,  230-234, 
239,  240,  361,  362,  364,  372,  381,  391,  391a, 
392,  393,  399,  400.  402-414,  435.  436,  451- 


453,  460,  461,  462.  464,  467,  470-482,  and 
489-498,  and  acts  amendatory  thereof  or 
supplemental  thereto.  Under  the  pro¬ 
visions  of  46  U.S.  Code,  section  372,  the 
Commandant.  United  States  Coast 
Guard,  superintends  the  administration 
of  vessel  inspection  laws  and  is  required 
to  produce  a  correct  and  uniform  ad¬ 
ministration  of  the  inspection  laws,  rules, 
and  regulations. 

(b)  Inspection  and  certification.  (1) 
The  regulations  regarding  inspection 
and  certification  of  cargo  and  miscel¬ 
laneous  vessels  interpret  or  apply  46 
U.S.  Code,  sections  361,  362,  363.  366,  367, 

391,  392,  395,  404,  405,  411,  435,  and  481, 
and  50  U.S.  Code,  section  198. 

(c)  Construction  and  arrangement. 
(1)  The  regulations  regarding  the  con¬ 
struction  and  arrangement  of  cargo  and 
miscellaneous  vessels  interpret  or  apply 
46  U.S.  Code,  sections  363,  367,  391,  392, 
404,  481,  and  482,  and  50  U.S.  Code,  sec¬ 
tion  198. 

(d)  Stability.  (1)  The  regulations 
regarding  stability  of  cargo  and  miscel¬ 
laneous  vessels  interpret  or  apply  46  U.S. 
Code,  sections  85a,  88a,  363,  367,  391, 

392,  404,  481,  482,  and  483,  and  50  U.S. 
Code,  section  198. 

(e)  Lifesaving  equipment.  (1)  The 
regulations  regarding  lifesaving  equip¬ 
ment  of  csurgo  and  miscellaneous  vessels 
interpret  or  apply  46  U.S.  Code,  sections 
363,  367,  391,  392,  404,  481,  and  526p. 
and  50  U.S,  Code,  section  198. 

(f)  Fire  protection  equipment.  (1) 
The  regulations  regarding  fire  protection 
equipment  of  cargo  and  miscellaneous 
vessels  interpret  or  apply  46  U.S.  Code, 
sections  363,  367,  391,  392,  395,  404,  481, 
and  526p,  and  50  U.S.  Code,  section  198. 

(g)  Vessel  control  and  miscellaneous 
systems  and  equipment.  (1)  The  regu¬ 
lations  regarding  vessel  control  and 
miscellaneous  systems  and  equipment  of 
cargo  and  miscellaneous  vessels  interpret 
or  apply  46  U.S.  Code,  sections  363,  367, 
395,  391,  392,  404,  and  435,  and  50  U.S. 
Code,  section  198. 

(h)  Operations.  (1)  The  regulations 
regarding  operations  of  cargo  and  mis¬ 
cellaneous  vessels  interpret  or  apply  46 
U.S.  Code,  sections  363,  367,  391,  392,  395, 
404,  and  435,  and  50  U.S.  Code,  section 
198. 

(i)  Special  construction,  arrangement, 
and  provisions  for  certain  dangerous 
cargoes  in  bulk.  (1)  The  regulations 
regarding  special  construction,  arrange¬ 
ment,  and  provisions  for  certain  danger¬ 
ous  cargoes  in  bulk  of  cargo  and  mis¬ 
cellaneous  vessels  interpret  or  apply  46 
U.S.  Code,  section  170,  and  50  U.S.  Code, 
section  198. 

Subpart  90.05— Application 

3.  Section  90.05-1  is  amended  by  revis¬ 
ing  in  paragraph  (a)  Table  90.05-1  (a> 
(but  not  the  written  text) ,  and  by  add¬ 
ing  a  paragraph  (b),  which  read  as 
follows: 

§  90.05—1  Vessels  subject  to  require¬ 
ments  of  this  subchapter. 

(a)  •  •  • 
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Table  90.05-1  (a) 


Method  of  propul¬ 
sion 

Size  or  other 
limitations  > 

Classes  of  vessels  (including  motorboats)  examined  or  inspected  under  various  Coast  Guard  regulations  > 

Vessels  inspected  and  cer¬ 
tificated  under  Subchapter 
D — Tank  Vessels  • 

Vessels  inspected  and  certificated 
under  either  Subchapter  H— Pas¬ 
senger  Vessels  *  •  *  *  or  Subchapter 

T — Small  Passenger  Vessels  •  •  * 

Vessels  inspected  and 
certificated  imder  Sub¬ 
chapter  I— Cargo  and 
Miscellaneous  Vessels '  * 

Vessels  subject  to  provi¬ 
sions  of  Subchaptcr  C— 
Uninspected  Veesels*** 

Column  1 

Column  2 

Column  3 

Column  4 

Column  5 

Column  6 

Steam... . . . 

Vessels  not  over  66 
feet  in  length. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6 
passengers.^ 

AU  tugboats  and  towboats. 

AU  vessels  except  those 
covered  by  columns  3,  4. 
and  6.* 

Vessels  over  65  feet 
in  length. 

All  vessels  earning  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international 
voyage,  except  yachts. 

2.  AU  vessels  of  not  over  15  gross  tons 
which  carry  more  than  6  passen¬ 
gers.* 

3.  AU  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank  ves¬ 
sels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

c.  Towing  and  fishing  vessels,  in 
other  than  ocean  and  coastwise 
service,  may  carry  persons  on  the 
legitimate  business  of  the  ves¬ 
sel,  in  addition  to  crew,  but 
not  to  exceed  one  for  each  net 
ton  of  the  vessel. 

AU  vessels  except  those 
covered  by  columns  3 
and  4. 

None. 

Motor.  _ ,  -  _ - 

Vessels  of  not  over 
15  gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

AU  vessels  carrying  more  than  6  pas¬ 
sengers.* 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

Vessels  ov^  16  gross 
tons  except  sea¬ 
going  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 

AU  vessles  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

1.  AU  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  vessels  not  over  65  feet  in  length 
which  carry  more  than  6  passen¬ 
gers.* 

3.  AU  other  vessels  of  over  65  feet  in 
length  carrying  passengers  for  hire 
except  documented  cargo  or  tank 
vessels  issued  a  permit  to  carry  not 
more  than  16  persons  in  addition  to 
the  crew. 

AU  vessels  carrying  freight 
for  hire  except  those 
covered  by  columns  3 
and  4. 

AU  vessels  except  those 
covered  by  columns  3,  4, 
and  6. 

Seagoing  motor  ves¬ 
sels  of  300  gross 
Ums  and  over. 

All  vessels  carrying  combus¬ 
tible  or  Inflammable  liquid 
cargo  in  bulk.* 

1.  AU  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  AU  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank 
vessels  issued  a  permit  to  carry 
not  more  tlum  16  persons  in 
addition  to  tbe  crew. 

AU  vessels  except  those 
covered  by  columns  3 
and  4,  and  those  en¬ 
gaged  in  tbe  fishing,  oys- 
tering,  clamming,  crab¬ 
bing,  or  any  other 
branch  of  the  fishery, 
kelp,  or  sponge  indus¬ 
try. 

AU  vessels  except  those 
covered  by  columns  3,  4, 
and  6. 

Sail  _ 

Vessels  not  over  700 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

AU  vessels  carrying  more  than  6  pas¬ 
sengers.* 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

None. 

Vessels  over  700 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  at  Inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  passengers  for  hire. 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

None. 

Non-self-propelled . . . 

Vessels  not  over  100 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  Inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.* 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
P{^  96  or  146. 

AU  barges  carrying  passen¬ 
gers  except  those  covered 
by  column  4. 

Vessels  over  100 
gross  tons. 

All  vessels  carrying  combus¬ 
tible  or  Inflammable  liquid 
cargo  in  bulk.  - 

AU  vessels  carrying  passengers  for  hire. 

AU  seagoing  barges  except 
those  covered  by  col¬ 
umns  3  and  4;  and  those 
inland  barges  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

AU  barges  earning  passen¬ 
gers  except  those  covered 
by  column  4. 

>  Where  length  is  used  in  this  table  it  means  the  length  measured  from  end  to 
end  over  the  deck,  excluding  sheer.  On  and  after  May  2, 1962,  this  expression  “  means 
a  straight  line  measurement  of  the  overall  length  from  the  foremost  part  of  the  vessel 
to  the  aftermost  part  of  the  vessel,  measured  parallel  to  the  centerlme.” 

*  Subcbapters  E  (Load  Lines),  F  (Marine  Engineering),  J  (Electrical  Engineering), 
and  N  (Explosives  or  Other  Dangerous  Articles  or  Substances,  and  Combustible 
Liquids  on  Board  Vessels)  of  this  chapter  may  also  be  applicable  under  certain 
conditions. 

•  Public  nautical  school  ships,  other  than  vessels  of  the  Navy  and  Coast  Guard, 
shall  meet  the  requirements  of  Part  167  of  Subchapter  R  (Nautical  Schools)  of  this 
chapter.  Civilian  nautical  school  ships,  as  defined  by  46  U.S.C.  1331,  shall  meet 
the  requirements  of  Subchapter  H  (Passenger  Vessels)  and  Part  168  of  Subchapter 
R  (Nautical  Schools)  of  this  chapter. 

‘  Subchapter  H  (Passenger  Vessels)  of  this  chapter  covers  only  those  vessels  over 
65  feet  in  length.  Subchapter  T  (Small  Passenger  Vessels)  of  this  chapter  covers 
only  those  vessels  of  not  over  66  feet  in  length.  « 


<  Vessels  covered  by  Subcbapters  H  (Passenger  Vessels)  or  I  (Cargo  and  Mis¬ 
cellaneous  Vessels)  of  this  chapter,  where  the  principal  purpose  or  use  of  the  vessel 
is  not  for  the  carriage  of  liquid  cargo,  may  be  granted  a  permit  to  carry  a  limited 
amount  of  inflammable  or  combustible  liquid  cargo  in  bulk.  The  poition  of  tbe 
vessel  us^  for  the  carriage  of  the  inflammable  or  combustible  liquid  cargo  shall 
meet  the  requirements  of  Su^hapter  D  (Tank  Vessels)  in  addition  to  tbe  require¬ 
ments  of  Subcbapter  H  (Passenger  Vessels)  or  I  (Car^o  and  Miscellaneous  Vessels) 
of  this  chapter. 

*  Any  vessel  on  an  international  voyage  is  subject  to  tbe  requirements  of  tbe 
International  Convention  for  the  Safety  of  Life  at  Sea,  1948. 

'  Tbe  meaning  of  tbe  term  “passenger”  is  as  defined  in  the  Act  of  May  10,  1956 
(sec.  1,  70  Stat.  151;  46  U.S.C.  390). 

'  Boilers  and  machinery  are  subject  to  examination  on  vessels  over  40  feet  in  length. 
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(b)  Notwithstanding  the  exception 
previously  noted  in  subparagraph  (a)  (1) 
of  this  section,  foreign  vessels  of  novel 
design  or  construction  whose  operation 
involves  potential  unusual  risks  shall  be 
subject  to  inspection  to  the  extent  neces¬ 
sary  to  safeguard  life  and  property  in 
United  States  ports,  as  further  provided 
by  §  2.01-13  of  Subchapter  A  (Procedures 
Applicable  to  the  Public)  of  this  chapter. 
(R.S.  4472,  as  amended;  46  n.S.C.  170) 

Subpart  90.35 — American  Bureau  of 
Shipping’s  Standards 

4,  After  the  heading  for  Subpart  90.35 
there  is  inserted  additional  authority 
reading  as  follows: 

Authority:  §§90.36-1  and  90.35-5  Inter¬ 
pret  or  apply  sec.  25,  41  Stat.  998,  as  amend¬ 
ed;  46  U.S.C.  881. 


PART  91— INSPECTION  AND 
CERTIFICATION 

1.  The  authority  for  Part  91  is  amend¬ 
ed  to  read  as  follows: 

Authority:  §§91.01-1  to,  91.60-1  issued 
under  R.S.  4405,  as  amended.  4462,  as 
amended;  46  U.S.C.  375,  416.  Interpret  or 
apply  R.S.  4399,  as  amended,  4400,  as  amend¬ 
ed,  4417,  as  amended,  4418,  as  amended, 
4426,  as  amended,  4427,  as  amended,  4433, 
as  amended.  4453,  as  amended,  4488,  as 
amended,  sec.  14.  29  Stat.  690,  as  amended, 
sec.  10,  35  Stat.  428,  as  amended,  41  Stat. 
305,  as  amended,  secs.  1,  2,  49  Stat.  1544, 
1545,  as  amended,  sec.  3,  68  Stat.  675;  46 
n.S.C.  361,  362,  391,  392,  404,  405,  411,  435, 
481,  366,  395,  363,  367,  50  U.S.C.  198;  E.O. 
10402,  17  F.R.  9917,  3  CFR,  1952  Supp. 
Treasury  Department  Orders  120,  duly  31, 
1950,  15  P.R.  6521;  167-14,  November  26,  1954, 
19  P.R.  8026;  CGFR  66-28,  July  24.  1956,  21 
P.R.  5659;  167-38,  October  26,  1959,  24  F.R. 
8857.  Additional  authority  cited  with  sec¬ 
tions  affected. 

Subpart  91.01 — Certificate  of 
Inspection 

2.  After  the  heading  for  Subpart  91.01 
there  is  inserted  additional  authority 
reading  as  follows: 

Authority:  §§  91.01-1  to  91.01-20  interpret 
or  apply  R.S.  4421,  as  amended,  4423,  as 
amended,  sec.  12,  35  Stat.  428,  as  amended; 
46  U.S.C.  399,  400,  397.  Treasury  Department 
Orders  120,  July  31,  1950,  16  F.R.  6521;  CGFR 
56-28,  July  24,  1956,  21  F.R.  5659. 

Subpart  91.25 — Inspection  and 
Certification 

2a.  Section  91.25-10  Scope  of  inspec¬ 
tion  is  amended  by  deleting  the  last  sen¬ 
tence  in  paragraph  (a).  (This  is  an 
editorial  correction  to  remove  wording 
which  partially  repeats  requirements  in 
paragraph  (b).) 

Subpart  91 .35— Sanitary  inspections 
§  91.35—1  [Amendment] 

3.  The  following  authority  is  added 
after  §  91.35-1  (a): 

(Sec.  4.  49  Stat.  1935,  as  amended;  46  n.S.C. 
660a.  Treasury  Department  Order  120,  July 
31,  1950.  15  F.R.  6521) 

Subpart  91.40 — Drydocking 

4.  Section  91.40-1  is  amended  by  re¬ 
vising  only  the  introductory  text  of  para- 
eraph  (a)  to  read  as  follows: 
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§  91.40—1  When  required. 

(a)  Except  for  extensions  as  author¬ 
ized  by  the  Commandant,  all  vessels  shall 
be  placed  in  drydock  or  hauled  out  for 
examination  within  the  periods  set  forth 
in  this  paragraph,  depending  upon  the 
service. 

Subpart  91.55— Plan  Approval 

5.  After  the  heading  for  Subpart  91.55 
there  is  inserted  additional  authority 
reading  as  follows: 

Authority:  §§  91.65-1  to  91.55-20  interpret 
or  apply  R.S.  4490,  as  amended,  sec.  3,  24  Stat. 
129,  as  amended;  46  U.S.C.  482,  483.  Treasury 
Department  Order  120,  July  31.  1950,  15 
F.R. 6521. 

6.  Section  91.55-5(d)  is  amended  to 
read  as  follows: 

§  91.55—5  Plans  and  specifications  re¬ 
quired  for  new  construction. 
***** 

(d)  Fire  control.  (1)  General  ar¬ 
rangement  plans  showing  for  each  deck 
the  control  stations,  the  various  fire  sec¬ 
tions  enclosed  by  fire  resisting  bulkheads, 
the  arrangement  of  the  alarm  and  ex¬ 
tinguishing  systems,  the  fire  extinguish¬ 
ers,  means  of  access  to  different  com¬ 
partments  and  decks  and  the  ventilation 
system  including  location  of  ventilation 
shut-downs,  positions  of  dampers  and 
the  numbers  identifying  each  system. 

(2)  Ventilation  diagram  including 
dampers  and  other  fire  control  features. 

(3)  Details  of  alarm  systems. 

(4)  Details  of  extinguishing  systems, 
including  fire  mains,  carbon  dioxide, 
foam  and  sprinkling  systems. 

7.  Section  91.55-15(a)  is  amended  by 
revising  subparagraph  (3)  and  by  add¬ 
ing  a  new  subparagraph  (4) ,  reading  as 
follows : 

§  91.55—15  Procedure  for  submittal  of 
plans. 

(a)  *  •  * 

(3)  The  plans  may  be  submitted  di¬ 
rectly  to.  field  technical  offices. 

(i)  Commander,  3d  Coast  Guard  Dis¬ 
trict  (mmt),  45  Broadway,  New  York, 
N.Y.,  for  the  geographical  area  covered 
by  1st,  3d  and  5th  Coast  Guard  Dis¬ 
tricts. 

( ii )  Commander,  8th  Coast  Guard  Dis¬ 
trict  (mmt).  Room  308,  Custom  House. 
New  Orleans,  La.,  for  geographical  area 
covered  by  2d,  7th  and  8th  Coast  Guard 
Districts. 

(iii)  Commander.  12th  Coast  Guard 
District  (mmt),  630  Sansome  St.,  San 
Francisco,  Calif.,  for  geographical  area 
covered  by  11th,  12th,  13th,  14th  and 
17th  Coast  Guard  Districts. 

(4)  In  the  case  of  classed  vessels,  upon 
specific  request  by  the  submitter,  the 
American  Bureau  of  Shipping  will  ar¬ 
range  to  forward  the  necessary  plans  to 
the  Coast  Guard  indicating  its  action 
thereon.  In  this  case,  the  plans  will  be 
returned  as  noted  in  subparagraph  (2) 
of  this  paragraph. 

8.  Section  91.55-20  is  amended  to  read 
as  follows: 

§  91.55—20  Number  of  plans  required. 

(a)  Four  copies  of  each  plan  are  nor¬ 
mally  required  so  that  one  can  be  re¬ 


turned  to  the  submitter.  If  the  sub¬ 
mitter  desires  additional  approved  plans, 
a  suitable  number  should  be  submitted 
to  permit  the  required  distribution. 


PART  92— CONSTRUCTION  AND 
ARRANGEMENT 

1.  The  authority  for  Part  92  is  amend¬ 
ed  to  read  as  follows: 

Authority:  §§92.01-1  to  92.25-90  issued 
under  R.S.  4405,  as  amended,  4462,  as  amend¬ 
ed;  46  U.S.C.  375,  416.  Interpret  or  apply 
R.S.  4417,  as  amended,  4418,  as  amended, 
4426,  as  amended,  4488,  as  amended,  4490,  as 
amended,  sec.  10,  35  Stat.  428,  as  amended, 
41  Stat.  305,  as  amended,  secs.  1,  2,  49  Stat. 
1544,  1545,  as  amended,  sec.  3,  68  Stat.  675; 
46  U.S.C.  391,  392,  404,  481,  482,  395,  363, 
367,  50  U.S.C.  198;  E.O.  10402,  17  FJl.  9917, 
3  CFR,  1952  Supp.  Treasury  Department 
Orders  120,  July  31.  1960,  15  FJl.  6521;  167- 
14.  November  26,  1954,  19  FJl.  8026;  CGFR 
56-28,  July  24,  1956,  21  FH.  6659;  167-38, 
October  26.  1959,  24  F.R.  8857. 

Subpart  92.15 — Ventilation 

2.  Section  92.15-10  is  amended  to  read 
as  follows: 

§  92.15—10  Ventilation  for  closed  spaces. 

(a)  Except  as  noted  in  paragraph  (c) 
of  this  section,  all  enclosed  spaces  within 
the  vessel  shall  be  properly  vented  or 
ventilated.  Means  shall  be  provided  to 
close  off  all  vents  and  ventilators. 

(b)  Means  shall  be  provided  for  stop¬ 
ping  all  fans  in  ventilation  systems  serv¬ 
ing  machinery  and  cargo  spaces  and  for 
closing  all  doorways,  ventilators  and  an¬ 
nular  spaces  around  funnels  and  other 
openings  to  such  spaces,  from  outside 
these  spaces,  in  case  of  fire. 

(c)  On  unmanned  cargo  barges  not 
fitted  with  a  fixed  bilge  system,  vents 
and  ventilators  may  be  omitted  from 
void  spaces. 

PART  93— STABILITY 

1.  The  authority  for  Part  93  is  amend¬ 
ed  to  read  as  follows: 

Authority:  §§  93.01-1  to  93.15-5  issued  un¬ 
der  RA.  4405,  as  amended.  4462,  as  amended; 
46  U.S.C.  375,  416.  Interpret  or  apply  RA. 
4417,  as  amended,  4418,  as  amended,  4426,  as 
amended.  4488,  as  amended,  4490,  as  amend¬ 
ed,  sec.  3.  24  Stat.  129,  as  amended,  41  Stat. 
305,  as  amended,  sec.  2,  45  Stat.  1943,  as 
amended,  sec.  2,  49  Stat.  888,  as  amended, 
secs.  1,  2,  49  Stat.  1544,  1545,  as  amended, 
sec.  3,  68  Stat.  675;  46  UA.C.  391,  392,  404, 
481,  482,  483,  363,  85a.  88a,  367,  50  UA.C.  198; 

E. O.  10402,  17  FJl.  9917;  3  CFR,  1952  Supp. 
Treasury  Department  Orders  120,  July  31, 
1950,  15  FR.  6521;  167-14,  November  26, 
1954, 19  FR.  8026;  CGFR  56-28,  July  24.  1956, 
21  F.R.  5659;  167-88,  October  26,  1959,  24 

F. R.  8857.  Additional  authority  cited  with 
sections  affected. 

2.  Part  93  is  amended  by  inserting 
after  S  93.13-1  a  new  Subpart  93.13,  en¬ 
titled  “Ballast,"  consisting  of  §§  93.13-1 
to  93.13-10,  Inclusive,  reading  as  follows: 

Subpart  93.13 — Ballast 

Sec. 

93.13- 1  When  needed. 

93.13- 5  Fixed  baUast. 

93.13- 10  Liquid  ballast. 

Authobitt:  f  I  03.13-1  to  93.13-10  interpret 
or  apply  RA.  4438,  as  amended,  sec.  8,  75 
Stat.  404;  46  UA.C.  411,  33  UA.O.  1007. 
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Treasury  Department  Orders  120.  July  81, 
1050,  16  PJt.  6521;  167-46.  November  6.  1961, 
26  FJl.  10609. 

§  93.13—1  When  needed. 

(a)  In  view  of  the  wide  range  of  cargo 
weight  and  distribution  placed  in  a  cargo 
vessel,  the  use  of  ballast  may  be  neces¬ 
sary  in  order  to  provide  satisfactory 
immersion,  trim  and  stability. 

§  93.13—5  Fixed  ballast. 

(a)  When  fixed  ballast  is  installed,  its 
amount  and  location  shall  be  included 
in  the  stability  information  provided  the 
vessel. 

(b)  Fixed  ballast  shall  not  be  removed 
from  the  vessel  or  relocated  unless  first 
approved  by  the  Commandant,  except 
that  such  ballast  may  be  temporarily 
moved  for  examination  or  repair  of  the 
vessel  and  then  only  under  the  super¬ 
vision  of  a  marine  inspector. 

§  93.13—10  Liquid  ballast. 

(a)  Liquid  ballast  may  be  used  when 
necessary  to  provide  satisfactory  draft, 
trim,  weight  distribution,  or  stability. 

(b)  If  it  is  necessaiy  to  put  liquid  bal¬ 
last  in  oil  tanks,  the  oily  ballast  shall  not 
be  discharged  overboard  within  any  of 
the  prohibited  zones  as  defined  in  the  Oil 
Pollution  Act.  1961  (33  U.S.C.  1011),  ex¬ 
cept  through  oily  water  separators  which 
meet  the  requirements  in  §  55.10-25  (n) 
of  Subchapter  F  (Marine  Engineering) 
of  this  chapter,  or  directly  into  sludge 
barges  or  shore  facilities,  or  other  ap¬ 
proved  means. 

PART  94— LIFESAVING  EQUIPMENT 

1.  The  authority  for  Part  94  is 
amended  to  read  as  follows; 

Authobitt:  §§94.01-1  to  94.90-10  issued 
under  R.S.  4405,  as  amended.  4462,  as 
amended;  46  U.S.C.  375,  416.  Interpret  or 
apply  RJ3.  4417,  as  amended,  4418,  as 
amended,  4426,  as  amended,  4488,  as 
amended,  4491,  as  amended,  sec.  10,  35 
8tat.  428,  as  amended,  41  Stat.  305,  as 
amended,  secs.  1,  2,  49  Stat.  1544,  1545,  as 
amended,  sec.  17,  54  Stat.  166,  as  amended, 
sec.  3,  68  Stat.  675;  46  n.S.C.  391,  392,  404, 
481,  489,  395,  363,  367,  526p.  50  U.S.C.  198; 
E.O.  10402,  17  Fit.  9917,  3  (IFR,  1952  Supp. 
Treasury  Department  Orders  120,  July  31, 
1950,  15  PH.  6521;  167-14,  November  26.  1954, 
19  PA.  8026;  COFR  56-28,  July  24.  1956,  21 
PA.  6659;  167-38,  October  26.  1959,  24  PA. 
8857. 

Subpart  94.01 — Application 

la.  Section  94.01-1  Details  of  applica¬ 
tion  is  amended  by  revising  the  last  ref¬ 
erence  in  paragriq;)h  (a)  from  '*§  94.10-1 
(b)”  to  “5  94.10-1  (c).” 

Subpart  94.20 — Equipment  for  Life¬ 
boats,  Liferafts,  LifeRoats,  and 

Buoyant  Apparatus 

2.  Section  94.20-15 (J)  is  amended  to 
read  as  follows: 

S  94.20-15  Description  of  equipment 
for  lifeboats. 

•  •  •  •  • 

(J)  FlashUght.  The  flashlight  ahail 
be  of  an  iqiproved  Type  I,  Size  No.  3. 


constructed  in  accordance  with  Subpart 
161.008  of  Subchapter  Q  (Specifications) 
of  this  chapter.  Three  spare  cells  (or 
one  3-cell  battery)  and  two  spare  bulte 
shall  be  provided  with  each  flashlight. 
Batteries  shall  be  replaced  yearly  during 
the  annual  stripping,  cleaning  and  over¬ 
haul  of  the  lifeboat. 

§  94.20—90  [Amendment] 

3.  Section  94.20-90(a)  (5)  is  canceled. 
(This  subparagraph  has  served  its  pur¬ 
pose  and  is  now  out  of  date.) 

Subpart  94.45 — Line-Throwing 
Appliances 

4.  Section  94.45-15(b)  (3)  is  amended 
to  read  as  follows: 

§  94.45—15  Equipment  for  line-throwing 
appliances. 

•  •  •  «  • 

(b)  •  •  • 

(3)  Four  service  lines,  each  not  less 
than  400  feet  in  length,  of  %-inch  cir¬ 
cumference  flax  or  cotton  and  having  a 
breaking  strength  of  at  least  250  pounds, 
or  each  not  less  than  600  feet  in  length  of 
^6-hich  or  more  diameter  woven  or 
braided  nylon,  very  flexible,  having  a 
breaking  strength  not  less  than  140 
pounds,  or  equivalent,  to  be  kept  in  fak¬ 
ing  boxes  or  on  reels.  These  lines  may 
be  kept  either  in  the  box  or  case  with  the 
remainder  of  the  equipment  or  be  stowed 
in  an  accessible  location  nearby. 


PART  95— FIRE  PROTECTION 
EQUIPMENT 

1.  The  authority  for  Part  95  is  amend¬ 
ed  to  read  as  follows: 

Attthositt:  §§95.01-1  to  96.60-10  Issued 
under  R.S.  4405,  as  amended,  4462,  as 
amended;  46  UJS.C.  375,  416.  Interpret  or 
apply  R.S.  4417,  as  amended,  4418,  as 
amended.  4426,  as  amended,  4488,  as  amend¬ 
ed,  sec.  10,  35  Stat.  428,  as  amended,  41  Stat. 
305,  as  amended,  secs.  1,  2,  49  Stat.  1544,  1545, 
as  Amended,  sec.  17,  54  Stat.  166,  as  amended, 
sec.  3,  68  Stat.  675;  46  UA.C.  89l,  392,  404, 
481,  395,  363,  367,  526p,  50  n.S.C.  198;  E.O. 
10402,  17  FA.  9917,  3  CFR,  1952  Supp. 
Treasiiry  Department  Orders  120,  July  31, 
1950,  15  FA.  6521;  167-14,  November  26, 
1954,  19  FA.  8026;  CGFR  56-28,  July  24,  1956, 
21  FA.  5659;  167-38,  October  26,  1959,  24 
FA.  8857. 

Subpart  95.13 — Steam  Smothering 
System,  Details 

§  95.13—90  [Amendment] 

2.  Section  95.13-90 (b),  first  sentence, 
is  amended  by  changing  the  phrase 
*'July  1,  1955,  but  prior  to  November  19, 
1952,”  to  read  “July  1, 1935,  but  prior  to 
November  19,  1952.” 

Subpart  95.15— Carbon  Dioxide 
Extinguishing  Systems,  Details 

3.  Section  05.15-5(e)  (3)  is  amoided 
by  revising  table  95.15-5  (e)  (3)  by  chang¬ 
ing  the  second  maximum  quantity  of 
carbon  epoxide  required  in  the  first 
column  from  "200”  to  "225”  so  that  this 
table  reads  as  follows: 


§  95.15-5  Quantity,  pipe  sices,  and  dis¬ 
charge  rates. 

•  •  •  •  • 

(e)  •  •  • 

(3)  •  •  • 


Table  96 15-5(e)  (8) 


Maximum 
quantity 
of  carbon 
dioxide 
required, 
pounds 

Minimum 
pipe  size, 
inches 

Maximum 
quantity 
of  carbon 
dioxide 
required, 
pounds 

Minimum 
pipe  size, 
inches 

100 

H 

2,500 

2H 

225 

H 

4,450 

3 

300 

1 

7,100 

SH 

600 

IH 

10,450 

4 

1,000 

IH 

15,000 

2,450 

2 

Subpart  95.50 — Hand  Portable  Fire 
Extinguishers  and  Semiportable 
Fire  Extinguishing  Systems,  Ar¬ 
rangements  and  Details 

4.  Section  95.50-10  is  amended  by 
adding  a  new  paragraph  (f)  reading  as 
follows: 

§  95.50—10  Location. 

•  *  *  •  V 

(f )  Hand  portable  or  semiportable  ex¬ 
tinguishers,  which  are  required  on  their 
name  plates  to  be  protect^  from  freez¬ 
ing,  shall  not  be  located  where  freezing 
temperatures  may  be  expected. 

§  95.50—15  [Amendment] 

5.  Section  95.50-15 (c)  is  canceled. 


PART *96— VESSEL  CONTROL  AND 
MISCELLANEOUS  SYSTEMS  AND 
EQUIPMENT 

1.  The  authority  for  Part  96  is  amend¬ 
ed  to  read  as  follows: 

Authobitt:  §§  96.01-1  to  96.30-90  issued 
under  R.S.  4405,  as  amended,  4462,  as  amend¬ 
ed;  46  U.S.C.  375,  416.  Interpret  or  apply 
RA.  4417,  as  amended,  4418,  as  amended, 
4426,  as  amended,  sec.  10,  35  Stat.  428,  as 
amended,  41  Stat.  305,  as  amended,  secs.  1, 
2,  49  Stat.  1544,  1545,  as  amended,  sec.  3, 
68  Stat.  675;  46  UA.C.  391,  392,  404,  435,  395, 
363,  367,  50  UA.C.  198;  E.O.  10402,  17  FA. 
9917,  3  CFR.  1952  Supp.  Treasury  Depart¬ 
ment  Orders  120,  July  31.  1950,  15  FA.  6521; 
167-14,  November  26,  1954,  19  FA.  8026; 
COFR  56-28,  July  24,  1956,  21  FA.  5659. 
Additional  authority  cited  with  sections 
affected. 

Subpart  96.07 — Anchors,  Chains,  and 
Hawsers 

2.  After  the  heading  for  Subpart  96.07 
there  is  inserted  additional  authority 
reading  as  follows: 

Authobitt:  §§  96.07-1  to  96.07-90  Interpret 
or  apply  RA.  4488,  as  amended;  46  n.S.C. 
481.  Treasury  Department  Order  167-38,  Oc¬ 
tober  26, 1959, 24  FA.  8867. 

Subpart  96.20 — Whistles 

3.  After  the  heading  for  Subpart  96.20 
there  is  inserted  additional  authority 
reading  as  follows: 

Authobitt:  |§  96.20-1  to  96.20-10  InteriBret 
or  apply  see.  17.  54  Stat.  166,  as  amended; 
46  UA.C.  626p.  Treasury  Depiurtment  Order 
120.  July  31. 1950, 16  PA.  6621. 
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Subpart  96.23 — Foghorns 

§  96.23—5  [Amendment] 

4.  The  following  additional  authority 
is  added  after  §  96.23-5 (a) : 

(Sec.  17,  54  Stat.  166,  as  amended;  46  U.S.C. 
526p.  Treasury  Department  Order  120,  July 
31,1950, 15 F.R.  6521) 

Subpart  96.25 — Fog  Sound  Signal 
Devices 

5.  After  the  heading  for  Subpart  96.25 
there  is  inserted  additional  authority 
reading  as  follows; 

Authobitt:  §§  96.25-1  to  96.25-10  Interpret 
or  apply  sec.  17,  54  Stat.  166,  as  amended; 
46  U.S.C.  626p.  Treasury  Department  Order 
120,  July  31,  1950,  15  PJl.  6521. 

Subpart  96.30 — Emergency 
Equipment 

6.  After  the  heading  for  Subpart  96.30 
there  is  inserted  additional  authority 
reading  as  follows: 

Authoritt:  §§  96.30-1  to  96.30-90  interpret 
or  apply  R.S.  4488,  as  amended;  46  U.S.C. 
481.  Treasury  Department  Order  167-38,  Oc¬ 
tober  26, 1959, 24  F.R.  8857.  ' 


PART  97— OPERATIONS 

1.  The  authority  for  Part  97  is  amended 
to  read  as  follows: 

Authority:  §§97.01-1  to  97.75-1  issued 
under  R.S.  4405,  as  amended,  4462,  as 

amended;  46  U.S.C.  375,  416.  Interpret  or 
apply  R.S.  4417,  as  amended,  4418,  as 

amended,  4426,  as  amended,  4453,  as  amend¬ 
ed,  sec.  10,  35  Stat.  428,  as  amended,  41  Stat. 
305,  as  amended,  secs.  1, 2,  49  Stat.  1544,  1545, 
as  amended,  sec.  3,  68  Stat.  675;  46  n.S.C. 
391,  392,  404,  435,  395,  363,  367,  50  US.C.  198; 
E.O.  10402,  17  F.R.  9917,  3  CFR.  1952  Supp. 
Treasury  Department  Orders  120,  July  31, 
1950,  15  F.R.  6521;  167-14,  November  26, 
1954,  19  Fja.  8026;  CGFR  56-28,  July  24, 
1956,  21  F.R.  5659.  Additional  authority  cited 
with  sections  affected. 

Subpart  97.13 — Station  Bills 

2.  After  the  heading  for  Subpart  97.13 
there  is  inserted  additional  authority 
reading  as  follows: 

Authority:  §§  97.13-1  to  97.13-20  Interpret 
or  apply  R.S.  4488,  as  amended:  46  n.S.C.  481. 
Treasury  Department  Order  167-38,  October 
26.  1959. 24  FR.  8857. 

3.  Section  97.13-15  (d)  is  amended  by 
changing  the  reference  from  “the  sec¬ 
tion”  to  “this  section,”  so  that  this  para¬ 
graph  reads  as  follows: 

§  97.13—15  Emergency  signals. 

«  «  •  «  • 

(d)  in  the  case  of  river  vessels,  the 
ship’s  bell  may  be  used  in  lieu  of  the 
whistle  signals  stipulated  in  this  section. 

4.  Section  97.13-30  is  redesignated  as 
§  97.13-20  and  as  redesignated  reads  as 
follows: 

§  97.13—20  Master  to  instruct  crew. 

(a)  The  master  shall  conduct  such 
drills  and  give  such  instructions  as  are 
necessary  to  insure  that  all  hands  are 
familiar  with  their  duties  as  specified  in 
the  station  bill. 

§  97.13-25  [Cancellation] 

5.  Section  97.13-25  Manning  of,  life- 
boats  and  liferafts  is  canceled.  (The 


provisions  of  this  section  have  been  in¬ 
corporated  in  new  §§  97.14-5  to  97.14-20, 
in  order  to  clarify  requirements.) 

6.  Part  97  is  amended  by  inserting 
after  §  97.13-20  a  new  Subpart  97.14, 
entitled  “Manning  of  lifeboats  and  life¬ 
rafts,”  which  consists  of  §§  97.14-1  to 

97.14- 20,  inclusive,  which  read  as  follows: 

Subpart  97.14 — Manning  of  Lifeboats 
and  Liferafts 

Sec. 

97.14- 1  Application. 

97.14- 5  Person  in  command  of  lifeboat  or 

liferaft. 

97.14- 10  Certificated  lifeboatmen. 

97.14- 15  Motor-propelled  lifeboat. 

97.14- 20  Lifeboat  carrying  a  wireless  and/or 

searchlight. 

Authority  ;  §  §  97.14-1  to  97.14-20  interpret 
or  apply  R.S.  4488,  as  amended;  46  U.S.C.  481. 
Treasury  Department  Order  167-38,  October 
26, 1959,  24  F.R.  8857. 

§  97.14—1  Application. 

(a)  The  provisions  of  this  subpart 
shall  apply  to  all  vessels  equipped  with 
lifeboats  and/or  liferafts,  except  un¬ 
manned  barges. 

§  97.14—5  Person  in  command  of  life¬ 
boat  or  liferaft. 

(a)  For  vessels  in  ocean  service,  the 
master  shall  appoint  a  first  and  second 
in  command  of  each  lifeboat  and  each 
liferaft  who  shall  be  either  a  licensed 
deck  officer,  an  able  seaman,  or  a  cer¬ 
tificated  lifeboatman. 

(b)  For  vessels  in  services  other  than 
ocean  service,  the  master  shall  appoint  a 
person  in  command  of  each  lifeboat  and 
each  liferaft.  Except  for  vessels  in  river 
service,  this  person  in  command  shall  be 
either  a  licensed  deck  officer  or  an  able 
seaman:  Provided,  That  liferafts  for  15 
persons  or  less  carried  on  vessels  in 
Great  Lakes  service  or  lakes,  bays  and 
sounds  service  may  be  placed  in  the 
charge  of  a  certificated  lifeboatman. 

(c)  The  person  in  charge  of  each  life¬ 
boat  or  liferaft  shall  have  a  list  of  its 
crew,  and  shall  see  that  the  persons  im- 
der  his  orders  are  acquainted  with  their 
several  duties. 

§  97.14—10  Certificated  lifeboatmen. 

(a)  Except  for  vessels  in  river  service, 
there  shall  be  for  each  lifeboat  and  each 
liferaft  a  number  of  certificated  life¬ 
boatmen  equal  to  that  specified  in  Table 

97.14- 10(a) :  Provided,  That  vessels  re¬ 
quired  to  carry  sufficient  lifeboats  on 
each  side  to  accommodate  all  persons  on 
board  need  only  carry  the  certificated 
lifeboatmen  required  fqr  the  manning 
of  the  lifeboats  on  one  side. 


Table  97.14-l0(a) 


Prescribed  complement 
of  lifeboat  or  liferaft 

Minimum  number  of 
lifeboatmen 

Ocean 

All  services 

Over 

Not  over 

service 

other  than 
oceani 

25 

2 

1 

25 

40 

2 

2 

40 

60 

3 

3 

60 

85 

4 

4 

85 

no 

5 

6 

no 

6 

6 

>  Certificated  lifeboatmen  are  not  required  on 
vessels  in  river  service. 


(b)  The  allocation  of  the  certificated 
lifeboatmen  to  each  lifeboat  and  each 
liferaft  shall  be  at  Uie  discretion  of  the 
master  according  to  the  circumstances. 

§  97.14—15  Motor-propelled  lifeboat. 

(a)  The  master  shall  assign  to  each 
motor-propelled  lifeboat  a  man  capable 
of  working  the  motor. 

§  97.14—20  Lifeboat  carrying  a  wireless 
or  searchlight. 

(a)  The  master  shall  assign  to  each 
lifeboat  carrying  a  wireless  and/or 
searchlight  a  man  capable  of  operating 
such  equipment. 

Subpart  97.15 — Tests,  Drills,  and 
Inspections 

7.  After  the  heading  for  Subpart  97.15 
there  is  inserted  additional  authority 
reading  as  follows: 

Authority:  §§  97.15-1  to  97.15-60  Interpret 
or  apply  R.S.  4488,  as  amended;  46  U.S.C.  481. 
Treasury  Department  Order  167-38,  October 
26,  1959,  24  FJt.  8857. 

Subpart  97.34 — Work  Vests 

8.  After  the  heading  for  Subpart  97.34 
there  is  inserted  additional  authority 
reading  as  follows: 

Authority:  §§  97.34-1  to  97.34-20  interpret 
or  apply  R.S.  4488,  as  amended,  4491,  as 
amended;  46  UjS.C.  481,  489.  Treasury  De¬ 
partment  Order  167-38,  October  26,  1959,  24 
FR.  8857. 

Subpart  97.35— Logbook  Entries 

8a.  Section  97.35-5 (a)  is  amended  by 
adding  a  new  subparagraph  (9)  reading 
as  follows: 

§  97.35—5  Actions  required  to  be  logged. 

(a)  *  *  * 

(9)  Cargo  gear  inspections:  At  least 
once  a  month.  See  §  91.37-70  of  this 
subchapter. 

9.  Part  97  is  amended  by  inserting 
after  §  97.35-10  a  new  Subpart  97.36, 
entitled  “Display  of  Plans,”  consisting  of 
§  97.36-1.  which  reads  as  follows: 

Subpart  97.36— Display  of  Plans 
§  97.36—1  When  required. 

(a)  Barges  with  sleeping  accommoda¬ 
tions  for  more  than  six  persons  and  all 
self-propelled  vessels  shall  have  perma¬ 
nently  exhibited  for  the  guidance  of  the 
officer  in  charge  of  the  vessel,  general  ar¬ 
rangement  plans  showing  for  esu:h  deck 
the  various  fire  retardant  bulkheads  to¬ 
gether  with  particulars  of  the  fire  de¬ 
tecting,  manual  alarm  and  fire  ex¬ 
tinguishing  systems,  fire  doors,  means  of 
ingress  to  the  different  compartments, 
and  the  ventilating  systems  including  the 
positions  of  the  dampers,  the  location  of 
the  remote  means  of  stopping  the  fans, 
and  the  identification  of  the  fans  serving 
each  section. 

(R.S.  4488,  as  amended,  46  U.S.C.  481.  Treas¬ 
ury  Department  Order  167-38,  October  26, 
1959,  24  F.R.  8857) 

Subpart  97.37 — Markings  for  Fire  and 
Emergency  Equipment,  Etc. 

10.  After  the  heading  for  Subpart 
97.37  there  is  inserted  additional  author¬ 
ity  reading  as  follows: 
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ATrrHosrrr:  Si  97^7-1  to  97.37-90  Interpret 
or  apply  R3.  4488.  as  amended;  46  n.S.O. 
481.  Treasury  Department  Order  167-38. 
October  26.  1969.  24  Fit.  8857. 

Subpart  97.55 — De-energizing  of  Car¬ 
go  Hold  Lighting  Circuits  When 
Grain  or  Other  Combustible  Bulk 
Cargo  is  Carried 

11.  After  the  heading  for  Subpart 
97.55  the  additional  authority  is  amend¬ 
ed  to  read  as  follows: 

Authoritt:  SS  97.65-1  and  07.56-5  Interpret 
or  apply  R.S.  4488.  as  amended;  46  UjS.C.  481. 
Treasury  Department  Order  167-38,  October 
26.  1959,  24  FH.  8857. 

Subpart  97.60 — Motion  Picture  Film 
and  Equipment 

12.  The  additional  authority  follow¬ 
ing  §  97.60-1  (b)  is  amended  to  read  as 
follows: 

(R.S.  4488,  as  amended;  46  UJS.C.  481. 
Treasiiry  Department  Order  167-38,  October 
26.  1959,  24  FH.  8857) 


Subpart  97.70 — Power-Operated 
Industrial  Trucks 

13.  After  the  heading  for  Subpart 
97.70  the  additional  authority  is  amend¬ 
ed  to  read  as  follows: 

Authobitt:  SS  97.70-1  to  97.70-35  Interpret 
or  apply  R.S.  4417a,  as  amended,  4472,  as 
amended,  4488,  as  amended,  4491,  as  amend¬ 
ed;  46  n.S.C.  391a,  170,  481,  489.  Treasury 
Department  Orders  120,  July  31.  1950,  15  F.R. 
6521;  167-38,  October  26,  1959,  24  FM.  8857. 

14.  Part  97  Is  amended  by  adding  after 
§  97.70-35  a  new  Subpart  97.75,  entitled 
“Prevention  of  Oil  Pollution,”  consisting 
of  §  97.75-1,  which  reads  as  follows: 

Subpart  97.75— Prevention  of  Oil 
Pollution 

§97.75—1  Prohibited  zones. 

(a)  All  cargo  vessels  shall  be  so  oper¬ 
ated  as  to  meet  the  requirements  of  the 
Oil  Pollution  Act.  1924  (33  U.S.C.  431- 


437).  In  addition,  all  cargo  ships  shall 
be  so  operated  as  to  avoid  discharging 
any  oil  or  oily  ballast  which  may  foul  the 
surface  of  the  sea,  within  any  of  the  pro¬ 
hibited  zones  set  forth  in  the  Oil  Pollu¬ 
tion  Act.  1961  (33  U.S.C.  1001-1015) . 

(Sec.  8,  75  Stat.  403;  33  U.S.C.  1007.  Treasury 
Department  Order  167-46,  November  6,  1961, 
26  Fit.  10609) 


SUBCHAPTER  J — ELECTRICAL  ENGINEERING 

PART  110— GENERAL  PROVISIONS 

Subpart  110.05 — Application 

1.  Section  110.05-1  (a)  is  amended  by 
revising  Table  110.05-1  (a)  (but  not  the 
written  text  of  paragraph  (a))  to  read 
as  follows: 

§  110.05—1  Vessels  subject  to  the  re¬ 
quirements  of  this  subcbapter. 

(a)  •  •  •  ‘ 


Table  ll0.05-l(a) 


I 


i 


Method  of  propul¬ 
sion 


Size  or  other 
limitations  > 


Classes  of  vessels  (including  motorboats)  examined  or  inspected  under  various  Coast  Ouard  regulations  > 


Vessels  inspected  and  cer¬ 
tificated  under  Subchapter 
D^Tank  Vessels  * 


Vessels  Inspected  and  certificated 
under  either  Subchapter  H— Pas¬ 
senger  Vessels  *  * « •  or  Subchapter 
T— Small  Passenger  Vessels  •  •  * 


Vessels  mspected  and 
certificated  under  Sub¬ 
chapter  I— Cargo  and" 
Miscellaneous  Vessels  *  • 


Vessels  subject  to  prov- 
sions  of  Subchapter  C— 
Uninspected  Vessels  >  •  • 


Column  1 


Column  2 


Column  3 


Column  4 


Column  5 


Column  6 


Steam. 


Vessels  not  over  65 


feet  in  length. 


An  vessels  carrying  oombus-  AU  vessels  carrying  more  than  6 
tible  or  inflammable  liquid  passengers.' 
cargo  in  bulk. 


AU  tugboats  and  towboats. 


AU  vessels  except  those 
covered  by  columns  3,  4, 
and  5.* 


Vessels  over  65  feet  AU  vessels  carrying  oombus- 
in  length.  tible  or  inflammable  liquid 

cargo  in  bulk.' 


1.  AU  vessels  carrying  more  than  12 
passengers  on  an  international 
voyage,  except  yachts. 

2.  All  vessels  of  not  over  15  gross  tons 
which  carry  more  than  6  passen¬ 
gers.' 

3.  AU  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank  ves¬ 
sels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

c.  Towing  and  fishing  vessels,  in 
other  than  ocean  and  coastwise 
service,  may  carry  persons  on 
the  legitimate  business  of  the 
vessel,  in  addition  to  crew, 
but  not  to  exceed  one  for  each 
net  ton  of  the  vessel. 


AU  vessels  except  those 
covered  by  columns  3 
and  4. 


None. 


>  Where  length  is  used  in  this  table  it  means  the  length  measured  from  end  to 
tfid  over  the  deck,  excluding  sheer.  On  and  after  May  2. 1962,  this  expression  “means 
a  straight  line  measurement  of  the  overaU  length  from  the  foremost  part  of  the  vessel 
to  the  aftermost  rort  of  the  vessel,  measured  paraUel  to  the  centerline.” 

*  Subchapters  E  (Load  Lines),  F  (Marine  Engineering),  J  (Electrical  Engineering), 
and  N  (Explosives  or  Other  Dangerous  Articles  or  Substances,  and  Combustible 
Liquids  on  Board  Vessels)  of  this  chapter  may  also  be  iqiplicable  under  certain 
eonditions. 

'  PubUc  nautical  school  ships,  other  than  vessels  of  the  Navy  and  Coast  Ouard, 
shall  meet  the  requirements  of  Part  167  of  Subchapt^r  R  (Nautical  Schools)  of  this 
^apter.  CivUian  nautical  school  ships,  as  defln^  by  46  U.S.C.  1331,  shaU  meet 
the  requirements  of  Subchapter  H  (Passenger  Vessels)  and  Part  168  of  Subchapter 
R  (Nautical  Schools)  of  this  chapter. 

'  Subchapter  H  (Passenger  Vessels)  of  this  chapter  covers  only  those  vessels  over 
65  feet  in  length.  Subchapter  T  (Small  Passen^  Vessels)  of  this  chapter  covers 
only  those  vessels  of  not  over  65  feet  in  length. 


*  Vessels  covered  by  Subchapters  H  (Passenger  Vessels)  or  I  (Cargo  and  Mis¬ 
cellaneous  Vessels)  of  this  chapter,  where  the  principal  purpose  or  use  of  the  vessel 
is  not  for  the  carriage  of  liquid  cargo,  may  be  granted  a  permit  to  carry  a  limited 
amount  of  inflammable  or  combustible  liquid  cargo  in  bulk.  The  portion  of  the 
vessel  used  for  the  carriage  of  the  inflammable  or  combustible  liquid  cargo  shall 
meet  the  requirements  of  Subchapter  D  (Tank  Vessels)  in  addition  to  the  require¬ 
ments  of  Subcbapter  H  (Passenger  Vessels)  or  I  (Cargo  and  Miscellaneous  Vessels) 
of  this  chapter. 

*  Any  vessel  on  an  international  voyage  is  subject  to  the  requirements  of  the 
International  Convention  for  the  Safety  of  Life  at  Sea,  1948. 

'  The  meaning  of  the  term  “passenger”  is  as  defined  in  the  Act  of  May  10,  1968 
(sec.  1,  70  Stat.  151;  46  U.S.C.  390). 

*  Boilers  and  machinery  are  subject  to  examination  on  vessels  over  40  feet  in  length. 
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Tabli  110.05-1  (a) — Continued 


Method  of  propul¬ 
sion 


Size  or  other 
limitations  ^ 


16  gross  tons. 


Vessels  over  15  gross 
tons  except  sea¬ 
going  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 


tons  and  over. 


V'essels  over 
gross  tons. 


See  footnotes  on  preceding  page. 

(R.S.  4405,  as  amended,  4462,  as  amended;  46  n.S.C.  375, 416) 


Classes  of  vessels  (Ineludlng  motorboats)  examined  or  inspected  under  various  Coast  Guard  regulations  >  | 

Vessels  inspected  and  oer- 
tlflcated  under  Subchapter 
D-Tank  Vessels  * 

Vessels  inspected  and  certifleated 
under  either  Subchapter  H — Pas¬ 
senger  Vessels  *  *  *  *  or  Subchapter 
T— Small  Passenger  Vessels  *  •  * 

Vessels  inspected  and 
certifleated  under  Sub¬ 
chapter  I — Cargo  and 
Miscellaneous  Vessels  *  * 

Vessels  subject  to  provi¬ 
sions  of  Subchapter  C — 
Uninspected  Vessels  •  *  • 

Column  4 

Column  4 

Column  5 

Column  6 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas- 
sengers.J 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  vessels  except  those 
covered  by  colunms  3,  4, 
and  5. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  vessels  not  over  65  feet  inlength 
which  carry  more  than  6  passen¬ 
gers.' 

3.  All  other  vessels  of  over  65  feet  in 
length  carrying  passengers  for  hire 
except  documented  cargo  or  tank 
vessels  issued  a  permit  to  carry  not 
more  than  16  persons  in  addition  to 
the  crew. 

All  vessels  carrying  freight 
for  hire  except  those 
covered  by  columns  3 
and  4. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank 
vessels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

All  vessels  except  those 
covered  by  columns  3 
and  4,  and  those  en¬ 
gaged  in  the  Ashing,  oys- 
tering,  clamming,  crab¬ 
bing,  or  any  other 
branch  of  the  flshery, 
kelp,  or  sponge  indus¬ 
try. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  5. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.' 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

None. 

All  vessels  carrying  combus¬ 
tible  or  Inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  passengers  for  hire. 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

None. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6  pas¬ 
sengers.' 

Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 

All  barges  carrying  passen¬ 
gers  except  those  covered 
by  column  4. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  passengers  for  hire. 

All  seagoing  barges  except 
those  covered  by  col¬ 
umns  3  and  4;  and  those 
inland  barges  carrying 
dangerous  cargoes  when 
required  by  46  GFR 
Part  98  or  146. 

All  barges  carrying  passen¬ 
gers  except  those  covered 
by  column  4. 

SUBCHAPTER  M — BULK  GRAIN  CARGOES 

PART  144— LOADING  AND  STOWAGE 
OF  GRAIN  CARGOES 

Subpart  144.20 — Detailed  Loading 
and  Stowage  Requirements 

§  144.20—20  [Amendment] 

1.  In  §  144.20-20 (a)  the  first  sentence 
is  amended  by  changing  the  reference 
from  "§  144.20-10 (b)(2)”  to  ”5  144.20- 
10(b)  (3).” 

(R.S.  4405,  as  amended,  4462,  as  amended; 
M  U.S.C.  375,  416) 

Subpart  144.30 — ^Vessels  Shifting 
Ports 

§  144.30—1  [Amendment] 

2.  Section  144.30-1  is  amended  by 
changing  in  paragraph  (b)  and  para¬ 
graph  (c)  (2)  the  reference  from  ”5  144.- 
20-l0(c)”  to  “5  144.20-24(a)(l).” 

(R.S.  4405,  as  amended,  4462,  as  amended; 
«  U.S.O.  375,  41«) 


SUBCHAPTER  N — EXPLOSIVES  OR  OTHER  DAN¬ 
GEROUS  ARTICLES  OR  SUBSTANCES  AND 
COMBUSTIBLE  LIQUIDS  ON  BOARD  VESSELS 

PART  146— TRANSPORTATION  OR 
STORAGE  OF  EXPLOSIVES  OR 
OTHER  DANGEROUS  ARTICLES  OR 
SUBSTANCES,  AND  COMBUSTIBLE 
LIQUIDS  ON  BOARD  VESSELS 

Subpart — General  Regulations 

1.  Section  146.02-2  is  amended  by  add¬ 
ing  at  the  end  thereof  a  new  paragraph 
(i)  reading  as  follows: 

§  146.02—2  Application  to  vessels. 

•  *  •  •  • 

(i)  In  addition  to  complying  with  the 
requirements  of  this  part,  foreign  vessels 
of  novel  design  or  construction  whose 
operation  involves  potential  unusual 
risks  shall  be  subject  to  inspection  to  the 
extent  necessary  to  safeguard  life  and 
property  in  United  States’  ports.  For 
details  concerning  inspection  see  §  2.01- 
13  of  Subchapter  A  (Procedures  Applic¬ 


able  to  the  PubUc) ,  §  30.01-5  of  Sub¬ 
chapter  D  (Tank  Vessels) ,  §  70.05-3  of 
Subchapter  H  (Passenger  _Vessels),  and 
§  90.05-1  of  Subchapter  I  (Cargo  and 
Miscellaneous  Vessels)  of  this  chapter. 

(R.S.  4405,  as  amended,  4462,  as  amended, 
4472,  as  amended;  46  U.S.C.  375,  416, 170.  In¬ 
terpret  or  apply  sec.  3,  68  Stat.  675;  50  U.S.O. 
198;  E.O.  10402,  17  FJl.  9917,  3  CFR,  1952 
Supp.) 

SUBCHAPTER  Q — SPECIFICATIONS 

PART  160— LIFESAVING 
EQUIPMENT 

Subpart  160.021 — Signals,  Distress, 
Hand  Red  Flare,  for  Merchant 
Vessels 

1.  The  authority  note  for  Subpart 
160.021  is  amended  to  read  as  follows: 

Authoritt  note:  §§  160.021-1  to  160.021-7 
interpret  or  apply  R.S.  4417a,  as  amended, 
4426,  as  amended,  4488,  as  amended,  4491,  as 
amended,  secs.  1,  2,  49  Stat.  1544,  1545,  as 
amended,  sec.  3,  54  Stat.  347,  as  amended,  sec. 
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8,  70  Stat.  162,  sec.  S.  68  Stat.  675;  46  UJS.C. 
891a.  404,  481,  489,  867,  1833,  390b.  50  U^.C. 
198;  S.O.  10403,  17  FH.  9917,  3  CPR,  1952 
8upp.  Tteaaury  Department  Orders  120,  July 
81.  1960,  15  F^.  6521;  167-14,  November  26, 
1954,  19  FJl.  8036;  167-20,  June  18,  1956,  21 
F,R.  4894;  167-38,  October  26.  1959,  24  FJl. 
8857. 

2.  Section  160.021-7(c)  is  amended  to 
read  as  foUows; 

§  160.021—7  Procedures  for  approval. 

•  •  •  •  * 

(c)  Preapproval  sample.  After  the 
first  drawings  and  specifications  have 
been  examined  and  found  to  appesu-  sat¬ 
isfactory,  a  marine  inspector  will  be  de¬ 
tailed  to  the  factory  to  observe  the  pro¬ 
duction  facilities  and  manufacturing 
methods  and  to  select  at  random,  from 
not  less  than  50  signals  already  manu¬ 
factured,  a  sample  of  not  less  than  24 
specimens  which  will  be  forwarded  pre¬ 
paid  by  the  manufacturer  to  the  Com¬ 
mandant  for  the  necessary  conditioning 
and  tests  in  accordance  with  §  160.021- 
4(b)  to  determine  compliance  with  this 
subpart  for  qualification  for  tsrpe  or 
brand  approval  for  use  on  merchant  ves¬ 
sels.  Costs  of  these  tests  of  the  pre¬ 
approval  sample  shall  be  borne  by  the 
manufacturer. 

Subpart  1 60.022 — Signals,  Distress, 

Floating  Orange  Smoke,  for  Mer¬ 
chant  Vessels 

3.  Section  160.022-6  (c)  is  amended  to 
read  as  follows; 

§  160.022—6  Procedure  for  approval. 

•  •  •  •  • 

(c)  Preapproval  sample.  After  the 
first  drawings  and  specifications  have 
been  examined  and  found  to  appear  sat¬ 
isfactory,  the  manufacturer  will  be  ad¬ 
vised  as  to  any  corrections  or  additions 
which  are  necessary.  A  marine  inspec¬ 
tor  then  will  be  detailed  to  the  factory 
to  observe  the  production  facilities  and 
manufacturing  methods  and  to  select  at 
random  from  not  less  than  30  signals 
already  manufactured  a  sample  of  not 
less  than  15  specimens  which  will  be 
forwarded  prepaid  by  the  manufacturer 
to  the  Commandant,  for  the  necessary 
conditioning  and  tests  in  accordance 
with  the  schedule  outlined  in  §  160.022-4 
(b)  to  determine  compliance  with  this 
subpart  for  qualification  for  tsq^e  or 
brand  approval  for  use  on  merchant 
vessels.  Costs  of  these  tests  of  the  pre¬ 
approval  sample  shall  be  borne  by  the 
manufacturer. 

(R.S.  4405,  as  amended,  4462,  as  amended; 
46  U.S.C.  375,  416.  Interpret  or  apply  R.S. 
4417a.  as  amended,  4426,  as  amended.  4488, 
as  amended,  4491,  as  amended,  secs.  1,  2, 
49  Stat.  1544,  1545,  as  amended,  sec.  3,  54 
Stat.  347,  as  amended,  sec.  3,  68  Stat.  675; 
4€  U.S.C.  391a,  404,  481,  489,  367,  1333,  50 
UA.C.  198;  E.O.  10402,  17  FJl.  9917,  3  CFR, 
1952  Supp.) 

Subpart  160.023 — Signals,  Distress, 
Combination  Flare  and  Smoke, 
Hand,  for  Merchant  Vessels 

4.  The  authority  note  of  Subpart 
160.023  is  amended  to  read  as  follows; 

Aothobitt  Note:  f§  160.023-1  to  160.023-7 
Interpret  or  apply  R.S.  4417a,  as  amended. 
4426,  as  amended,  4488,  as  amended,  4491, 


as  amended,  secs.  1,  2.  48  Stat.  1544,  1545, 
as  amended,  sec.  3,  54  Stat.  847,  as  amended, 
sec.  3,  70  Stat.  152,  sec.  3,  68  Stat.  675;  46 
n.S.C.  391a.  404,  481.  489,  367,  1333.  390b. 
50  UA.C.  198;  E.O.  10402,  17  FJl.  8917,  8 
CFR,  1952  Supp.  Treasury  Department 
Orders  120,  July  81. 1950, 15  FR.  6521;  167-14, 
November  26.  1954,  19  FJl.  8026;  167-20, 
June  18.  1956,  21  FJl.  4894;  167-38,  October 
26.  1959,  24  FJl.  8857. 

5.  Section  160.023-7  (c)  is  amended  to 
read  as  follows; 

§  160.023—7  Procedure  for  approval. 
**•••. 

(c)  Preapproval  sample.  After  the 
first  drawings  and  specifications  have 
been  examined  and  found  to  appear  sat¬ 
isfactory,  the  manufacturer  will  be  ad¬ 
vised  as  to  any  corrections  or  additions 
which  are  necessary.  A  marine  inspec¬ 
tor  then  will  be  detailed  to  the  factory 
to  observe  the  production  facilities  and 
manufacturing  methods  and  to  select  at 
random  from  not  less  than  50  signal 
already  manufactured,  a  sample  of  not 
less  than  24  specimens  which  will  be 
forwarded  prepaid  by  the  manufacturer 
to  the  Commandant  for  the  necessary 
conditioning  and  tests  in  accordance 
with  §  160.023-4  to  determine  compliance 
for  qualification  for  type  or  brand  ap¬ 
proval  for  use  on  merchant  vessels. 
Costs  of  these  tests  of  the  preapproval 
sample  shall  be  borne  by  the  manu¬ 
facturer. 

Subpart  1 60.024 — Signals,  Distress, 

Pistol-Projected  Parachute  Red 

Flare,  for  Merchant  Vessels 

6.  Section  160.024-3  (c)  is  amended  to 
read  as  follows; 

§  160.024—3  Materials,  workmanship, 
construction  and  performance  re* 
qpuirements. 

•  *  •  •  • 

(c)  Construction.  The  exterior  case 
of  the  cartridge  shall  be  made  of  suitable 
metal  and  shall  protect  against  the  en¬ 
trance  of  moisture.  The  projectile  case 
and  del8,y  element  shall  be  so  constructed 
as  to  prevent  any  possibility  of  the 
propelling  charge  blowing  by  and  caus¬ 
ing  premature  ejection  of  the  projectile 
contents.  The  shoulder  of  the  base  of 
the  cartridge  shall  be  between  .090  inch 
and  .105  inch  in  thickness.  The  centered 
primer  shall  be  set  below  the  surface  of 
the  base  between  .010  inch  and  .020  inch. 

(R.S.  4405,  as  amended,  4462,  as  amended; 
46  U.S.C.  375,  416.  Interpret  or  apply  RA. 
4417a,  as  amended,  4426,  as  amended,  4488, 
as  amended,  4491,  as  amended,  secs.  1,  2,  49 
Stat.  1544,  1545,  as  amended,  sec.  3,  54  Stat. 
347,  as  amended,  sec.  3.  68  Stat.  675;  46 
n.S.C.  391a.  404,  481,  489,  367,  1333,  50  U.S.C. 
198) 

7.  Section  160.024-7(c)  is  amended  to 
read  as  follows; 

§  160.024—7  Procedure  for  approval. 

•  •  •  *  • 

(c)  Preapproval  sample.  After  the 
first  drawing  and  specifications  have 
been  examined  and  found  to  appear 
satisfactory,  a  marine  inspector  will  be 
detailed  to  the  factory  to  observe  the 
production  facilities  and  manufacturing 
methods  and  to  select  at  random,  from 
not  less  than  50  signals  already  manu¬ 


factured,  a  sample  of  not  less  than  24 
specimens  which  will  be  forwarded  pre¬ 
paid  by  the  manufacturer  to  the  Com¬ 
mandant  for  the  necessary  conditioning 
and  tests  in  accordance  with  §  160.024-4 
(b)  to  determine  compliance  with  this 
subpart  for  qualification  for  type  or 
brand  approval  for  use  on  merchant 
vessels.  Costs  of  these  tests  of  the  pre¬ 
approval  sample  shall  be  borne  by  the 
manufacturer. 

(R.S.  4405,  as  amended.  4462,  as  amended; 

46  UA.C.  375,  416.  Interpret  or  apply  RA. 
4417a,  as  amended.  4426,  as  amended,  4488, 
as  amended,  4491,  as  amended,  secs.  1.  2.  49 
Stat.  1544,  1545,  as  amended,  sec.  3.  54  Stat. 
347,  as  amended,  sec.  3.  68  Stat.  675;  46  n.S.C. 
391a,  404,  481,  489,  367,  1333,  50  UA.C.  198. 
E.O.  10402,  17  FJl.  9917,  3  CPR.  1952  Supp.) 

Subpart  160.028 — Signal  Pistols  for 
Parachute  Red  Flare  Distress  Signals 
for  Merchant  Vessels 

8.  Section  160.028-3  (c)  is  amended  to 
read  as  follows; 

§  160.028—3  Materials,  workmanship, 
construction,  and  performance  re¬ 
quirements. 

•  '•••• 

(c)  Construction  and  performance  re¬ 
quirements.  Signal  pistol  shall  be  of 
rugged  construction  and  shall  operate 
satisfactorily  in  firing  and  ejecting  pis¬ 
tol-projected  parachute  red  fiare  distress 
signals  of  the  type  covered  by  Subpart 
160.024.  The  ejection  mechanism  shall 
be  of  sturdy  design  capable  of  with¬ 
standing  rough  and  repeated  usage.  The 
overall  size  and  weight  of  signal  pistols 
should  be  kept  to  a  minimum  consistent 
with  adequate  strength  and  safety. 
When  the  pistol  is  cocked  and  the  trigger 
is  pulled,  the  firing  pin  shall  project  be¬ 
tween  0.060  inch  and  0.100  inch  beyond 
the  face  plate  of  the  frame.  When  the 
barrel  is  locked  in  the  firing  position,  the 
barrel  chamber  shall  be  not  more  than 
.010  inch  from  the  face  plate  of  the 
frame. 

(R.S.  4405,  as  amended.  4462,  as  amended;  46 
U.S.C.  375,  416.  Interpret  or  apply  R.S.  4417s, 
as  amended.  4426.  as  amended,  4488,  as 
amended,  4491,  as  amended,  secs.  1,  2,  49 
Stat.  1544,  1545,  as  amended,  sec.  3,  54  Stat. 
347,  as  amended,  sec.  3,  68  Stat.  675;  46  UA.C. 
891a,  404,  481,  489,  367,  1333,  50  UA.C.  198; 
E.O.  10402,  17  FJl.  9917,  1952  Supp.) 

Subpart  160.031 — Line-Throwing  Ap¬ 
pliance,  Shoulder  Gun  Type  (and 
Equipment),  for  Merchant  Vessels 

9.  Section  160.031-4(b)  is  amended  to 
read  as  follows; 

§  160.031—4  E^quipment  for  shoulder 
gun  type  line-throwing  appliance, 

•  •  •  «  • 

(b)  Four  service  lines,  each  not  less 
than  600  feet  in  length,  of  ^^e-lnch  or 
more  in  diameter,  woven  or  braided 
nylon,  very  fiexible,  and  having  a  break¬ 
ing  strength  of  not  less  than  140  pounds, 
or  equivalent.  Each  line  shall  be  one 
continuous  length  without  splice,  knot, 
or  other  weakening  features  and  shall  be  / 
made  up  or  coiled  in  such  way  as  to 
render  it  ready  at  all  times  for  immedi¬ 
ate  use.  The  end  of  the  line  intended 
to  be  attached  to  the  projectile  shall  have 
secure^  attached  thereto  a  substantial 


ta 

in 


(1 

u 

at 

ai 

S 

3‘ 

81 

E 

s 


t< 

§ 

fi 

b 

s 

d 

F 

n 

r 

f 

s 

I 

I 

{ 

( 

1 


5-2  55  2.2  B  HS-ffE 


FEDERAL  REGISTER 


Tuesday,  September  11,  1962 

tag  bearing  a  permanent  legend  indicat¬ 
ing  its  purpose,  and  the  other  end  of  the 
line  shall  be  tagged  in  the  same  manner 
to  prevent  delay  in  securing  proper  and 
immediate  action  with  the  equipment. 
The  line  shall  be  coiled  or  reeled  in  such 
manner  that  when  all  the  line  leaves  the 
canister  it  automatically  becomes  im- 
attached  and  free  from  the  canister  and 
the  gim.  The  line  canister  shall  be  se¬ 
cured  by  clamps  or  brackets  below  the 
barrel  of  the  gun. 

(R.S.  4405.  as  amended,  4462,  as.amended;  46 
U.S.C.  376,  416.  Interpret  or  apply  R.S.  4417a, 
as  amended,  4426,  as  amended,  4488,  as 
amended,  4491,  as  amended,  secs.  1,  2.  49 
Stat.  1544,  1545,  as  amended,  sec.  3,  54  Stat. 
347,  as  amended,  sec.  3, 68  Stat.  675;  46  n.S.C. 
SQla.  404,  481,  489,  367,  1333,  50  n.S.C.  198, 
E.O.  10402,  17  P.R.  9917,  3  CFR,  1962  Supp.) 

Subpart  1 60.036— Signals,  Distress, 
Hand-Held  Rocket-Propelled  Para¬ 
chute  Red  Flare,  for  Merchant 
Vessels 

10.  Section  160.03G-7(c)  is  amended 
to  read  as  follows: 

§  160.036—7  Procedure  for  approval. 

•  •  •  •  « 

(c)  Preapproval  sample.  After  the 
first  drawings  and  specifications  have 
been  examined  and  found  to  appear 
satisfactory,  a  marine  inspector  will  be 
detailed  to  the  factory  to  observe  the 
production  facilities  and  manufacturing 
methods  and  to  select  at  random,  from 
not  less  than  50  signals  already  manu¬ 
factured,  a  sample  of  not  less  than  24 
specimens  which  will  be  forwarded  pre¬ 
paid  by  the  manufacturer  to  the  Com¬ 
mandant  for  the  necessary  conditioning 
and  tests  in  accordance  with  §  160.036-4 

(b)  to  determine  compliance  with  this 
subpart  for  qualification  for  type  or 
brand  approval  for  use  on  merchant  ves¬ 
sels.  Costs  of  these  tests  of  the  pre¬ 
approval  sample  shall  be  borne  by  the 
manufacturer. 

(R.S.  4405,  as  amended,  4462,  as  amended; 
46  U.S.C.  375,  416.  Interpret  or  apply  R.S. 
4417,  as  amended,  4426.  as  amended,  4488, 
as  amended,  4491,  as  amended,  secs.  1,  2,  49 
Stat.  1544,  1545,  as  amended,  sec.  3,  54  Stat. 
847,  as  amended,  sec.  3.  68  Stat.  675;  46 
U.S.C.  391a.  404,  481,  489,  367,  1333,  60  UJS.C. 
198,  E.O.  10402,  17  FJR.  9917) 

Subpart  160.037 — Signals,  Distress, 
Hand  Orange  Smoke,  for  Merchant 
Vessels 

11.  The  authority  note  for  Subpart 
160.037  is  amended  to  read  as  follows; 

Atjthoritt  note:  §§  160.037-1  to  160.037-7 
Interpret  or  apply  R.S.  4417a,  as  amended. 
4426,  as  amended,  4488,  as  amended,  4491,  as 
amended,  secs.  1,  2,  49  Stat.  1544.  1645,  as 
amended,  sec.  3,  54  Stat.  347,  as  amended,  sec. 
3,  70  Stat.  152.  sec.  3.  68  Stat.  675;  46  U.S.C. 
391a,  404,  481,  489,  367,  1333,  390b.  50  U.S.C. 
198;  E.O.  10402.  17  FJl.  9917,  3  CFR,  1952 
Supp.  Treasury  Department  Orders  120,  July 
31,  1950,  15  F.R.  6521;  167-14,  November  26. 
1954,  19  F.R.  8026;  167-20,  June  18.  1956, 
21  PR.  4894;  167-38.  October  26,  1959,  24 
PR.  8857. 

12.  Section  160.037-7  (c)  is  amended 
k>  read  as  follows: 


§  160.037—7  Procedure  for  approval. 

•  *  *  •  • 

(c)  Preapproval  sample.  After  the 
first  drawings  and  specifications  have 
been  examined  and  foimd  to  appear 
satisfactory,  a  marine  inspector  will  be 
detailed  to  the  factory  to  observe  the 
production  facilities  and  manufacturing 
methods  and  to  select  at  random,  from 
not  less  than  50  signals  already  manu¬ 
factured,  a  sample  of  not  less  than  24 
specimens  which  will  be  forwarded  pre¬ 
paid  by  the  manufacturer  to  the  Com¬ 
mandant  for  the  necessary  conditioning 
and  tests  in  accordance  with  §  160.037- 
4(b)  to  determine  compliance  with  this 
subpart  for  qualification  for  type  or 
brand  approval  for  use  on  merchant 
vessels.  Costs  of  these  tests  of  the  pre¬ 
approval  sample  shall  be  borne  by  the 
manufacturer. 

Subpart  160.047 — Buoyant  Vests, 
Kapok  or  Fibrous  Glass,  Adult  and 
Child,  for  Motorboats  of  Glosses  A, 

1  or  2  Not  Carrying  Passengers  for 
Hire 

§  160.047—5  [Amendment] 

13.  Table  160.047-5  (c)  (4)  in  S  160.047- 
5(c)  (4)  is  amended  by  changing  the 
amoimt  for  the  “front  pads”  in  the  third 
column  for  “Model  CELM-1  and  CFM-1” 
from  “4^2  pounds  ztVt  pound”  to  “4^ 
pounds  pound.” 

(R.S.  4405,  as  amended,  4462,  as  amended;  46 
n.S.C.  375,  416.  Interpret  or  apply  secs.  6, 
17,  54  Stat.  164,  as  amended.  166,  as  amend¬ 
ed;  46  n.S.C.  526e.  526p) 

Subpart  160.050 — Buoys,  Life,  Ring, 
Unicellular  Plastic 

14.  The  authority  note  for  Subpart 
160.050  is  amended  to  read  as  follows: 

Authoeitt:  §§  160.050-1  to  160.050-7  in¬ 
terpret  or  apply  R.S.  4417a,  as  amended, 
4426,  as  amended,  4488,  as  amended,  4491, 
as  amended,  secs.  1,  2,  49  Stat.  1544,  1545, 
as  amended,  secs.  6,  17,  3.  54  Stat.  164,  as 
amended,  166,  as  amended,  347.  as  amended, 
sec.  3,  70  Stat.  152,  sec.  4,  67  Stat.  462,  sec.  3. 
68  Stat.  675;  46  U.S.C.  391a,  404,  481,  489, 
367,  526e,  526p,  1333,  390b,  43  U.S.C.  1333,  50 
U.S.C.  198;  E.O.  10402,  17  F.R.  9917,  3  CFR. 
1952  Supp.  Treasury  Department  Orders 
120,  July  31,  1950,  15  P.R.  6521;  167-14,  No¬ 
vember  26.  1954,  19  PR.  8026;  167-15,  Jan¬ 
uary  3,  1955,  20  P.R.  840;  167-20,  June  18, 
1956,  21  FR,  4894;  167-38,  October  26,  1969, 
24  FR.  8857. 

15.  Section  160.050-1  is  amended  to 
read  as  follows: 

§  160.050—1  Applicable  specifications. 

(a)  Specifications.  The  following 
specifications,  of  the  issue  in  effect  on 
the  date  ring  life  buoys  are  manufac¬ 
tured,  form  a  part  of  this  subpart: 

(1)  Military  specifications: 

MIIj-T-7807— Thread,  Nylon. 

MIL-R-16847 — Ring  Buoy,  Lifesaving,  Uni¬ 
cellular  Plastic. 

(b)  Copies  on  file.  Copies  of  the  spec¬ 
ifications  referred  to  in  this  section 
shall  be  kept  on  file  by  the  manufacture:, 
together  with  the  certificate  of  approval. 
The  Military  Specifications  may  be  ob¬ 
tained  from  the  Bureau  of  Supplies  and 
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Accoimts,  Department  of  the  Navy, 
Washington  25,  D.C. 

16.  Section  160.050-2  (b),  including 
Table  160.05(K2fW,  far  amended  to  reatf 
as  follows: 

§  160.050—2  Types  and  sizes. 

•  •  *  •  • 

(b)  Sizem  Rte^BC^lwioys  shall  be  of 
the  sizes  set  forth  in  Table  160.050-2  (b) . 
A  tolerance  of  plus  or  minus  5  percent 
will  be  allowable  on  the  dimensions  in¬ 
dicated  in  Table  160.050-2(b). 


Table  160.0fi0-2(b)— Sizes  and  Dimensions  or  Rmo 
Life  Buots 


Size.  , 

Dimensions  (inches) 

Finished  rins 

Cross  secticQ  of 
body 

Outside 

diameter 

Inside 

dtomleg 

Long 

IJiaiwsWa 

Short 

'iiawcar 

30-iiich . 

30 

17 

at-inch  _ 

24 

13 

SH 

3 

ao-incb _ 

20 

11 

4H 

3H 

17.  Section  160.050-3  is  amended  to 
read  as  follows: 

§  160.050—3  Materials. 


(a)  Unicellular  plastic-.  The  anicel- 
lular  plastic  material  used  in  fabrication 
of  the  buoy  body  shall  be  Class  I  or  n 
material  meeting  the  requirements  of 
Section  3.1.1  of  Specification  MIL-R- 
16847  except  that  volume  loss  or  heatr 
aging  shall  be  not  more  than  4  percent. 
The  buoy  body  shall  be  uniformly  pig¬ 
mented  throughout  with  either  white  or 
international  orange  oolor.  or  may  be 
painted  with  two  coats  of  white  or  in¬ 
ternational  orange  vinyl  base  paint. 

(b)  Grab  line.  The  grab  line  shall  be 
%-inch  diameter  polyethylene,  polsrpro- 
ylene,  nylon  or  other  suitable  synthetic 
material  having  a  minimum  breaking 
strength  of  1,350  pounds. 

(c)  Straps.  The  straps  for  securing 
the  grab  line  shall  be  2-inch  polyethyl¬ 
ene,  polyproylene,  nylon,  aaran  or  other 
suitable  synthetic  material  having  a 
minimum  breaking  strength  of  585 
pounds.  In  addition,  polyethylene  and 
polyproylene  are  to  of  the  stabilized 
t3:pe  containing  an  anti-oxidant. 

(d)  Thread.  The  thread  shall  be 
nylon  conforming  to  Type  11,  Size  4, 
Cfiass  2,  of  Specification  MIIj-T-7807. 
Alternate  threads  will  bti  given  special 
consideration. 

18.  Section  160.056-4  (e)  is  amended  to 
read  as  follows: 

§  160.050—4  .Construction  and  workman¬ 
ship. 

•  *  •  »  * 

(e)  Weight.  The  weight  of  the  com¬ 
pletely  assembled  buoy  shall  be  not  less 
than  2.5  pounds  and  not  more  than  4.25 
pounds  for  the  20-inch  size,  not  less  than 
3.0  pounds  and  not  mare  tfam  S.5  pounda 
for  the  24-inch  size,  and  not  less  than 
5.0  and  not  more  than  7.5  pounds  for  the 
30-inch  size. 

19.  Section  160.050-5  is  amended  by 
revising  the  headnote  and  paragraph  (a) 
to  read  as  follows: 
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RULES  AND  REGULATIONS 


§  160.050—5  Sampling,  tests,  and  inspec¬ 
tion. 

(a)  General.  A  marine  inspector  shall 
examine  all  ring  life  buoys  at  the  place  of 
manufacture  for  compliance  with  this 
specification.  Ring  life  buoys  on  a  lot 
basis  shall  be  tested  for  strength,  re¬ 
sistance  to  damage,  and  buoyancy  in  ac¬ 
cordance  with  the  methods  set  forth  in 
paragraphs  (b) ,  (c) .  and  (d)  respectively 
of  this  section  with  the  exception  that 
the  test  for  resistance  to  damage  may  be 
omitted  at  the  discretion  of  the  marine 
inspector.  If  the  marine  inspector  has 
any  doubt  regarding  compliance  with  this 
specification,  he  may  make  such  other 
examinations  and  tests  as  he  may  deem 
necessary.  The  manufacturer  shall  pro¬ 
vide  a  suitable  place  and  necessary  ap¬ 
paratus  for  the  use  of  the  marine  in¬ 
spector  in  conducting  tests  at  the  place 
of  manufacture,  and  shall  provide  labor 
for  all  handling  of  ring  buoys  requisite 
to  inspection. 

(1)  Lot  size  and  sampling.  A  lot  shall 
consist  of  not  more  than  500  ring  hfe 
buoys.  A  new  lot  shall  be  started  with 
any  change  or  modification  in  material 
used  or  manufacturing  methods  em¬ 
ployed.  When  a  lot  of  ring  buoys  is 
ready  for  inspection,  the  manufacturer 
shall  notify  the  OflBcer  in  Charge,  Marine 
Inspection,  U.S.  Coast  Guard,  of  the  in¬ 
spection  zone  in  which  the  factory  is  lo¬ 
cated.  who  will  assign  a  marine  inspector 
to  the  plant  for  the  purpose  of  making 
the  necessary  tests  and  inspections. 
]^om  each  lot  of  ring  life  buoys  the  ma¬ 
rine  inspector  shall  select  samples  in  ac¬ 
cordance  with  the  following  table  to  be 
tested  for  strength  and  buoyancy  in  ac¬ 
cordance  with  paragraphs  (b)  and  (d) 
respectively  of  this  section: 


Table  160.050-6(a)(l)— Sampling  for  Tests 


Lot  size 

No.  of  ring 
buoys  in 
sample 

100  and  under. .... _ 

1 

101  to  200 . 

2 

201  to  .'am  _ 

3 

301  tofiOO . 

4 

PART  162— ENGINEERING 
EQUIPMENT 

Subpart  162.028 — Extinguishers,  Fire, 
Portable,  Marine  Type 

1.  Section  162.028-3  is.  amended  by 
canceling  paragraph  (i)  and  by  re¬ 
vising  paragraphs  (c),  (f),  (f)(1)  (but 
not  subparagraphs  (f )  (2)  through  (5) ) , 
and  (g)  to  read  as  follows: 

§  162.028—3  Requirements. 

•  «  «  «  • 

(c)  Materials.  Materials  used  for  ex¬ 
posed  working  parts  shall  be  corrosion- 
resistant  to  salt  water  and  spray.  Ma¬ 
terials  used  for  other  exposed  parts  shall 
be  either  corrosion-resistant  or  shall  be 
protected  by  a  suitable  corrosion-resist¬ 
ant  coating. 

(1)  Corrosion-resistant  materials.  The 
materials  which  are  considered  to  be 
corrosion-resistant  are  copper,  brass, 
bronze,  certain  copper-nickel  alloys,  cer¬ 


tain  alloys  of  aluminum,  certain  plastics, 
and  certain  stainless  steels. 

(2)  Corrosion-resistant  coatings,  (i) 
The  following  systems  of  organic  or  me¬ 
tallic  coatings  for  exposed  non-working 
ferrous  parts,  when  applied  on  properly 
prepared  surfaces  after  all  cutting,  form¬ 
ing,  and  bending  operations  are  com¬ 
pleted,  are  considered  to  provide  suitable 
corrosion  resistance: 

(a)  Bonderizing,  followed  by  the  ap¬ 
plication  of  zinc  chromate  primer,  fol¬ 
lowed  by  one  or  more  applications  of 
enamel;  or, 

(b)  Hot-dipped  or  electrodeposited 
zinc  in  thicknesses  not  less  than  0.002 
inch;  or, 

(c)  Electrodeposited  cadmium  in 
thicknesses  not  less  than  0.001  inch;  or, 

(d)  Hot-dipped  or  sprayed  aluminum 
in  thicknesses  not  less  than  0.002  inch; 
or, 

(e)  Copper  plus  nickel  in  total  thick¬ 
nesses  not  less  than  0.003  inch,  of  which 
the  nickel  is  not  less  than  0.002  inch, 
plus  any  thickness  of  chrome. 

(ii)  The  metallic  platings  of  less  than 
the  thicknesses  specified  in  this  para¬ 
graph  are  not  acceptable  for  the  protec¬ 
tion  against  corrosion  of  ferrous  parts. 

(3)  Decorative  platings.  Decorative 
platings  in  any  thicknesses  applied 
over  corrosion-resistant  materials  and 
corrosion-resistant  coatings  are  accepta¬ 
ble  for  either  working  or  non-working 
parts. 

(4)  Dissimilar  metals.  The  use  of  dis¬ 
similar  metals  in  combination  shall  be 
avoided  wherever  possible,  but  when 
such  contacts  are  necessary,  provisions 
(such  as  bushings,  gaskets,  or  o-rings) 
shall  be  employed  to  prevent  such  dele¬ 
terious  effects  as  galvanic  corrosion, 
freezing  or  buckling  of  parts,  and  loosen¬ 
ing  or  tightening  of  joints  due  to  differ¬ 
ences  in  thermal  expansion. 

(5)  Suitability  of  materials.  In  event 
of  question  as  to  the  suitability  of  the 
materials  (including  coatings)  used,  the 
salt  spray  test  described  in  subparagraph 

(6)  of  this  paragraph  shall  be  conduct^. 

(6)  Salt  spray  test.  Expose  the  com¬ 
plete,  fully  charged  specimen  extin¬ 
guisher  to  a  20  percent  sodium-chloride 
solution  spray  at  a  temperature  of  95*  P. 
(35®  C.)  for  a  period  of  240  hours.  The 
procedures  and  apparatus  described  in 
Method  811  of  Federal  Test  Method 
Standard  No.  151  are  suitable.  Alter¬ 
nate  methods  may  be  found  satisfactory 
if  the  results  are  comparable.  Follow¬ 
ing  the  test,  allow  the  specimen  extin¬ 
guisher  to  air  dry  for  a  period  of  48 
hours.  Following  the  air  drying,  the 
specimen  extinguisher  shall  be  capable 
of  being  operated  satisfactorily  without 
imdue  effort  or  special  procedures  on  the 
part  of  the  operator,  and  it  shall  be  capa¬ 
ble  of  being  recharged  satisfactorily  in 
accordance  with  the  directions  on  the 
name  plate  without  the  use  of  extraordi¬ 
nary  tools  or  procedures. 

***** 

(f)  Additional  marking.  (1)  As  part 
of  the  usual  name  plate  marking,  there 
shall  be 'included  the  rated  capacity  of 
the  extinguisher  in  gallons,  quarts,  or 
pounds,  and  complete  instructions  for 
recharging,  including  the  identification 


of  the  recharge  materials  and  of  the 
pressure  cartridge  or  separate  container 
if  one  is  used. 

***** 

(g)  Mounting  bracket.  Every  portable 
fire  extinguisher  shall  be  supplied  with 
a  suitable  bracket  which  will  hold  the 
extinguisher  securely  in  its  stowage  loca¬ 
tion  on  vessels  or  boats,  and  which  is  ar¬ 
ranged  to  provide  quick  and  positive 
release  of  the  extinguisher  for  imme¬ 
diate  use.  The  materials  of  the  bracket 
shall  be  sufficiently  corrosion-resistant 
or  protected  against  corrosion  to  with¬ 
stand  the  test  prescribed  by  paragraph 
(c)  (6)  of  this  section  without  showing 
more  than  traces  of  slight  corrosion, 
which  may  be  easily  wiped  off  after  rins¬ 
ing  with  tap  water. 

(i)  [Canceled] 

(R.S.  4405,  as  amended,  4462,  as  amended; 
46  U.S.C.  376,  416.  Interpret  or  apply  R.S. 
4417a,  as  amended,  4426,  as  amended,  4488, 
as  amended,  4491,  as  amended,  secs.  1,  2, 
49  Stat.  1544,  1545,  as  amended,  secs.  8,  17, 
54  Stat.  165,  as  amended,  166,  as  amended, 
sec.  3,  54  Stat.  347,  as  amended,  sec.  3.  70 
Stat.  152,  sec.  4,  67  Stat.  462,  and  sec.  3, 
68  Stat.  675;  46  U.S.C.  391a,  404,  481,  489, 
367,  526g.  526p,  1333,  390b,  43  U.S.C.  1333, 
60  U.S.C.  198;  E.O.  10402,  17  P.R.  9917,  3  CFR, 
1952  Supp.  Treasury  Department  Orders  120, 
July  31,  1950,  16  FJl.  6521;  167-14,  Novem- 
ber  26,  1964,  19  PJl.  8026;  167-15,  January  3, 
1955,  20  P.R.  840;  167-20,  June  18,  1956, 
21  P.R.  4894;  167-38,  October  26,  1959,  24 
P.R.  8867) 


SUBCHAPTER  R — NAUTICAL  SCHOOLS 

PART  167— PUBLIC  NAUTICAL 
SCHOOL  SHIPS 

1.  The  authority  note  for  Part  167  is 
amended  to  read  as  follows: 

Atjthoritt:  §§  167.01-1  to  167.65-70  issued 
under  R.S.  4405,  as  amended,  4462,  as  amend¬ 
ed;  46  U.S.C.  375,  416.  Interpret  or  apply 
R.S.  4417,  as  amended,  4418,  as  amended, 
4426,  as  amended,  4433,  as  amended,  4450,  as 
amended,  4453,  as  amended,  4488,  as  amend¬ 
ed,  4491,  as  amended,  41  Stat.  805,  as  amend¬ 
ed,  secs  1  and  2,  49  Stat.  1544,  1545,  as 
amended,  sec.  3,  70  Stat.  152,  sec.  3,  68  Stat. 
676,  sec.  8,  75  Stat.  403;  46  U.S.C.  891,  392, 
404,  411,  239,  222,  481,  489,  363,  367,  390b, 
50  U.S.C.  198,  33  U.S.C.  1007;  E.O.  10402,  17 
P.R.  9917,  3  CPR,  1952  Supp.  Treasury  De¬ 
partment  Orders  120,  July  31,  1950,  15  FJL 
6521;  167-14,  November  26,  1954,  19  P.B. 
8026;  167-20,  June  18,  1956,  21  PJl.  4894; 
CGPR  56-28,  July  24,  1956,  21  P.R.  5659; 
167-38,  October  26,  1959,  24  P.R.  8857;  167-46, 
November  6,  1961, 26  P.R.  10609. 

Subpart  167.20 — Hull  Requirements, 

Construction  and  Arrangement  of 

Nautical  School  Ships 

2.  Subpart  167.20  is  amended  by  add¬ 
ing  after  §  167.20-30  a  new  §  167.20-35 
reading  as  follows: 

§  167.20—35  Liquid  ballast. 

When  water  ballasting  of  fuel  tanks 
is  necessary,  such  oily  ballast  shall  not 
be  subsequently  discharged  overboard , 
within  any  of  the  prohibited  zones  as 
defined  by  the  Oil  Pollution  Act,  1961  (33 
U.S.C.  1011),  except  through  oily  watW 
separators  which  meet  the  requirements 
in  §  55.10-25(n)  of  Subchapter  F  (Ma¬ 
rine  Engineering)  of  this  chapter,  or 
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directly  into  sludge  barges  or  shore  fa¬ 
cilities,  or  other  approved  means. 

Subport  1 67.35— Lifesaving 
Equipment 

3.  Section  167.35-65  (a)  (1)  is  amended 
to  read  as  follows: 

§  167.35—65  Motor  lifeboat  equipment. 

(a)  *  *  * 

(1)  Two  portable  fire  extinguishers 
having  Coast  Guard  classification  B-1, 
C-1.  (Carbon  dioxide  or  dry  chemical 
type  approved  by  the  Coast  Guard  or  the 
Navy.) 


If  50  percent  of  each  size  and  variety  of 
fire  extinguishers  carried  gives  a  frac¬ 
tional  r^ult,  extra  charges  shall  be  pro¬ 
vided  for  the  next  largest  whole  number. 

•  •  *  ♦  • 


PART  168— CIVILIAN  NAUTICAL 
SCHOOL  VESSELS 

1.  The  authority  note  for  Part  168  is 
amended  to  read  as  follows: 

Authositt;  §§  168.01-1  to  168.15-60  issued 
under  sec.  3.  54  Stat.  347.  as  amended;  46 
UjS.C.  1333.  Treasury  Department  Order 
120,  July  31,  1950;  15  PJR.  6521. 


Engineering),  H  (Passenger  Vessels), 
J  (Electrical  Engineering) ,  P  (Manning) , 
Q  (Specifications),  and  T  (Small  Pas¬ 
senger  Vessels)  of  this  chapter  are 
hereby  made  applicable  to  all  vessels  or 
other  fioating  equipment  used  by.  or  In 
connection  with  any  civilian  nautical 
school,  whether  siwh  vessels  or  other 
fioating  equipment  are  being  navigated 
or  not,  except  vessels  of  the  Navy  or 
Coast  Guard. 


SUBCHAPTER  T— SMALL  PASSENGER  VESSELS 
(NOT  MORE  THAN  65  FEET  IN  LENGTH) 


Subpart  167.45 — Special  Fire-Fighting 
and  Fire  Prevention  Requirements 

4.  The  introductory  text  of  §  167.45-70 
(a),  but  not  subparagraphs  (1)  and  (2), 
is  amended  to  read  as  follows: 

§  167.45—70  Portable  fire  extinguishers, 
general  requirements. 

(a)  Extra  charges  shall  be  carried  on 
board  for  50  percent  of  each  size  and 
variety  of  fire  extinguishers  provided. 


Subpart  168.05 — General 
Requirements 

2.  Section  168.05-5  (a)  is  amended  to 
read  as  follows: 

§  168.05—5  Application  of  passenger 
vessel  inspection  regulations. 

(a)  Where  the  requirements  are  not 
covered  specifically  in  this  part,  all  the 
regulations  appljdng  to  passenger  vessels 
in  Subchapter  E  (Load  Lines) ,  F  (Marine 

Table  176.05-1 (a) 


PART  175— GENERAL  PROVISIONS 

Subpart  175.05 — Application 

1.  Section  175.05-1  (a)  is  amended  by 
revising  only  Table  175.05-1  (a)  (no 
change  in  written  text)  so  this  table 
reads  as  follows: 

§  175.05—1  Vessels  subject  to  the  re¬ 
quirements  of  this  subchapter. 

(a)  *  •  • 


Classes  of  vessels  (including  motorboats)  examined  or  inspected  under  various  Coast  Guard  regulations  > 

Method  of  propul¬ 
sion 

Site  or  other 
limitations  > 

Vessels  Inspected  and  cer¬ 
tificated  under  Subchapter 
D— Tank  Vessels  * 

Vessels  Inspected  and  certificated 
under  either  Subchapter  H — Pas¬ 
senger  Vessels  *  •  *  *  or  Subchapter 
T — Small  Passenger  Vessels  *  •  * 

Vessels  inspected  and 
certificated  under  Sub¬ 
chapter  I— Cargo  and 
Miscellaneous  Vessels  *  * 

Vessels  subject  to  provi¬ 
sions  of  Subchapter  C — 
Uninspected  Vessels  *  *  * 

Column  1 

Column  2 

Column  3 

Column  4 

Column  5 

Column  6 

Steam.... _ _ _ 

Vessels  not  over  66 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk. 

All  vessels  carrying  more  than  6 
passengers.* 

All  tugboats  and  towboats. 

All  vessels  except  those 
covered  by  columns  3,  4, 
and  6.* 

feet  in  length. 

Vessels  over  65  feet 
in  length. 

All  vessels  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.* 

1.  All  vessels  carrying  more  than  12 
passengers  on  an  mtemational 
voyage,  except  yachts. 

2.  All  vessels  of  not  over  16  gross  tons 
which  carry  more  than  6  passen¬ 
gers.* 

3.  All  other  vessels  carrying  passen¬ 
gers,  except: 

a.  Yachts. 

b.  Documented  cargo  or  tank  ves¬ 
sels  issued  a  permit  to  carry 
not  more  than  16  persons  in 
addition  to  the  crew. 

c.  Towing  and  fishing  vessels,  in 
other  than  ocean  and  coastwise 
service,  may  carry  persons  on 
the  legitimate  business  of  the 
vessel,  in  addition  to  crew, 
but  not  to  exceed  one  for  each 
net  ton  of  the  vessel. 

All  vessels  except  those 
covered  by  coliunns  3 
and  4. 

None. 

*  Where  length  is  used  in  this  table  it  means  the  length  measured  from  end  to 
end  over  the  deck,  excluding  sheer.  On  and  after  May  2. 1962,  this  expression  "means 
a  straight  line  measurement  of  the  overall  length  from  tne  foremost  part  of  the  vessel 
to  the  aftermost  part  of  the  vessel,  measured  parallel  to  the  centerline.” 

’  Subchapters  E  (Load  Lines),  F  (Marine  Engineering),  J  (Electrical  Engineering), 
and  N  (Explosives  or  Other  Dangerous  Articles  or  Substances,  and  Combustible 
Liquids  on  Board  Vessels)  of  this  chapter  may  also  be  applicable  imder  certain 
conditions. 

*  Public  nautical  school  ships,  other  than  vessels  of  the  Navy  and  Coast  Guard, 
shall  meet  the  requirements  of  Part  167  of  Subchapter  R  (Nautical  Schools)  of  this 
chapter.  Civilian  nautical  school  ships,  as  defined  by  46  U.S.C.  1331,  shall  meet 
toe  requirements  of  Subchapter  II  (Passenger  Vessels)  and  Part  168  of  Subchapter 
R  (Nautical  Schools)  of  this  chapter. 

*  Subchapter  H  (Passenger  Vessels)  of  this  chapter  covers  only  those  vessels  over 
o5  feet  in  length.  Subebapter  T  (Small  Passenger  Vessels)  of  this  chapter  covers 
only  those  vessels  of  not  over  65  feet  in  length. 


» Vessels  covered  by  Subchapters  H  (Passenger  Vessels)  or  I  (Cargo  and  Mia- 
cellaneous  Vessels)  of  this  chapter,  where  the  pnncipal  purpose  or  use  of  the  vessel 
is  not  for  the  carriage  of  liquid  cargo,  may  be  granted  a  permit  to  carry  a  limited 
amount  of  inflammable  or  combustible  liquid  cargo  in  bulk.  The  portion  of  tbs 
vessel  used  (or  the  carriage  of  the  inflammable  or  combustible  liquid  cargo  shall 
meet  the  requirements  of  Subchapter  D  (Tank  Vessels)  in  addition  to  the  require¬ 
ments  of  Subchapter  H  (Passenger  Vessels)  or  I  (Cargo  and  Miscellaneous  Vessels) 
of  this  diapter. 

'  Any  vessel  on  an  international  voyage  is  subject  to  the  requirements  of  the 
International  Convention  for  the  Safety  of  Life  at  Sea,  1948. 

T  The  meaning  of  the  term  "passenger”  is  as  defined  in  the  Act  of  May  10,  1956 
(sec.  1,  70  Stat.  151;  46  U.S.C.  390). 

*  Boilers  and  machinery  are  subject  to  examination  on  vessels  over  40  feet  in  length. 
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RULES  AND  REGULATIONS 


Tablb  175.05-l(a) — Continued 


Classes  of  vessels  (including  motorboats)  examined  or  Inspected  under  various  Coast  Guard  regulations  i 


Method  of  propul¬ 
sion 


Site  or  other 
limitations  > 


Vessels  of  not  over 
16  gross  tons. 


Vessels  inspected  and  cer¬ 
tificated  under  8ubchi4)ter 
D— Tank  Vessels  • 


Vessels  inspected  and  certificated  Vessels  inspected  and 


under  either  Subchapter  H— Pas¬ 
senger  Vesses  *  •  *  ‘  or  Subchapter 
T— Small  Passenger  Vessels  •  • « 


All  vessels  carrying  combus-  All  vessels  carrying  more  than  6  pas- 
tible  or  inflammable  liquid  sengers.' 
cargo  in  bulk. 


Vessels  over  15  gross 
tons  except  sea¬ 
going  motor  ves¬ 
sels  of  aoo  gross 
tons  and  over. 


All  vessles  carrying  combus¬ 
tible  or  inflammable  liquid 
cargo  in  bulk.' 


eagoing  motor  ves¬ 
sels  of  300  gross 
tons  and  over. 


All  vessels  carrying  combus¬ 
tible  or  Inflammable  liquid 
cargo  in  bulk.* 


1.  All  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  vessels  not  over  66  feet  in  length 
which  carry  more  than  6  passen¬ 
gers.’ 

3.  All  other  vessels  of  over  66  feet  in 
length  carrying  passengers  for  hire 
except  documented  cargo  or  tank 
vessels  issued  a  permit  to  carry  not 
more  than  16  persons  in  addition  to 
the  crew. 


1.  All  vessels  carrying  more  than  12 
passengers  on  an  international  voy¬ 
age,  except  yachts. 

2.  All  other  vessels  carrying  passen¬ 
gers,  except;  * 

a.  Yachts. 

b.  Documented  cargo  or  tank 
vessels  issued  a  permit  to 
carry  not  more  than  16  persons 
in  addition  ta  the  crew. 


Vessels  not  over  700  All  vessels  carrying  combus-  All  vessels  carrying  more  than  6  pas- 
gross  tons.  tible  or  inflammable  liquid  sengers.’ 

cargo  In  bulk. 


Vessels  over  700  All  vessels  carrying  combus-  All  vessels  carrying  passengers  for  hire, 
gross  tons.  |  tible  or  inflammable  liquid 

j  cargo  in  bulk. 


Non-aelf-propelled...  Vessels  not  over  100  |  All  vessels  carrying  combus-  All  vessels  carrying  more  than  6  pas- 
gross  tons.  tible  or  inflammable  liquid  sengers.’ 

I  cargo  in  bulk. 

i  _ 


Vessels  over  100  All  vessels  carrying  combus-  All  vessels  carrying  passengers  for  hire, 
gross  tons.  tible  or  Inflammable  liquid 

cargo  in  bulk. 


certificated  under  Sub¬ 
chapter  I— Cargo  and 
Miscellaneous  Vessels  *  * 


Vessels  subject  to  provi¬ 
sions  of  Subch{q)tOT 
Uninspected  Vessels'" 


Those  vessels  carrying  All  vessels  except  those 
dangerous  cargoes  when  covered  by  ccdumns  3.  4 
required  by  46  CFR  and  6.  ’ 

Part  08  or  146. 


All  vessels  carrying  freight  All  vessels  except  those 
for  hire  except  those  covered  by  columns  3,  4, 
covered  by  columns  3  and  6. 
and  4. 


All  vessels  except  those 
covered  by  columns  3 
and  4,  and  those  en¬ 
gaged  in  the  fishing,  oys- 
tering,  clamming,  crab¬ 
bing,  or  any  other 
branch  of  the  fishery, 
kelp,  or  sponge  indus¬ 
try. 


Those  vessels  carrying 
dangerous  cargoee  when 
required  by  46  CFR 
Part  98  or  146. 


Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 


Those  vessels  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 


All  seagoing  barges  except 
those  covered  by  col¬ 
umns  3  and  4;  and  those 
Inland  barges  carrying 
dangerous  cargoes  when 
required  by  46  CFR 
Part  98  or  146. 


All  vessels  except  those 
covered  by  columns  3.  4. 
and  6. 


All  barges  carrying  passen¬ 
gers  except  those  covered 
by  column  4. 


All  barges  carrying  passen¬ 
gers  except  tho^  covered 
by  column  4. 


See  footnotes  on  preceding  page. 

(Sec.  3.  70  Stat.  162;  46  n.S.C.  390b.  Interpret  or  apply  R.S.  4405,  as  amended,  4462,  as  amended;  46  U.S.C.  375,  416) 


PART  176— INSPECTION  AND 
CERTIFICATION 

Subpart  176.15— Drydocking  or 
Hauling  Out 

1.  Section  176.15-1  is  amended  by  re¬ 
vising  paragraph  (a)  but  not  subpara¬ 
graphs  (1)  to  (3)  thereof  to  read  as 
follows: 

§  176.15—1  When  required. 

(a)  Except  for  extensions  as  author¬ 
ized  by  the  Commandant,  all  vessels 
shall  be  drydocked  or  hauled  out  and 
made  available  for  examination,  and 
shsQl  be  examined  by  a  marine  inspector 
within  the  periods  set  forth  in  this  para¬ 
graph,  depending  upon  the  service. 

(Sec.  3. 70  Stat.  162;  46  UR.C.  390b) 


PART  181— FIRE  PROTECTION 
EQUIPMENT 

Subpart  181.20 — Fixed  Fire 
Extinguishing  Systems 

1.  Section  181.20-20  (b)  is  amended  by 
revising  table  181.20-20  (b)  by  changing 
the  second  maximum  quantity  of  carbon 
dioxide  required  in  the  first  column 
from  “200”  to  “225”  so  that  this  table 
reads  as  follows: 

§  181.20-20  Piping. 

(b)  •  •  • 

Table  181.20-20(b)  ' 


Maximum  quantity  of  carbon 

Minimum  pipe  size. 

dioxide  r^uiied,  pounds 

inches 

100 . 

H  (Schedule  40). 

226 . 

H  (Schedule  40). 

300 . . . 

1  (Schedule  80). 

600 . 

IH  (Schedule  80). 

Subpart  181.30— Portable  Fire 
Extinguishers 

2.  Section  181.30-10  is  amended  by 
adding  at  the  end  thereof  a  new  sub- 
paragraph  (c)  reading  as  follows: 

§  181.30—10  Installation  and  location. 

•  *  *  *  * 

(c)  Portable  fire  extinguishers,  which 
are  required  on  their  nameplates  to  be 
protected  from  freezing,  shall  not  be 
located  where  freezing  temperatures  may 
be  expected. 

(Sec.  3, 70  Stat.  162;  46  U.S.C.  390b) 

Dated:  September  6, 1962. 

[seal]  E.  J.  Roland, 

Admiral,  U.S.  Coast  Guard 
Commandant. 

[P.R.  Doc.  62-9067;  Piled,  Sept.  10,  1962; 
8:60  a.m.] 
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